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PREFACE. 



IN 1857 the author wae charged with the preparation of plans 
for the sewering of the City of Brooklyn, covering an arua of 
twenty square miles, a great portion of which was thtn suburban 
t«rriUiry. At that date wo were totally without data of any kind 
in this country to gnide in the determination of the proper dimen- 
sions of sewers for the drainage of cities and towns. No gaiigings 
had ever been made of the discharge of sewers, and the only prin- 
ciple recognized, was lo make the sewers large enough to admit of 
the entrance of workmen to clean them by the use of tlie pick and 
shove] ; so little had the subject occupied the attention of engineers 
that it was scarcely thouglit witjiin their province, in this direction, 
to do more tliau to see to tlie proper construction of what was 
iletenoined upon by property owners, city surveyoi-s, or municipal 
councils. 

In 1853 tlie General Board of Health under the Public Health 
Act had made their first Report to the British Parliament, and 
advocated very strongly the introduction of smaller pipes in lieu of 
the large brick and stone drains heretofore in use for house-drainage, 
Prior to this date (1847) the first Report of the Metropolitan Sani- 
tary Commission, liondon, appeared, which while not to he takea{ 
as advocating esclnsively the use of small pipes, yet pointed oat 
the necessity of reducing the dimensions, and altering the sliaiiea 
of the old stone and brick structures. Embodied in the Board of 
Healtli Report above referred to, were tables of the sizes recom- 
mended for sewers and drains for specified areas and inclinations, 
and which claimed to be the result of over twenty years experience 
in detailed observations of tlie working of sewers and repeated and 
multiplied gangings of the London sewers under all circumstances 
of storm-water discharges. These tables, issued under such un- 
doubted authority, were calculated to command attention here, 
and were republished very extensively, indeed wherever 
sewerage were projected in this country, and they were 
instrumental in bringing about the use of burnt clay pipes " 
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and in creating the impression (which wc cannot say was the aim 
of the Report) that tiie busineas nf draining and sewering towns 
was a very simple afiair, and whioli an attention to the proper use 
of these Tables would enable almost any one to direct successfully. 
These Tables did not find nniveraal favor with Engineers, aa might 
be supposed ; but the facts embodied in them, being given in 
evidence before committees of Parliament, could not be giunsaid, 
however startling some of them might appear, and with a certain 
class of practitioners they were largely accepted, but for some time 
past have ceased to be considered as standard; and failing any ac- 
knowledged standai-d, engineers have been left free to adopt aiieh 
principles to guide them in the dimensions of sewers as their indi- 
vidual judgment might dictate. 

Within a few years past (1873) an exhaustive treatise has 
appeared from the English press, which has passed to a second 
edition, explaining with much detail the practice of its author in 
the construction of sewers, and basing his estimate of their dis- 
charge upon the hydraulic formula for water dischaj'ge from a 
Resen*oir. 

This errs as much on the other side, as did t!ie Board of Health 
Report Tables in its advocacy of extremely smiill sewers for popu- 
lous districts ; and in other respects, if followed as a standard in 
this country, it would lead to an aggravation of the very form of 
nuisance which it was the design to obviate; and still further, the 
cost of sewerage worlts (no inconsiderable item in a new country) 
would tliereby be enhanced beyond what the necessities of the 
locality call for. 

In advocating the importance of simplicity and cheapness in 
works of sewerage wc do not mean the use of second rate materials 
or workmanship, neither of which should find place in any works 
of sewerage, but we refer to the economy which results from the 
adoption of methods of design, strictly suited in character, materials 
and workmanship in the simplest manner, to the end in view. 

To illustrate the importance of this economy, we quote from a 
Report on the Philadelphia sewers published in Van Nostrand'a 
Magazine for 1878, p. 429, wiierein it is stated that "the Sewers of 
that city are designed to carry ofi^ one inch of rain per hour, and 
that the Mill Creek Sewer, draining 3000 acres, requires a diameter of 
twenty feet for two miles in lengtli. The Heart Oreek Sewer drain- 
ing 2000 acres is from 13 to 16J feet in diameter for two miles, and 



tlie Honey River Sewer, which will drain over 4000 acres when com- 
pleted, has already a diameter of fourteen feet, six iniles above its 
uUimide probnble outlet." Upon what formula for the discharge of 
conduit these dimensions were determined we are not informed; but 
tile opinion is given in the Report that the contiunation to comple- 
tion of the works as designed (which are not referred to as by any 
menus fulfilling the requirements of the locality) would be attended 
with an unnecessary ejcpenditure involving millions of dollarsi 

As indicating what we regard as the principle underlying a 
proper system of city sewerage and drainage, we quote from the last 
edition of " Hydraulic Tables by Neville" (an English engineer of 
deserved celebrity in his branch of the profession) us follows : 

"It is too often taken for granted that the discharge from a 
catchment basin takes plaee into the converging channels in nearly 
the same time that a given quantity of rain falls. The quantity 
which falls will not be discharged into the chaimols in the same 
time. The arterial channels receive the supply at different places, 
and from different distances, and the water in passing into and from 
it, does not encounter the same amount of resistance as if it ail 
passed first into the upper end. Loss sectional area is therefore 
uecessary than if the whole discharge had to pass throngh the 
whole length of the channel, and during the time of fall. The 
relation of the quantity of rainfall to the portion which flows into 
the main channel, as well as the time which it takes to arrive at 
it, and the places of arrival, 'must be known before the proper size 
of a new channel can be determined, particularly seiners in ui-bn?i 
districts. 

"A pipe anffieient to discharge the water from 200 acres, ueed 
not be of twenty times the discharging power of one exactly suited 
to ten acres of the same district ; for the discharge from the out- 
lying I'JO acres, will not arrive at the main iu the same time as 
that from the adjacent ten acres." 

We are not aware of the proper recognition of this principle 
heretofore, and the constant enquiry for detailed information in 
relation to the system of sewerage pursued in the City of Brooklyn 
has led to the preparation of this volume, which embodies the 
principles and practice of sewering towns and cities aa illnstrated 
in the successfnl working of the system adopted there, based upon 
a recognition of the above principle as enunciated by Neville, and 
which has proved to be so far successful that an esperience of over 
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twenty years pointe to no modification being called for in the 
original design or scheme beyond matters of detail. There are of 
course minor defects apparent, but we believe the remedy for them 
is pointed out in these pages. We took as our guide for these 
works the English system of " water-carriage," and can lay no claim 
whatever to invention or originality of plan ; and if any measure 
of success has followed our efforts here, it has arisen from the free 
use of information derived from the reports and practice of such 
distinguished men as Sir Joseph Bazelgette, Mr. Thomas Hawksley 
Mr. Wm. Haywood, Mr. James Rawlinson, and other Enghsh 
engineers, to whom we beg leave to make our acknowledgments. 

We have omitted in these pages the introduction of Tables and 
formula for the stress and strength of materials, etc., and other 
matters which, while applicable in many cases to sewer construc- 
tion, are at the same time of universal use in most branches of con- 
struction ; and it is to be presumed that the engineer does not seek 
in a work on sewers and drains for general information in his 
profession, but for something specific, and hence the author has 
restricted himself to the matter in hand, which he has undertaken, 
if not to simplify, certainly to remove some of the unnecessary 
complications with which it has hitherto been hampered. 

155 CoNGBBSS St., Brooklyn, New York. 




^A LTHOUGH Sanitary Science, as we understand tin 
Jl\- k'rm, is of modern growth, and it ia only within the 
last tlih'fy or forty years that the Bulyect has engaged the 
attention of scientific men, yet the remains of ancient works 
exhibit the fact, that so soon as the progress of civilization 
tended to concentrate population within centres of com- 
paratively limited areas, it was diecovered that the greatest 
enemy to man's comfort, if not his health, was man him- 
self ; and the best method for the prompt removal of noxious 
refuse from the vicinity of his dwelling, which to the primi- 
tive inhabitant was a snbject scarcely worthy of a thought, 
BOon foi-ced itself upon his attention as a subject above all 
others deserving of liis careful consideration. 

Late explorations in Jerusalem have brought to light 
most extensive arrangements for the removal from the 
vicinity of the Temple of the ofibnsive matters peculiar to 
the bloody sacrifices of that ancient people ; and the famous 
Cloaca Maxima at Rome, "built under the Tarquins for the 
purpose of the drainage of the imperial city, and at a time 
when its inhabitants were content to live mostly in huts, 
together with evidences of works of sewerage in other 
ancient cities, all point to the fact, that if the snbject of 
sewerage was not treated scientifically in those times, its 
importance at least was recognized. 

Vitmvius, a writer in the time of Augustus, enlarges 
upon the importance of thorough drainage for the sites of 
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« towBB, and even encampments, and states the means adoptaB 
by the Romans for the thorough sewerage of even their pnM 
vincial cities ; and the care shown in ancient Rome tliat ttjl 
sewers should be proportioned to the service expected (fl 
them, enlarging gradually from their extremities, thromJ 
all the ramifications of the system, until they finally reachfifl 
the outlet, shows a comprehensive scheme, and evidenl^ 
under central management (and not as in a sister city, whe^| 
until lately, the residents of a street determined the dimejH 
sions of their aewer, irrespective of what might lead into tfl 
or into what it might lead) ; and yet, with all this evidenoB 
tiiat the health of the people was a care on the minds ofl 
their rulers, as far back in history as the evidence exists am 
any crowded population in a given locality, we may sag 
that sanitary science is a modem one, precisely as we mav 

; say tliat all science based upon the knowledge of chemicaj 
laws must be modem. Recollecting that carbonic acid wal 

; not discovered until 1757, hydrogen in 1766, and oxygen id 
1774, we can see how the sanitary precautions taken by tba 

I ancients could not have arisen from their knowledge of thfl 
laws which governed matter in the various changes whioM 
accompanied decomposition. The bare fact that the resuM 
of such changes was disagreeable to one of the senses, and 
experience had shown was injurious to health, was aU thed 

I had to guide them. I 

j With the light of modem science, the rule of thumb proa 

, cess was no longer satisfactory, and it was evident than 
sanitary measures, in order to be effectual, required sJ 
recognition of certain elementary laws of matter which haM 
hitherto remained in obscurity. This brought the subjecjl 
within the domain of science, and sanitary science has noiw 
become a recognized branch of medical study, as sanitar^ 
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Sanitary Science should be regarded eimply as an aid 
to nature in dealing in a proper manner witli those com- 
pounds which are constantly being eliminated from the 
animal system, and which are fitted to become the food of 
the vegetable kingdom, which in its turn utilizes those 
waste elements fi'om animal life, and after utilization 
retains only those substances which are needftil for their 
own sustenance, thus giving back the original elements in 
a healthful state, and fitted for the uses of animal life. 

Proi>erly to appreciate the scope of this science, a notice 
of the animal economy of man in relation to the materials 
from which he derives his sustenance, and the chemical 
changes which render these materials detrimental to his 
health, would be in place, but the subject is a wide one, 
and cannot be treated save incidentally in these pages, 
which will be confined to — 

"Sanitary Engineering," which consists in tlie construc- 
tions which ai'e called for in &£ilitating the puritication of 
the air — removing dangerous impurities from water — sup- 
plying an abundance of both of these life-giving elements, 
and removing as speedily as possible, before decomposition 
commences, all refuse matter, whether of animal or vege- 
table oiigin. Beginning with the last, as involving in its 
results, if properly carried out, the attainment of aU the 
others, we have for consideration — ^the proper method for 
the disposal of the refuse from our cities. 

The importance of effectivedrainage and sewerage has 
been shown in so many reports from professional men 
and government commissions, that its influence on health, 
strength, and length of life is gradually beginning to be 
generally understood. The results of all inquiries abun- 
dantly demonstrate that drainage and sewerage are essen- 
tial elements of health in populous districts. Independently 
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of actual loss of life which bo frequently attends their 
neglect, impaired mental or l)odUy vigor, arising iVoni the 
influence of defective drainage and sewerage, i-educee daily 
thousands of cases the capabilities of individuals to sucli 
an extent, that it may be coueidered equivalent to a loss 
.of income by the deterioration or diminution it induces in 
ihe effective services whicli each can give to his occupation. 
Calculated as a matter of profit and loss, everything indi- 
cates that the expense required in establishing proper 
measures to avoid these evils would be far below tlie loss 
consequent npon the inefficient ai-rangement too frequently 
witnessed at present. 

Notwithstanding it would seem, as above, that an ample 
array of facts exist for the determination of the immediate 
removal, at almost any expense, of the house refuse of 
populous cities, yet a wide difference obtains as to what 
constitutes a proper or timely attention to this important 
matter ; and the method and means which we propose to 
apply are by no means as yet imiversally accepted as the 
proper ones. 

Some twenty years since, the author adapted the " water 
carriage" system of sewerage as in his opinion the most 
suitable to our needs, disi'egarding wlioUy the considera- 
tion of thereby rendering the utilization of the sewage for 
agricultural purposes still more expensive than it then 
promised to be, and in fact rendering it a matter of very 
questionable economy ; and in support of these views, a 
late writer of eminence * sums up a most exhaustive treatise 
on the subject in the following terms ; 

"Having reviewed the most important metliods that 



* " Digeet of Facts relating to the Treatment and Utilization ol Sewage," 
by W. H. Corfield, M.A. M.B., Proleasor of Hygiene and Public Healtli Kt 
Umveraty College, Londtin. 1871. 
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have been practiced for the removal of refuse matters from 
towns, we have been led to adopt tlie following definite 
principle : That the method which does, in practice, where 
it is anj-thing like efficiently carried out, remove at once 
and completely from the vicinity of habitations tlie various 
sorts of refuse in the most expeditious manner, is the une J 
which must be the most conducive to health. 

" We have pointed out that the principle of all dry 
methods of excremental removal, without exception, is to 
leave the excremental matters in and about the house for 
a certain time — so long, in fact, as they do not become an J 
absolute nuisance. We maintain that this is essentially! 
wrong in principle, and we point in support of our opinion J 
to the facts with regard to the state of the health of the! 
inhabitants of midden-closet towns. 

"As to the dry earth system, its principle is the same,.l 
though its action is more thorough. Although it has been! 
shown to have a great advantage where it has replaced 
midden heaps and cesspools, we maintain with Dr. Bolles- 
ton and with Dr. Parkes, that it lias not been shown that 
the compost is disinfected as well as deodorized. And J 
until this is proved to be the case, it is safer to resort even J 
to the offensive pail system, where excrement cannot be 
allowed to remain within dwellings for any length of time, 
on account of the great nuisance that would be caused by 
it, than to a plan which destroys the warning, but is notj 
proved to have removed at the same time the danger. 

" It has at various times been proposed to deodorize coal- ' 
gas ; the result of this would certainly be that accidents 
by poisoning and by explosion would be increased to an 
enormous extent. We know that the poisonous ingredient 
par excellence of coal-gas — the carbonic oxide— is perfectly 
inodorous ; we know also that the emanations which pro- 
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duce typhoid fever are not offensive or disagreeable to the 
smell ; and it ia a 'presumption, as Dr. Parkea says, to 
suppose that all danger of their production is removed "by 
mixing excrement with earth. Bat even were this pre- 
sumption to become a demonstrated fact, the greatest objec- 
tion to the earth system (one which ia essential to it because 
it is a dry system) would still be as strong as ever, viz.: 
that whenever the earth supplied happened to be in too 
small quantity, too moist, or of bad quality, or the air to 
be very damp, or the compost wetted through carelessness 
or otherwise, the danger of infection would at once ai'ise. 
How frequently one or more of these conditions would be 
fulhlled need hardly be pointed out. 

"Miss Nightingale well says, in her remarks on the Pro- 
gress Reports in the Indian Sanitary Report (1870, p. -46) : 
' The true key to sanitary progress in cities is water supply 
and sewerage. No city can be purified sufficiently by mere 
hand-labor in fetching and cariying.' As civilization lias 
advanced, people have always enlisted natural forces or 
machinery to supplant hand-labor, as being much less 
costly and greatly more efficient. 

"We turn, then, to review briefly the results already 
attained by the water-carriage system, despite all the dis- 
advantages of it (when badly carried out). We know what 
it has done ; we know that in the towns where it has been 
introduced in conjunction with other sanitary improvements, 
it has been the means of practically annihilating cholera; 
we know that it has been very little less effectual in the 
extermination of typhoid fever. We are sure that it is the 
speedy removal of the refuse matters that has accomplished. 
this, because, in towns where free exit has not been allowed 
for the sewage from the sewers, the death-rate of typhoid 
fever has only very slightly diminished, or has slightly 
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increased, or even (in one case) has very considerably 
increased. Snch cases, although deplorable in themselves, 
are instructive to the sanitarian in pointing out beyond 
question of a doubt that it is especially the improved 
sewerage arrangements that have effected these results. 
We have seen, too, that by the construction of deep drain- 
sewers* the mortality from phthisis has been diminished 
to a very remarkable extent, amounting in one case to 
nearly half the former number of deaths. 

" And although we have, for a multiplici^ of reasons, felt 
ourselves justified in condemning the drain-sewer system, 
we have certainly to thank it for the discovery of the all- 
important fact that one of the most potent causes of phthisis 
is a water-logged subsoil ; so that while we advocate imper- 
vious pipe sewers, we must also insist that towns shall be 
provided with deep subsoil drains. Not only this, but we 
have also seen that these special improvementa have been 
accompanied by the still more important one of a reduction 
in the general death-rate, amounting to about a fifth part 
of the previous number of deaths in nine out of the twenty- 
five towns reported on by Dr. Buchanan. 

"Having then the sewage to deal with, the first object 
mnst be to get rid of it in an unobjectionable manner, and 
the next to utilize it if possible. Plenty of evidence has 
been given to show that it must not be sent into the rivers, 
as has heretofore been almost invariably done ; and that it 
is only a little lees objectionable to resort to this plan after 
a preliminary straining off of the suspended matters. AVe 
have, however, seen that by intermittent downward filtra- 
tion through soil (and perhaps, where convenient, througb 
ashes, etc.), sewage can be adequately purified, so that the 
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effluent water may be turned into a stream ; "by this pUi 
however, the manure which is so much wanted is i 
entirely lost, tlie greater part of it escaping in solution in 
the effluent water in the form of nitrates and nitrites. 

"As to the utilization of sewage, we have shown the 
futility of all attempts at precipitation of its valuable con- 
stituents ; in fact, 'it is hopeless,' as Dr. Hewlett says, 
'by either one or any of these operations to render the 
effluent water anything else than sewage.' 

" Finally, with regard to irrigation farming, the facts tliat 
we have brought together seem to us t« show clearly that 
it satisfies the three conditions which we have laid dowB ; 
the sewage is purified, a prcifitable agricultural return is 
ensured, and the health of the neighborliood is not endan- 
gered. 

■ " We are, then, reduced to the following simple issue : 
wherever it is possible, irrigation should be cai-ried out, the 
sewage having been previously freed, by one or other of the 
methods described, from the offensive suspended matters, 
which must be deodorized to prevent the production of a 
serious nuisance. Wherever, on the otlier hand, iirigation 
is practically impossible, intermittent downward filtration, 
tlirough soil or other suitable material, afford the means of 
satisfactorily purifying the sewage." 

We have been led to exti-act thus copiously from a 
standard authority on*the subject of the disposal of sewage, 
from the fact that, in view of the difficulty of compelling 
the ordinaiy occnpants of tenement houses to make a, 
proper use of water-closets, and tlie ill effects resulting 
from this neglect, members of boards of health of undoubted 
intelligence, in some of our cities, have been found, not- 
withstanding all the advantages of the water-caniage sys- 
tem, to recommend the substitution of some form of cess- 
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pool for sach localities, to be cleansed by the local author- 
ities periodically. The evideoce above given should hv 
regarded as conclusive, that relief from the evils of n^lect 
in crowded tenements should be sought in some other dii-ec- 
tion than the abolition of tlie water-carriage system. 

It is to be presumed that the defects in the form and 
•dimensions of drains and sewers which existed until within 
the last thirty years, are well known. That their dimen- 
sions were eo far in excess of what was required, as to 
preclude their contents from being swept out by cur- 
rents of water, and hence that cleansing by manual labor 
was under tlie then existing state of things a necessity. 
Tliey were at best but "elongated cesspools" for the 
retention and storage of whatever was tlirown into them, 
and the evils resulting from this state of things brought 
about an examination into the causes which had led 
to them, and the result was not only that their dimen- 
sions were found to be defective, but their shapes were 
equally in violation of the known laws governing the move- 
ment of tiuids, and hence that their design and construction, 
to be efficient, should be confided to a different class of 
men from silch as had hitherto controlled them — in a word, 
instead of this being left to the ordinary builder, who 
regarded the subject as one demanding no further attention 
than to insure sufficiently large ch^nels for the reception 
■of whatever it was desirable to conceal from the sight of 
dwellers above ground, it was, under a more enlightened 
view of sanitary needs, confided to the skilled intelligence 
of the hydraulic engineer. All this, copiously illustrated, 
will be found in the various reports of sanitary commissions 
appointed by the British government to inquire into means 
for the improvement of the health of towns, commencing 
with the first report in 1847, and extending to the present 
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time; and the General Board of Health Reports, com- 
mencing in 1852, also presented to Parliament, as well as 
the various commissions of later date, as the " Pollution of 
Rivers " and kindred subjects. These reports constitute the 
mine from whence was absti-acted the first elements of our 
subsequent progress in sanitary art in this country, and 
have been so repeatedly drawn upon, as scarcely to yield 
anything new at this date. Instead, therefore, of dwelling 
upon what was — we shall confine ourselves to what is, and 
what should he, under the light afforded by the experienco 
of many years of practice. 



GENERAL. CONSIDERATIONS. 

In devising a system of sewerage for a populous district, 
there are several controlling circumstances to be taken into 
consideration. It would appear, at first sight, that the first 
thing to be considered would be the population of the 
locality. Were the sewers to be confined to the withdrawal 
of sewage proper from the vicinity of dwellings, this would 
to a great extent be the case, but even then the extent of 
the water supply would be a preponderating element in the 
calculation. If, for instance, the water suj)ply were derived 
from wells on or near the premises as in country villages, 
the amount of sewage would be materially reduced from 
what might be anticipated were the water for domestic uae 
obtained by the simple act of turning a faucet ; and whether 
the supply of water was intermittent or constant, would 
exercise an important influence on the amount of consump- 
tion or waste from dwellings. 

The sewage from a dwelling differs by an insignificant 
amount in bulk from the water consumed or wasted. In 
feet, the water taken into a dwelling for all purposes, is the 
measure of the sewage which leaves it; and a generous 
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water supply, such as is found in most of our cities supplied 
by water-works, would, under proper manageraent, suffice 
to carry off all excrementitious or humau refuse. But with 
the sewers confined to this purpose, an additional system 
of drains on a grander scale is called for, to remove the 
storm-waters which would otherwise flood the premises, 
and prove the cause not only of present injury and dis- 
comfort to tlie inhabitants, but subsequently objection- 
able as well on sanitai-y grounds. If the double system 
of conduits referred to are recommended, as they have 
been, on the score of preserving the rainfall uncontaminated 
vrith house-sewage, with a view to its ultimate use as a 
feeder to the streams to be utilized for domestic pui-poses, 
which is the strongest plea which can be offered for the 
increased expense attending a double system of drains — 
this, and the increased commercial value of the hoiise 
sewage undiluted by rainfall— it can be answered that the 
rainfall collected in the gutters of a city, charged, as it 
frequently is, with atmospheiic and other impurities, differs 
on analysis in no essential from house-sewage. This has 
been tested time and again in English towns and cities, and 
the commercial value of the house-sewage of cities as a 
fertilizer of crops lias no such value as should induce any 
special complication in its collection and preservation ; 
while the increased cost and complication growing out of 
these additional dmius for surface water, which lessen in 
no degree the further necessity for subsoil drains, are far 
beyond any of the presumed benefits to be derived from 
them. 

The modem system of sewage contemplates the con- 
struction of a system of impermeable conduits, which, with 
the water supply to dwellings, and at times the rainfall on 
the surface, shall prove adequate to the prompt removal 




from the sites of human habitation, and before time shall 
bo afforded to set up any dangerous fennentation, all 
excreta and refuse from human, animal, or vegetable life — 
everything, in fact, putresible to be found in the vicinity 
of dwellings — to some outlets, to be further dealt with "by 
natural or artificial means in order that they may not prove 
a source of mischief to the residents of other localities. 
This method is known as the "water-carriage system"; 
and as the solid fseces adds no appreciable amount to the 
bulk of the house-sewage, so tlie house-sewage calls for no 
appreciable increase in the capacity of the sewer to carry it 
off, beyond such as is necessary for the accommodation of 
that amount of the storm-waters as modem improvements 
in habitations requires to be carried off in a definite time. 
Tliis eliminates the consideration of the extent of the popu- 
lation on an area to be drained, and leaves the dimensions 
of the sewers to be controlled measurably by consideration 
of the character and extent of that area, Closely-bnilt 
and paved districts will affect the result only so far as con- 
tributing the proportion of the rainfall due to its area in 
less time after its fall than that from suburban districts. 
The further consideration of this in its bearing on the 
dimensions of sewers will be noted subsequently. 

The points which demand our attention may be stated 
as follows : 

FiKST. The area and physical outlines and controlling 
features of the district to be drained ; its geological char- 
acter, and the depth to which it may be desirable that 
the drainage should extend. 

Second. The rainfall in the district, vrith consideration 
of the maximum fall of rain in a given interval of time, and 
the proportion of such storm-waters as it is proposed to 
carry off by the sewers. 
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Thibd. The character and extent of the water supply. 
FouETH. The tinal disposal of the sewage. 

THE PHYSICAL OUTLINE OF THE DISTRICT] 
AND THE DEPTH OF THE DRAINAGE. 

The physical character of the district to be drained is 
of the firat consequence. lu tlie case of a city or town, 
the valleys of the streams or natural valleys of drainage 
will more or less iafluenee the direction and grades of the 
streets to be opened. K the town occupies say the summit 
and slopes of elevated ground, tlie problem of drainage is 
presented in its simplest form. The accumulation of sew- 
age from the dweUinga, the surface and the subsoil waters, 
are led, following the line of streets, to theu- natural outfalls 
without the boundaries of the district ; and if the latter be 
in a rahning stream of any volume, or in tide-water, the 
immediate removal of the waters and sewage from the 
licinity is secured. 

If the district to be drained is in general level, but inter- 
sected by vaUeya of depression merely, with accompanying 
elevations, but witliout any decided valleys of drainage, 
and the springs which crop out are fed from a distant 
source from beyond the boundaries of the district, the diffi- 
culties and expense of drainage and sewerage are much 
increased. If in the vicinity of running streams or tide- 
water, which will be at a lower level, the direction of the 
main trunk of discharge must be selected with a view to 
their construction to the lowest point of outfall, independ- 
ently of the grade of the streets ; and either by tunnels or 
deep excavations, artificial drainage outfalls must be estab- 
lished to which all lines of drainage are tributary. 

If the site to be drained is depressed below the general 
level of the country, or but slightly above the level of the 
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water-courses or tide-water, the difficulties ia the way of 
thorough drainage are still further enhanced, and recourse 
must be had to pumping from reservoirs or tanks, which 
are located at the lowest points so as to form receptacles 
into which the sewage is received. 

It is rarely that the town site to he drained will be 
found to conform entirely to any one of these cases, but 
in many instances will be found to comprise some of the 
peculiarities of each, in which case the plan must be modi- 
lied to suit the circumstance of each sub-district, as they 
may be called, and each will require its special treatment. 

The principle of interception, though applicable in many 
cases where the extent of surface-draining to a single out- 
fell is large, is peculiarly so where the sewage collected in 
a low level requires to be raised by pumping in order to 
secure an outfall. In this case, all the drainage from the 
upper portion of the district may be led away to a natural 
outfall, leaving only the portion below that level to be 
collected in reservoirs to be dealt with by machinery. In 
the late sewer works of London, the principle of intercep- 
tion is weU illustrated, where, instead of hampering the 
sewers of the low districts with all the sewage from the 
higher levels, the latter is drained off directly by its own 
sewers, and the sewage from the low levels alone is lifted 
by pumping machinery into the higher level sewers, thus 
giving it the necessary fall to the outlet. (See Intercepting 
Sewers, London Main Drainage Works, Appendix.) 

The character of the geological formation has a bearing 
chiefly upon the extent to which the subsoil may be drained. 
If the entire district is city area built up and paved, the 
amount of rainfall reaching the subsoil will be compara- 
tively insignificant and need not be regarded ; but if, owing 
to the formation, the subsoil be fed by springs from sub- 
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orban districts, special provision must 'be made for its 
drainage, otherwise the soil will become water-logged in 
the lower districts, and the effect upon the health of the 
inhabitants wUl be very marked. 

The effects of a dry subsoil in its influence on the healtli 
of residents has been frequently noted, and a greater num- 
ber of deaths from phthisical diseases is seen where the 
inhabitants are located upon a retentive geological forma- 
tion than takes place when they are disposed on a pervious 
formation ; and it has been observed that districts having 
a rapidly inclined retentive fonnatiou have a less death- 
rate from phthisical diseases than those in which the same 
formation is comparatively flat. Wherever the tide ebbs 
and flows in the subsoil at a certain distance below the sur- 
face, it does not appear to be injurious to health imless 
some other circumstances tend to complicate its action. 
Nor is a subsoil charged with fresh water injurious to 
health, providing motion be secured in the water by a fall 
to the outlet of the water-bearing strata ; but stagnant 
water is the enemy of life, and must be removed by drains 
or drain-sewers in order to the public healtli. 

Whatever relation the site of a town may have to the 
surrounding country, it is obviously desirable that the drain- 
age from tlieee outlying districts should not be permitted to 
permeate the subsoil of the town itself. If it cannot be led 
directly to a more natural outlet, a system of catch-water 
drains should be established to intercept so much of it 
as would othei-wise find its way into the subsoil of the 
town, and conduct it by suitable channels to the streams or 
drainage valleys, where its appearance would lead to some 
provision being made for its harmless disposal. 

The principle of the water-carriage system, as previously 
remarked, consists in the buUding of impermeable sewers 
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or conduits so arranged as to remove the surface rainfall 
and the water Bupply which ia discharged to waste from the 
dwellings ; and they sliould be bo thoroughly constructed 
that the sewage shall in no case be allowed to leak from the 
sewer to poison the subsoil, but all the liquid being i-etained. 
in the aewer, it is made the instrument in scouring from the 
latter, all solid matters and offensive substances of whatever 
kind which may have gained access to them. 

Although the drainage of the subsoil forms no part of 
the duty of the sewers proper, but is to be provided for by 
sewer drains, it is undeniable that, notwithstanding all 
efforts to the contrary, the so-called impermeable sewers 
do to a certain extent drain the subsoil from subsoil waters. 
In some cases to a large extent, but more or less so in all ; 
bat we cannot believe with a late writer, that this is owing 
largely to the imperfect joints of the pipe-sewers and the 
pervious character of the brick itself, and that sucli sewers 
become in consequence proper subsoil drains. If such 
were the case, their efficiency as such would depend upon 
the head of the subsoil water being always greater than 
that of the sewage ; but this cannot be depended upon by 
any means, and a leak in one direction may be followed 
by a leak in the other, when the consequences would be 
precisely that of the old-fashioned drains, the inefficiency 
of which as sewers, by allowing the liquid to percolate 
through, and retaining the solids, led to the adoption of the 
more perfect impermeable sewers of later days. 

There is no difficulty whatever in rendering a brick or 
pipe sewer water-tight, as it should he, if it be desirable 
to avoid deposit of sewage within it, and the trench will 
still permit a withdrawal of the subsoil water without any 
fui'ther provision for it, providing it be not encountered 
in too great volume. But if springs of water occur in the 
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sewer-trencli, proviaion most be made for their removal, 
which will be noticed under the head of Foundations. 

If Bubterranean reservoirs of water exist by reason of the 
impervious character of the strata, they must be dealt with 
in the same way, the outlying drainage having been inter- 
cepted and led off as previously suggested. The varying 
character of the formation will call for the exercise of the 
judgment of the engineer as to how far he may rely upon 
the sewer-trench alone as a subsoil drain. 

In determining the depths to which the houses are to 
be drained, much diversity of practice obtains in different 
localities. In the city of Brooklyn the depth of the bottom 
of pipe-sewers, or the laterals below the level of the streets, 
is in general twelve feet. The lateral sewers being placed 
at one foot above the bottom of the mains, make the latter 
thirteen feet in general below the street level. This pro- 
vides for a basement below the level of the street of 9^ feet 
in height, or a basement story extending two feet below 
the street level, with a cellar of 7^ feet, as follows : 



Basement or cellar beiow street level. . 
Cellar floor and coreting of drain 



,■£ 



3' for 50 feel 

'' in ic/ for 30 feet. . 



Custom in neighboring localities, or the presumed wants 
of the inhabitants, however, will control these dimensions. 

If property owners see fit to consti'uct a sub-baaement 
still lower, which is not unfrequently done in warehouses, 
its drainage must be obtained by mechanical means and at 
private expense. The public authorities do not undei-take 
to drain, in general, lower than as above indicated, although 
it is true the sewers are at various depths, reaching to forty 
feet below the street. When the fall to the outlet will per- 
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mit the depth of twelve feet it should be had, and if the 
character of the house foundations require especial precau- 
tions of draining, even a greater depth should be given ; 
but this, like many of the requirements of drainage, must 
yield more or less to local circumstances. If the basement 
or cellar floors be below the level of tide- water, they cannot 
be effectively drained, evei; though the foundation walls 
and floor be rendered absolutely water-tight ; no system of 
valves heretofore in use to this end can be depended upon 
aa self-acting. Self-acting valves or flaps both of iron and 
burnt clay have been used, hung with shackels, and to a 
certain extent have proved successful ; but valves of this 
description are liable to obstructions from the presence of 
heavy bodies in the sewage becoming fixed under the flap, 
and cannot be regarded as efficient in all cases. 

AYith reference to the level of the outfall, as bearing 
upon the depths to which the drainage may be carried — 
supposing the rise and fall of tide to be about five feet ; all 
sewers of large dimensions of outfall — that is to say, all over 
four feet in diameter — may be located with their inverts 
one foot above low tide level. The large gewers having 
generally a small fall, the rise of the tide backs up more or 
less, and the large body of water on the ebb tide has a good 
scouring effect on the contents of the sewers. It is desirable, 
however, when the uiain sewer at the outfall is of small 
capacity, that its invert should be at a higher level than is 
required in the case of large sewera, even to placing the 
crowu of the arch at or above higli water, to insure as far 
as possible the sewers of such limited dimensions from 
being tide-locked at every rise of the tide. 

In the event of storms of rain occurring at the time of high 
water, the smaller sewers have not the capacity requisite for 
retaining the surplus storm-waters during the rise of the tide. 
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and tlie consequence is that at such times there is no escape 
for tlie drainage from the houses, and the pipes of the house 
connections are subject to pressure, which tind relief in the 
failure of the joints of the drains and the flooding of the 
premises. 

The residents on a line of sewer Laving paid their tax 
for the improvement, expect to be benefited by it ; and 
that they shall not be disappointed in tliis very natural 
expectation, the outlet of tlieir sewer should not be sealed 
by the tide, unless the sewer above tlie outlet be of large 
capacity and good inclination ; hence the depth of drainage 
near the shore line will be correspondingly diminished, 
dependent upon the range of the tide. Great disappointment 
obtains at times on tlijs account, and complaints arise in 
some instances that cellars are flooded after the construction 
of drainage works which had never prtmously been liable 
to such accident. From a mistaken view of the purpose to 
be secured by a proper system of drainage, the tendency 
appears to be constantly towards placing the outlets of 
sewers at too low a level, and the only defect in the system 
of sewerage in the city of Brooklyn grows out of the mis- 
taken effort to drain below the tide-level, and the conse- 
quent sealing of the outlets of some of the sewers by the 
high tides which usually accompany severe storms. 



OF THE RAINFALL AND THE PROPORTION TO 
BE PROVIDED FOR IN THE SEWERS. 

If the rain which falls upon the streets and open areas 
of cities and towns could be e.xcluded from the sewers 
entirely, the self-cleansing process would be much facili- 
tated ; that is to say, the supply of water for domestic pur- 
poses in all cities where the water supply is provided by 
the authorities, or furnished by large companies (in this 
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county ranging from fifty to one hundred gallons daDy per 
capita) ia sufficient (a proper regard being had to size, shape 
and iuclination of the channels of discliarge) to carry off all 
refuse from the dweUinga, and render the sewers them- 
selves entii-ely self-cleansing, save in localities but little 
built upon and unpaved, and near the summits of verj' flat 
gradients, where the volume of waste water has necessarily 
slight scouring power. 

The expense of a double system of pipes has tended to 
throw upon the sewers the double duty of sewers and 
drains for surface water, and this latter service is still fur- 
ther complicated, by the necessity which it involves of being 
the vehicle for removing much of the street refuse, sand, 
gravel, lime, building materials, and whatever incumbrances 
the streets of a city under a lax system of street cleaning 
accumulate ; for with all care possible, these substances, so 
far from being deposited by the rain-water, as theory indi- 
cates it should be, in the street basins built for that pur- 
pose at the comers of tlie streets, they are in truth swept 
into the sewers, and in such quantities as to prove a fruitful 
source of expense in preserving them free from obstructions 
to their flow, and this under the penalty of a complete stop- 
page and consequent hazard to the public health. 

The increased dimensions of the sewera rendered neces- 
sary to meet this additional demand upon their carrying 
power, is itself an element in diminishing the valne of the 
sewers as a self-cleansing channel of discharge for sewage 
under the ordinary conditions of its flow. An efficient sys- 
tem of street cleaning in paved cities could be devised 
whereby the evils attendant upon the present practice might 
be essentially mitigated, and it would be found but little 
more expensive to keep improper substances out of the 
sewers than to clean the sewers, outfalls and street-basins 
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"by tand. The custom being pretty well establislied, how- 
ever, of paaeing the etorm-waters which fall upon the dis- 
trict into the sewers (or rather bo much of it as can he made 
to enter them through the street-baains at the comers of thcf 
streets) charged with the street refuse, the consideration of 
the maximum rainfall becomes important in determining 
their dimensions, and, as will be shown, if the dimensions 
of the sewers meet this latter requirement of the storm- 
waters, nothing further need be sought in this direction. 

Except under the tropics, the average amount of exces- 
sive rains which fall in a unit of time, is not subject to so. 
great variation in different localities as is the total yearly 
fall. Localities with annual rainfalls varying from twenty- 
four to one hundred inches, yet present but little difference 
in the maximum amoiint which falls in a given time, say a 
quarter of an hour, or possibly longer ; hence, for the pur- 
pose of providing for removing this storm-water, we have 
less to do with the yearly rains than with the maximum 
rainfall in short intervals of time ; and a more impoi'tant 
element still is the duration of these excessive rains. A 
rainfall at the rate of two inches in the hour continuing for 
half an hour, which ia almost unprecedented in this lati- 
tude, would not prove nearly so difficult to deal with as 
would a storm yielding less rain, but extended over a 
greater interval, and this arises from the manner in which. 
the mains are fed ; those laterals which empty into the 
mains near the outlet, discharging all their water before the 
arrival of that from the upper levels of the district. 

In 1856, when the author was projecting the sewer sys- 
tem of the city of Brooklyn, the yearly observation of the 
rain-gauge had been recorded in that vicinity for thirty years 
previously in a public institution, but the records of the 
amount or duration of special storms were very meagre ; in 
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fact, the only accessible continuous record of any value was 
that of Dr. Minor of Brooklyn, extending from the year 1849, 
or but seven entire years. The yearly average for the entire 
series of thirty years was 42.68 inches ; the maxiiutim fall 
in any one year (1830) having been 53.47 ; and tlie minimum 
(1845) having been 32,14 ; while for the eight years fi-om 
and including 1849 to 1856, it had averaged 44,25 inches, or 
nearly two inches in excess of the general average for the 
longer terra, whUe the individual storms were as follows: 
Of the rain storms, or rather rainy days, there were but 
nineteen in which the rainfall in four liours was an inch or 
over, and but fifteen days in which the rainfall for the entire 
twenty-four hours was as much as two inches, and the 
heaviest storms recorded are two of 2^ inches of rain in 
fouT hours ; and notwithstanding the fact tliat the average 
yearly rains for the time under observation had exceeded 
by a very striking difference the yearly average for thii-ty 
years past, yet no such a recorded occurrence had taken 
place as a rainfall of one inch within an hour. 

And hence we concluded, that if provision were made to 
carry off one inch of rain falling in an hour, it would suffice ; 
for although greater storms than this might be anticipat-ed, 
yet their occurrence would be at such long intervals that 
the damage done would be comparatively insignificant.* 

Since that day, and in other localities, records of storms 
have appeared, and more attention is now paid to this 

♦ " No ByBtem of sewage yet propoHed in any city contemplateB the removal 
of «j:eegmM Httrnnwatera by means of the aewere alone — sQcli ewraiB, for 
iostsnce, as discliarge for ehort intervala two nr tlirce iuclica of rain in tLe hour. 
TlieBe occur at long intorvala, and are of sliart duration, and tlie damage is 
asually conGned to limited arcaa ; wbilet Ibe conatruction of Bewere to meet the 
contingency wouid bo attended with an enormona espenae over tlie whole city, 
I both in construction and repair, and prove of doubtful efficiency when suddenly 
I called npon, and estremeiy objectionable as conduits for the ordinary flow o( 
sewnge."— flir^urf of the Engineer to Conimiamntrs of Drainage, Brovklj/ii, 
18511. 
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branch of meteorology and to the puhlication of the records. 
In Mr. J. H. Shedd's interestiiig report on the sewers of 
Providence, 1874, wiU be found some valuable statistics 
of rainfall in that locality, from which it appears that of 
185 storms recorded for the twenty-six years previous to 
1860, the rate of fall per hour is as follows : 

131 stonna rainfall at the rate of 0.25 inch per hour or le 



I 



But as illustrating the importance of more extended 
o'bservations in a branch of science of which we as yet 
possess too little material with which to found any reliable 
theory for practical application, we quote from the same 
report in continuation as follows : 

In fourteen years to the Ist of January, 1876, the time 
■ of rainfall is recorded in 139 storms as follows : 



In gS storms at the rate of < 



,25 inch per hour or less. 
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Making nine atorma in fourteen years against two in the 
previous twenty-sis years. The amount of these excessive 
rains will vary in different localities. 

And the proportion of the rainfall which we may esti- 
mate as reaching the outlet of the sewers in a given time 
and which will control their dimensions, as might be ex- 
pected will also vary very materially under the different 
circumstances of the case. The character of the snr&ce, 
whether paved or otherwise — the proportion of the surface 
whicli is built upon or covered — ^the relative compactness 
of the dwellings and the extent of yards and gardens — ^the 
inclination or grade of the streets, as also of the sewers — 
the evaporation from covered surfaces, and the absoi-ption 
of the soil and the geological formation upon which it rests, 
— all these will influence more or less the quantity of water 
which a given rainfall in the district may be expected to 
discharge at the outlet. 

The ganging of sewers during and after heavy rains 
necessary to the determination of this question have never 
been undertaken, so far as we are aware, in this country, 
save on a limited scale.* The amount of water wliich finally 
reaches the sewers from a given rainfall has, it is true, been 
frequently observed, and is fouud to vary materially in the 
same district ; but to determine tlie proper capacity of the 
sewers, the ratio of the time occupied in the discharge of 
the storm-waters, to the duration of the storm itself, is more 
important to be determined than is the percentage of the 
rainfall which finally reaches the sewers. But a limited 
number of these observations have been recorded save as 



* The onlf Btorm-gaaglDgs of any extent nhich are reliaHe, and we ore not 
ftwnje that llieae liave ever ftppeared in pcinl, were conducted in London by 
Mr. Wm. Haywood, Engineer to the Commissionere of Sewers, when liie main 

drainage works of London were la contemplation, the plane for which on the 

north side were prepared by him and Mr. Frank Foster. 
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below noted, and none of them indicate so short a time for 
the discharge as twice the duration of the etorra, but, on 
the contiury, always exceed it eren three, four and live 
times, and frequeutly still more. In the case of a storm 
of rain contmuing for several days, tliis could not happen ; 
but if the intervals of time were closely observed wherein 
the rain falls at a less rate than one inch to the hour, the 
aggregate of these inteiTals would much exceed that of the 
times wherein the rain was in excess of that rate. 

The circumstances whicli control the amount of rainfall 
which would reach a sewer outlet during the continuance 
of a rain-storm, must be dependent on many local consider- 
ations, which it would seem woidd entirely preclude the 
idea of estimating its amount in one locality by the expe- 
rience acquired in anotlier, yet the necessity for determiniiig 
tills amount before the construction of the sewers of a city 
is so Important, that we were led to take the results of 
the gaugings made during a series of years by Mr. Wm. 
Hayward, Engineer to the Metropolitan Board of Woiks, 
London, as in aU probability applicable to the drainage of 
city areas in general, uiJess the features of the locality, or 
the duration of individual storms, differed very widely from 
what had been observed by him. 

The conclusion to which we then arrived was, that no 
rains of sufficient magnitude to swell the discharges of the 
sewers to any extent, ever occupied one-half the time in 
falling which they did in discharging at the outlet ; and 
hence, that to construct the sewers of dimensions calculated 
for a greater discharge than one-half the rainfall in the 
time occupied by its fall was a needless expenditure. And 
notliing observed since has tended to weaken that opinion. 

Of course, open fields and unbuilt districts would tend 
to retard the delivery of the rainfall into the sewers, and 
3 
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thus render a smaller capacity permissible ; yet it would 
be erring on the safe side to accept the results obtained of 
tlie discharge on city areas to govern in the dimensions of 
sewera in suburban districts. 

With reference to greater rainfalls, such as at the rate 
of two inches and over to the hour, we have noticed that 
snch a rate of fall, is for very limited lengths of time, and 
very rarely (and within our own observation never) con- 
tinued for a full hour. 

Mr. Shedd's Table (Report of 1874) gives a rain in Sep- 
tember, 1862, of two inches for an entire hour ; and again 
in June, 1870, of 3.15 inches in an hour ; and again in June, 
1873, of 2J inches in an hour. Tbe area covered by such 
storms we cannot but think must have been very limited, 
more like water-spouts indeed, and possibly of but few 
acres in extent ; but, however this may be, the infrequency 
of such storms of rain (but thrice in forty -one yeare) renders 
any provision for carrying them off by subten-anean con- 
duits wholly uncalled for, and, indeed, if such were not tlie 
case, it would be out of the question to attempt it, owing to 
the gi-eat expense of maintenance as well as construction 
of such works. 

The comparative frequency of an inch rain in an hour — 
that is to say, its frequency when compared with such fciUs 
as two and three inches in the same time — renders its con- 
sideration a more practical question, and the possibility of 
this rate of fall occurring for shorter intervals of time is so 
apparent from past observations on the sea-board, and in 
fact in the interior of the country, that we may regard it 
as a very proper maximum to be considered in designing 
sewers for city drainage. It lias been adopted in England 
as such, and, so far as we can learn, also in tliis country, 
L It is desirable to keep the cross dimension of sewers as . 
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small as posaible, and this not in view merely of diminished 
expense of constrnction, bat for their increased efficiency 
wlien the flow tlirough them is reduced to the dry weather 
dischai^e or the water-supply merely ; but the suflFering and 
ill-health consequent on inundated cellars among the poorer 
classes in our cities, owing to deficient drainage facilities 
growing out of restricted dimensions of sewers, should pre- 
sent an argument in favor of providing for a liberal esti- 
mate in the capacity of sewers. 

WATER-SUPPLY. 
Whatever water is supplied to a dwelling leaves it as 
sewage. And whenever the term sewage is used it is to be 
so understood ; although tlie actual amount of sewage 
proper, or animal excreta, forms but a small part of its 
bulk. It is of interest to know the relative amounts of 
human excreta furnished by the population, but its chemical 
constitnents is of less moment in this connection, and may 
be left for other hands to elucidate. Tlie proportions and 
ingredients must vary somewhat, but it has been shown* 
that the excrement from individuals varies in its amount 
according to the sex and ages of the individual, and that in 
a city of 100,000 inhabitants, there may be estimated 37,610 
men, 34,630 women, 14,060 boys, and 13,700 girls, and the 
yearly weight of their excreta, liquid and solid, may be 
represented aa follows in pounds avoirdupois : 
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It appears from the preceding, that the house-sewage 
may lae averaged as over lOOO pounds yearly per inhabitant, 
and iu bulk about 130 gallons, or 16 cubic feet yearly, or 
.044 of a cubic foot daily, while the house consumjition of 
water for all purposes may be stated at an avemge of about 
20 gallons per head, or 2.66 cubic feet, or 60 times the bulk 
of the buman sewage ; together 3.7 cubic feet. But tliia 
does not represent the city sewage which is passed off 
by the sewers. The refuse from manniactories, markets, 
slaughter-houses, stables, laundries, baths, and animal 
refuse of all kinds, is estimated in cities as in the aggregate 
differing but little in bulk from the human sewage. 

In the water supply of a city, the consumption is, for 
convenience, estimated per capita of the entii'e population ; 
and when thus estimated as sixty gallons, about two-thirds 
of this amount may be taken to represent the sewage from 
the houses and out-buildings, the remaining one-third of 
the water-supply to the city being absorbed in the extin- 
guishment of fires, street and garden washere, fountains, 
flushing of hydi-ants water-pipes and sewers, street-sprink- 
ling and building purposes, leakage of water-pipes, and in 
some localities shipping uses — all, with the exception of 
the last two items, reaching the sewers directly through the 
street openings ; and notwithstanding it would seem that 
the sewage proper is so diluted by from sixty to one hun- 
dred volumes or even more of water, and so less virulent as 
a poison, yet analysis shows to the contrary, and even 
with the further addition of storm-waters, the discharge at 
the outlet is still sewage. The rain acts as a means of puri- 
fying the air, cleansing the roof and streets, and a great 
amount of gaseous and other impurities is thus gathered 
up and enriches the contents of the sewers, which would 
otherwise remain to the discomfort of the inhabitants. 
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The bulk of sewage thus generated in the twenty-four 1 
hours, experience has shown is not delivered from the I 
sewers with any regularity, but about one-half of it is dis- j 
charged in froiu six to eight hours of the tweuty-four, the ' 
variations depending upon the character and habits of the 
population, a marked peculiarity in this respect charac- 
terizing the discharge from the different districts of a city. 
If we estimate one-half of the bulk of sewage flowing in 
twenty-four hours aa discharged in eight hours, it wiU be 
a safe estimate in our cities ; so that, with a water-supply 
of sixty gallons per head, if one-half of this or four cubic 
feet is discharged in eight hours, it will give one-half a 
cubic foot per hour as the maximum dischai-ge of sewage 
from all sources per head of the population. A modern 
block of sixteen houses occupies with the street about one 
and a quai-ter acres, and with say ten residents in a house, 
would give eighty cubic feet of sewage-discharge per hour 
per acre ; but, aa will be seen subsequently, the sewers 
should be designed to carry off a rainfall of one-half inch 
in depth over the same area in the same time, or 1815 
cubic feet per hour per acre. We thus see, that if the 
sewers are designed in view of the requirements of this pro- 
portion of the storm-waters, no further regard need be had 
to the bulk of the sewage or water-supply. It must be 
remembered, however, that whUe the sewers are designed 
to carry off the rainfall without running full bore, and with 
capacity for the maximum sewage-discharge at the same 
time, they are, by fulfilling these requirements, rendered 
of such dimensions as to materially affect theu' fitness as 
channels of discharge for house-sewage alone; and this con- 
stitutes the greatest difficulty in sewering cities, the recon- 
ciliation of these conflicting necessities to snch an extent as 
shall not jeopardize the successful operation of either alone. 
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|the final disposal of the sewage. 
This subject has been a fruitful source of embarrass-" 



raent in all localities not situated directly upon the 
more particularly of inland manufacturing towns, where, 
the pollution of the waters by sewage and refuse has 
tafled disease, or threatened it, in localities where the wa1 
supply has been derived from a lower level on these con- 
taminated streams. 

In England, where the spread of manufactures and the 
natural growth of the population in limited areas has 
pressed the subject upon the attention of the people, the 
authorities have instituted most exhaustive investigationB 
into the principles which underlie the whole subject, anfitJ 
much conflicting testimony has been elicited, and protet 
sional men of the first eminence, whose opinions it woi 
be presumed would be taken without a question on mal 
ters appertaining to their profeeeion, have been found in 
direct opposition to each other on the apparently simple 
question— whether sewage could by any treatment short of 
its destruction prove other than sewage i 

The necessity for utilizing city sewage for agricul! 
purposes does not at present exist, nor will it probably for" 
8ome time to come, in this countiy of wide areas and cheap 
farming lands. The consideration of the disposal of it with- 
out injury to the rights of others has begun, however, to 
regarded as a necessity in some localities ; but the impi 
tance of the subject, and the experience of other count 
in exhibiting the dangers of delay in properly treating it/ 
has not impressed itself upon the public mind to the dej 
which we must expect before our national and state govei 
ments shall establish bureaus for the systematic collectioai 
and dissemination of sanitary statistics. Massachusetts hi 
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well led the way, however, and the annual reports of the 
board of health of that State, extending from the year 1871, 
are most valuable additions to our stock of Itnowledge on 
aaoitaxy matters in general. With the exception of several 
of our State govemmeuta, where nominal boards of health 
exist by act of legislature, private associations and local 
or municipal boards of health ai-e the only organizations at 
present interested in this subject, and botli the pecuniary 
means for extended observation and investigation, as well 
as a proper combination of effort, have hitherto been want- 
ing, which has very much tended to circumscribe the field i 
of research and limit the dissemination of the knowledge I 
acquu-ed. While we are writing, the proceedings in Con- 
gress indicate some movement in this direction, by the 
formation of a National Board of Health, and if its per- 
sonnel can be separated from political interference, it will 
be a great step taken in the right direction. 

The British government have for many years past had 
commissions composed of her most eminent scientists en- 
gaged on this subject — such as the Sewage Commission 
appointed in 1865 — "to incLuire into the best mode of dis- 
tributing the sewage of towns, and applying it to beneficial 
and profitable use." The Rivera Pollution Commission 
appointed in 1867 to inquire "how far the present use of 
rivers for carrying off the sewage of towns and populous 
places, etc., can be prevented without risk to public health, 
and how far such sewage can be utilized." And the Royal 
Sanitary Commission appointed in 1868 "to inquire into 
and report on the operation of the sanitary laws of towns, 
villages and rural distiicts in Great Britain and Ireland, so 
far as tliese laws apply to sewage, drainage, water-supply, 
removal of refuse, etc., and other conditions conducive to 
public health." The health of towns commissions, and 
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various other connnissions, all reporting to Parliament, and 
either they or their succeBsors are still actively engaged in 
this work, and issuing reports which are of great value to us 
—indeed, most of our information on the subject of utiliza- 
tion of city sewage will be found in these publications. 

The field is a wide one, and, as may be supposed, the 
prospect of pecuniary gain has brought many schemes 
before the public, which a short experience has shown to 
be without substantial merit. On a small scale and under 
favorable circumstances, some have given the promise of 
success, which a more extended trial has shown to be falla- 
cious. It would appear, however, that these efforts have 
been kept alive by the recognition of the well-known fact, 
based uiKin chemical laws, that the wastes of animal life 
form the sustenance of vegetable life, which in its turn 
remolds the elements into new shapes for animal uses, and 
as an aid to nature in carrying out her economical trans- 
formations ; any other view of the treatment of sewage has 
been regarded as unscientific and wasteful. 

The principle would appear to be sound, but in crowded 
areas like great cities may it not be, that the scale upon 
which operations must of necessity be conducted in order 
to the rapid relief called for by sanitary needs, involve bo 
great expenditures, and under any circumstance is attended 
with the liability of developing so much that is offensive to 
the senses, if not detrimental to health, that it becomes 
questionable whether in such localities the preparation of 
the sewage in order to fit it for agricultural uses, should he 
regarded as of the first importance ; whether, in a word, we 
had not better waste it as we best may, and consider its 
value as so much expended towards insuring the public 
health ? regarding anything expended in promoting an im- 
provement in the condition of life and health as infinitely 
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more than an equivalent for its money value ? And, indeed, 
it is evident, that while we may assign a money value to the 
ingredients of city sewage, the circumstances under which 
that sewage, in view of tlie promotion of the public health, 
is necessarily delivered for manipulation, are such as to 
render the expense of arriving at its fertilizing ingredients 
in a form iitted for anything but a limited local use, beyond 
their value to the agriculturist. 

In this view of the case, our only care should be to 
provide the means for the most immediate and thorough 
removal from the sites of human dwellings of all refuse 
matter liable to affect the health of the inhabitants. But 
there is one point which deserves consideration in this dis- 
posal of the sewage, if in sufficient volume to pollute the 
streams in its neighborhood to such a degree as to render 
them unfit for domestic use — that is, some method of ren- 
dering it innocuous, and thus not to throw upon others 
what the first consideration of health demands that we 
should rid ourselves. 

Some of the methods proposed for the purification of 
sewage might prove advantageous, providing, however, that 
instead of aiming to utilize it so far as to render the pro- 
duct commercially valuable to the agriculturist, and so 
render the undertaking a paying one on the investment, 
the eflEbrt be confined to the purification of the streams, 
even at a pecuniary loss to the town or v illa ge undertaking 
the work, 

Tliere is no doubt whatever, tliat a proper chemical 
treatment of sewage will clarify and purify it to a certain 
extent. But here the question of cost comes in, and it 
wUl appear that no known method of treatment exists by 
which we can manufacture manure from the material dis- 
chai^ed at the outlets of city sewers at a profit to the city, 
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but must pay for getting rid of our refuse, just as for any 
other necessary of life. 

If this is the result reached in the older and more 
densely populated countries, where the value of land for 
tillage is so much greater than in this country, we can 
scarcely anticipate that the scheme for utilizing sewage will 
be likely to prove successful here. An examination, liow- 
ever briefly, of the merits of the various processes wliich 
have been proposed, having in view the utilization of the 
sewage of cities, would swell this volume needlessly, and it 
will suffice to name some of the more prominent methods 
of procedure. 

The several methods divide themselves under two heads 
— the natural and the artificial. The first embraces the 
methods of filtration and inigation. By filtration is meant 
the appropriation of a given area of ground, over which the 
sewage, in the condition in which it leaves the sewers, is 
poured from pipes, either by means of pumps or otherwise 
as the locality may render necessary, and allowed to per- 
colate through a certain distance or depth, dependent upon 
the nature of the soil ; the solids, which may remain on the 
surface, being removed for agricultural uses, and the liquids 
canied off" by artificially arranged underground drains, 
and discharged into the water-courses. When the power 
of filtration ceases by reason of the soil becoming clogged, 
another piece of ground is appropriated in the same way, 
and the first allowed to recover its original condition by the 
action of the elements, as it best may. 

By the method of irrigation, the sewage is led to the 
farm by pipes and distributed over the land to be fertilized, 
upon which crops have been planted. 

The artificial methods are either mechanical, or of a 
more complex chemical nature, or a combination of both. 
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The mechanical embraces the method of separating the 
solids and fluids by means of screens and filters, variously 
arranged, or by patented expedients called "extractors." 
The chemical or precipitation processes are very numerous. 

There is, first, The lime process ; That by means of tanl^s 
and the use of a preparation of alum ; The lime and chloride 
of iron process ; Scott's process by the use of lime and clay ; 
The crude sulphate of alumina, or Bird's process ; And the 
phospho-alnmina process of Forbes and Price. Holden's 
process, or sulphate of iron, lime, and coal-dust ; The 
Blythe or superphosphate of magnesia process ; Slathert's 
process, or the use of sulphate of alumina, sulphate of zinc, 
and fine charcoal ; The A. B. C. process, so called from the 
initials of the ingredients used, viz., alum, blood, and char- 
coal ; The peat and filtration process ; The dry earth system ; 
The midden-plan filtration tlirougli cliarcoal and cinders, 
known as Weaver's process ; and many others of less note, 
not to mention the cesspools, "fosse mobiles," paila, boxes, 
tubs, etc., all largely used in Europe. 

As before remarked, the consideration in this place of 
the arguments for or against any of these plans, with the 
conflicting evidence of their trials and experiments, would 
be a waste of space. The curious in such matters are 
referred to the Second Parliamentary Report of the Sewage 
Commission, London, 1861, and to the Seventh Annual Re- 
port of the State Board of Health of Massachusetts for 1876, 
and to the digest referred to in a foot-note on page 12. 
None of the patented processes need occupy our attention 
any further. Their true bearing upon the subject-matter 
in hand having been succinctly stated in the extract quoted 
on page 12 of the Introduction ; and as illustrative of the 
method of irrigation therein recommended as the only 
known qjode whereby city sewage could be efficiently 
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utilized, and the complications attending its use under even 
favorable circumstances, we quote briefly h-om a Report by 
the late J. P. Kirk wood, which will be found at length in the 
Massachusetts Board of Health Report referred to above. 

There are two kinds of irrigation : — The irrigation which, 
whether using water or sewage, applies it to the crops only 
as required, and in quantities calculated to produce the best 
results. This kind of irrigation may be said to be always 
profitable ; but in this case, wliat is not wanted for the 
crops is not purified, and the surplus of that which has 
been used is not purified, although it has been somewhat 
deprived of its noxious qualities. 

The other kind of irrigation is that wliich has in view 
not merely the utilization, but also the absolute purification 
of sewage water. In this case there will be, first, such a 
liberal extent of land provided aa will admit of the sewage 
during the growing season, at least, being entirely used by 
the different crops arranged to that end. The process of 
irrigation to produce the best results being always inter- 
mittent, the grounds are broken up into many divisions or 
plots (the circumstances prescribing their size and number). 
80 that the sewage fluids can be transferred at will from one 
plot to another, or from one kind of crop to another ; and 
there would want to be some idle plots, so to say, upon 
which the sewage could be thrown at seasons when it was 
in excess of what the growing or maturing crops required. 
The reader will understand that in the process of irriga- 
tion a certain portion of the fluid will settle into the ground ; 
and it is desirable that the ground should be of such a tree 
and open character as to admit of this and to encourage it ; 
for it is this earthy filtration supplementing the action of 
roots of the growing crops which deprives the sewage of its 
noxious qualities, and renders what is left of it fit to escape 
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into the neighboring brook or stream. If this character of 
ground is not present, if the irrigation field lias a heavy or 
clayey soil, deep drainage wiD enable it to produce the 
same cleansing effects ; but the ground must be high enough 
to admit of this drainage -water, thns purified, escaping 
freely into some neighboring stream. 

To this, the most favorable view of irrigation as a means 
of entire purification, there are two exceptions, and under a 
negligent manipulation of the process there would be more ; 
these are, first, the storm-waters, which at certain times will 
make the delivery through the sewers so large as to render 
any reasonable extent of irrigation-fields incompetent for 
the time being to meet the excess, which cannot be allowed 
to flood the field, but must be otherwise taken care of; the 
second exception is tbe winter, when for some months, it 
may be, the uTigation-fields will become useless as such. 
It will be thought by some that in the winter the sewer- 
fluids might be passed into the stream without rendering its 
waters so objectionable as in summer ; but the reverse is 
said to be the case : the gases which escape from the sewer- 
deposits in summer from over the entire surfexse of the 
stream are sealed up in winter, so that by breaking a hole 
in the ice the bad odor is made perceptible by this kind of 
concentration in winter, when in summer the sense of smell 
does not reach it under ordinary circumstances. The winter- 
water is therefore more dangerous than the summer-water, 
except that, there being generally more water flowing in the 
river then, the poisonous fluids entering it will be more 
diluted. 

It is probably true that no process or combination of 
processes for the sufiicient purification of sewage- waters has 
ever produced results which collectively made it remunera- 
tive ; the precipitate collected by most of the patent pro- 
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cesses will always sell for something for farming purposes, 
and where irrigation is used hesides, crops will be large and 
have commanded good prices, but the adjjincts (whether of 
land for filtration or otherwise) necessary to destroy the 
whole of the filth, more than eat up the profits. It is a great 
advantage and encouragement to be able to reduce the cost 
of this kind of purification ; but to attain the desired result 
.without any outlay, far less to make it a means of profit, is 
not, in the present state of our knowledge, to be expected. 
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THE area to be drained will of course be mapped to 
scale, Blowing the etreeta, avenues, and artificial 
features of the district, with the levels above some standard 
base, marked at the intersections of eU-eets and goveniijig 
points, noting all water-courses and springs, and the levels 
of their varying flow of dry weathei" and storm-waters, aud 
all gas or water pipes and substructures of all kinds. If 
on the banks of a river, or tide-water, the levels of higli and 
low water, of ordinary and spring tides with the direction 
and velocity of the currents and prevailing winds, and if 
areas not included in the scheme of the works, are yet 
naturally drained through the district under consideration, 
their position and character wiU be embraced in the plan. 
Contour-liues will be dmwn through the points of equal 
elevation throughout the plan, thus representing the fea- 
tures of the surface by a system of horizontal curves. From 
a consideration of these, having in view the direction and 
relative importance of the streets and avenues, the natural 
outlets for drainage and the general direction of the mains, 
will be apparent at a glance. Local circumstances, such as 
existing or projected improvements, or the location of deep 
re-enterings in the shore-line, or shallow bays, may forbid 
the adaption of the natui'al outfall to some portion of the 
district, when the circumstances attending the change of 
such outfall to a more desirable locality will be duly con- 
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sidered, and the selection of the proper outfall be made. 
Recollecting that no sewage, or discharge into the sewer, is 
to be allowed to stagnate, but such inclination and directioii 
is to be given to the main as will remove the sewage by the 
force of the waste-water supply from the immediate vicinity 
of the dwellings, and to this end, in some cases, snch as 
on the banks of a rapid stream, or near tide-water, it may 
be advisable, instead of leading the sewage by long lines 
to a single outfall, to divide the drainage into sub-districts 
of a more limited area and quicker discharge. 

In localities on tide- water, or wlien the flood tide may 
be expected to bring back the sewage discharged at other 
states of the tide, it may become expedient to concentrate 
the flow to a single outfaU, removed beyood the influence 
of the flood tide, which could not be efiected possibly by 
dividing the discharge into several outfalls. 

In any event, and however limited the area which it is 
proposed to drain in the first instance, the general plan of 
the whole district which admits of drainage by the same 
outfalls, should be carefully made and filed for future 
reference, and, if possible, be made a legal instrument, that 
should control future local improvements, and not permit 
so important a matter as the public health to be made 
secondary to any other interests. 

Having the general plan of the district to be drained, 
the next stsp will be to divide this area into 8ub-district& 
which contribute their quota of discharge to the main out- 
fall, or to independent outfalls, as the requirements of the 
case may call for, and the areas discharging into these 
several sewers determined on and recorded on the general 
plan, when the inclination, dimensions and characteristics 
in detail of the several works will come up for consideta- 
tion ; and the first is the capacity of the mains. 
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The prmciplea involved in tliis, embrace a few of the 
simplest elementary laws of hydraulicB ; and to meet con- 
tingencies growing oat of varying circumstances impossible 
otherwise to provide for, sncb a margin must be given to 
the determination of dimensions and capacity of the works, 
as to render unnecessary all investigation into the precise 
value to he assigned to almost infinitesimal factors, appli- 
cable with manifest propriety to the calculations of tlie dis- 
charge of pipes for water-supply imder pressure. No sewers 
should be projected with the design of running them under 
a head. The character of the materials mostly used in their 
construction forbids this, except in extreme cases reqiuring 
special attention, to be noted subsequently. 

Simplicity of design is a first requisite in all the appen- 
dages connected with works of sewerage — largely rendered 
necessary from the imperfect jwlice in our cities, and the 
neglect which follows in the maintenance and operation of 
these works, which, removed mostly from sight, are left very 
much to take care of themselves, except at times when the 
natural result of such neglect makes itself known to other 
senses than that of sight. 

Before submitting a formula for the section of main 
sewers, the fact that the received hydraulic formula for the 
discharge of water in pipes under pi-essure, the result of 
theoretical deduction from experiments, are not strictly 
applicable to the circumstances attending the discharge of 
city sewers, calls for some notice. 

In the disposal of the storm-waters fi'om the roofs and 
gardens of city dwellings, the first increments from the fall 
of rain at or near the head of the system of branch sewers 
which supply the mains, enter these branches in limited 
quantities, but with a high velocity ; if direct trora the roofs 
through the house leaders with a faU of 50 or 60 feet, and 
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if from the yards and streets, with a fall of 10 or 12 feet, 
in a distance of about 20 feet. The velocity (it may be near 
30 feet per second; is diminished by the clianges of direction 
which the water undergoes before reaching the drain or 
sewer, but enters the latter with a decided velocity. The 
'branch-sewers are rarely if ever tilled iji districts near the 
suramite, but as the stream advances it receives new incre- 
ments, moving under the same circumstances of limited 
volume and high velocity, and the aggregation of these 
supplies gives a velocity to the waters in the sewer greater 
than what would be due solely to the slojie or inclination 
of the sewers themselves. 

The retardation due the movement of water in chan- 
nels, in few cases, in branch sewers, equals the velocity 
induced by the above circumstances attending the method 
of supply ; hence, instead of an equilibrium being estab- 
lished between the opposing forces, and a uniform velocity 
obtaining, there exists an acceleration of current, extending 
to the junction of the branch witli the main. These branches 
eaeli bring their contributions, gathered in their respective 
districts, under similar circumstances with the above ; if 
with a greater velocity than that existing in the main, an 
additional force is thereby imparted to the movement in the 
main, and in any event bringing an additional volume of 
water, which, not finding immediate escape, acquires an 
additional head, and an acceleration is the result, which 
does not meet with sufRcient resistance to become a uniform 
cunent until after the large volumes added by these various 
branches cease, or after the junction of the last branch of 
any magnitude. In the above we have h&d regard to the 
action of storm-watera in closely-built districts and properly 
arranged sewers or drains, where the waters are collected, in 
small threads, gradually accnraulating, and the mains ax6 
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increased in capacity until they terminate at tlie outlet with ' 
an increased head. 

In the movement of water from a reservoir, on the eon- 
tz;^ry, or under a constant liead, the circumstances are 
entirely different ; the water commences its movement by 
filling tlie pipe near the head, and thence running under i 
pressure, and the capacity of the mains grows gradually I 
less until they finally ramify into the small service-pipe with 
diminished head. The velocity in the main near the reser- 
voir increasing for a limited distance by the effect of gravity 
or the inclination of the pipe, and subsequently of the slope 
of the surface of the running stream, until the increased 
velocity develops an increased resistance from friction, aud 
an equilibrium becomes established between these opposing 
forces, when the water then assumes a uniform velocity. 

"When this uniform velocity obtains, the pipe is not ■ 
necessarily running with a foil bore, but space exists for 
an additional amount of water, which, if introduced by 
blanch pipes, would give a total of discharge at the outlet 
in excess of what entered' at the head. We thus Bee that 
hydraulic formula, based upon experiments on the motion 
of water in pipes supplied wholly from a single source at 
the head, cannot properly be taken to represent the dis- 
charge of city sewers receiving large increments from various 
sources between the head of the system and the outlet. 

Fig. I. 



To illustrate this, take a reservoir A, Fig. 1. From this 
reservoir let the pipe B lead, discharging the water from A 
at a lower level C, the resistance of entrance into the pipe 
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B being overcome by the bell-mouthed shape of the en- 
trance ; the flow of water from A thus fiUing the pipe B 
at its upper end, tlie level of water in A remaining constant 
and without current. 

These are the conditions under which experiments to 
determine the flow of water in pipes under pressuj^ were 
conducted, and form the basis of all of our hydraulic for- 
mula; and have been repeated from time to time with in- 
creasing care and attention to the varying elements tending 
to produce en-or in the resnlte, until they have reached a 
very high degree of accuracy — leaving little, indeed, to be 
desired in that respect 




Take now the same pipe B, Fig. 9, but instead of feed- 
ing it from a reservoir at A, let the water of the reservoir be 
considerably elevated above the pipe, as at B, the flow into 
the pipe B being fed by means of smaller pipes at frequent 
intervals on the line of its entire length. Will any one main- 
tain tliat the discharge of water in a given time will be the 
same in both cases, or that the same capacity of main pipe 
is required in either case ? In the flrst case, as is well known, 
while tlie same amount of water in a given instant must flow 
out at the outlet O as entered at B, yet the volumes for any 
unit in length of the pipe is diminished as it proceeds, and 
does not fill the bore of the pipe towards the end of a long 
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pipt', and the velocity within the pipe rauat increase in pre- 
cisely the same ratio as the decrease in volume. But in the 
second case, the greater velocity in the branches by reason 
of their gi-eater head and the augmentation of the volume of 
water by the discliarges from these constantly multiplying 
sources, the sectional area of which amounts in the aggregate 
to very many times the entire area of the main pipe, results 
in a greater discharge in a given time from the outlet C than 
if the whole had entered through the head at A. Again — 

If the pipe B G, Fig. 2, represents a long line of sewers 
receiving its supply from innumerable branches from roofs 
and streets, a heavy rainlall may be supposed to deliver 
simultaneously its waters into the sewer for its entire length ; 
of course the water from the lower branches roaches the 
main opposite them as soon as that from the higher branches 
reach the sewer, but if the descent of the main be uniform, 
tlie water from the lower branches will have partially run 
off before that from the upper appears at the same place — 
and yet it has been customary t« estimate the required size 
of the sewers as of such dimensions as would discharge the 
entire rainfall (diminished by evaporation and absorption) 
did it enter at the head alone ! and the characteristics of 
the sewers were determined by reference to tables of veloci- 
ties under given rates of inclination, etc., upon this suppo- 
sition ; whereas the imknown quantity is the size of the 
sewer under known conditions ; and these latter are, the 
distance to the point of discharge (which is fi.\ed), as is also 
the inclination, by means of the grades of the streets occu- 
pied by the sewer, and the quantity of rainfall to be carried 
off in a given time, the velocity, as shown above, not being 
attainable by a consideration of the inclination alone. 

The preparation of a simple formula expressive of the di- 
ameter of a sewer under the given conditions, is all we need 
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for the determination of the dimensioua of sewers for popn- 
loiis distiicta. Coiumencing with the lirst recognized princi- 
ples of liydraulics, we shall briefly exiiibit them in proper 
form, and thence deduce the genei-ally-received formula for 
motion of water in pipes or channels, and from the results of 
experience modifying this to suit the new relations of sewer 
discharge, arrive at a general formula (empirical) which ia 
suited to all conditions of rainfall and discharge of sewers. 
In the movement of water in channels of any kind, the 
threads or lamina of water near the sides or bottom are 
retarded in velocity in proportion to their proximity to the 
latter. The rationale of the process has not been delinitely 
determined, but we find that tlie resistance to motion ia di- 
rectly proportioned to the extent of rubbing surface or the 
wetted perimeter of the channel, and inversely proportioned 
to the area of section having that wet perimeter. Consid- 
ering the sectional area of tlie channel-way as representing 
for a unit of length the volume of water, and calling it k', 
and representing the length of the wet perimeter of this 
section by P, the resistance to motion is found to be pro- 

P 

portional to -„, and also approximately to the square of 

its velocity (the wet perimeter being supposed constant), 

p 
and hence may be represented by ?!^ x ^ into some coeffi- 
cient to be determined ~bj experiment ; calling this co< 
cient c, the expression will be, li^ x -^ x c. 

In the movement of water down any incline, it obeys £ 

same laws under the action of gravity as other bodies, ( 

accelerating force being represented by the sine of 1 

- T ii c iL 1 t'^P height . . , V ! 

inclination of the slope, or iit—t — -pjii- into the measure a 
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the force of giavity,* or y x p-, aud the resistance aa before 

p 
being v* ^ c, these two expressions must be equal in the 

case of a umfoTTii velociti/, or when the retaiiiation and 
acceleration become equal, 



^ 



s 



' s- 



; Ti X B^ = -F-j 



HgS_ 
LeP~ 



■ and 



P 

This is the original formula for velocity of water running 
in channels in feet per second — adopted more than a century 
since. Simple in its deduction from known physical laws, but 
rendered somewhat more complicated by the various values 
assigned to the coefficient c,\ as determined by various ex- 
perimenters, under necessarily different circumstances and 
facilities for accurate observation ; but, on the whole, the 
differences for any practical purposes are but slight. 

H c P 

-i^ = - X 77 X ^^ and puttine (f for the constai 
L g 8 ^ 



I 






S 



1 



-j we have c* = 7 x p x ^, and substituting for e' a y 

.0001 derived from experiments, we have — ^ = 
solving for v, we have 



■"=\/'- 



"x/f^ 



• g, or the force of gravity, may be taken 
from tlie formula g = 33.1095 (1 - .00384 ci 



; 33.11! feet, but more ; 



(Eq,l) 

ttccuratelj 

elevation 

of tlie stations above tide, and S = tlie radioB of tbe earth at tide-level at the 
station, all in feet. — Jiankinf. For Table ilhistrative, see Appendix. 

t Id Downing's Hydraiilica, several experiences are cited coaBroiiDg the 
general value for o, or the coeffideut of friction ao-called. Tlii* value given to 
this coefficient, however, is aa diverse as the eKperimenters who have been 
engaged in it ; and from a nnmber of tliem of equal authority, we select one 
that is EJrapie, admits (if ready application, and an experience of over twenty 
years couliriiiH aa aulficienily rplinblp. 
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p being the sectioDal area of the water divided by the wet 

perimeter, or what is known as the hydraulic mean depth 
{H^) ; the greater it-a value the h?ss the relative resistance of 
the channel-way to the volume of water moving through it. 
In the case of circular pipes running full, D represent- 
ing the diameter of the pipe in feet, 

S_ _ D' X .7854 _ D 
"'■ P^ I) X 3.1416" 4' 
or Hy-= one-fourth the dia-meter of the pipe. 
The formula would then become for pipes flowing fnll, 

velocity t = 100 \J j^ x ^ = 60 \l j^ x D . . (Eq. 2) 

in feet per second. For the discharge Q in cubic feet per 
second, multiply the area of the pipe by the velocity, and 



Q = .7854jy^ X 50 y ^ xD= 39.27 y^ x Sf", 

in cubic feet per second, 

or per minute, Q = 2356 y -^- x i>'. 

This is the formula used by Beardmore in calcnlating his 
hydraulic tables.* Prom Equation (2) all the formula in 
use for pipes under pressure may be derived, varying merely 
the foi-ms of expression and changing the constants to suit 
moie modem experiments. 

The experiments conducted under the auspices of the 
French government by M. Darcy are now, thanks to the 
labors of Mr. Francis of Lowell, accepted in this country as 
the most reliable ; and the formula derived from them for the 
flow of water in pipes, leaves nothing to be desired in point 
of accuracy.t For velocity in feet per second, his formula is 

• These tabUm are much to be recommended for office use in foiillitating 
calcnlaUonH connected with water- works aud water-supply. 

+ On the estenaion of the Glasgow water-works, the engineer funnd the die. 
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^H^ 

.00371(^ + 1)1^ 
all the dimensions being in feet except diameter of pipe d^ 
which is in incliea. The numerical factor in the denomi- 
nator la for new and clean pipe, wldch in the case of pipes j 
much encrusted with tubercles varies as high as .0082. ] 
This formula gives more accurate results than equation (2), 
and is to be recommended for use in computations for pure 
water-discharge ; but minute accuracy is leas important in 
this connection than simplicity of application, especially as , 
with whatever accuracy a formula may represent a water- I 
disciiarge under pressure, it must, as we have seen, be sen- 
sibly modified to suit the purpose of sewage-dischaige 1 
under the circumstances previously exjAaiued. 

To illustrate this, take the equation (2), which repre- 
sents mean and unifonn velocity in feet per second— all | 
measures in feet : i-fj — 

and as the cubic feet discharged per second divided by the J 
area of the pipe will equal the velocity per second, then if j 
Q be taken to represent cubic feet per second, 



I 



1^ = 60 Y^f A Q = 39.27i>^ y'f A 



.7854Z*' 



= V iflioff - = diameter of pipe in feet. . . (3) I 

An inch of rainfall in an hour is 3630 cubic feet per acre, 
and if we estimate one-half of this as mnning off in an hour, 1 

Cbarge of the foui-fett main of cnated. cast-iioD pipe to be in excess of tlie flow a 
originally eatiroated bj Weisbach's formula, but agreed almoat SKactly with the 
result as derived from Darty's formula, confirming the value of the latter lOT 
water-pipes ctf any ciimeiisioii. Sec Appeuilis for TaUcB from Uarcy's (onnuI»<i^ 
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then 1815 cubic feet per hour =.5 cubic feet per second 
per acre ; or one-half the number of acres to be drained 
would represent the cubic feet per second to be discharged. 
Performing the calculation with the rate of inclination of 

5^^, that is, y = 5!^, and we find that D, or the diameter 

of the circular conduit required to cany off this amount 
of water falling on 3000 acres, would be nearly 15 feet 1 

Fleet St. 
l2.3xll.7H feet 




The Fleet Street sewer, London, drained 4400 acres, and 
was at the outlet 12 feet into 18 J feet, and at the boundary 
of the city, 11 J x 12J feet. To give an idea oi what these 
dimensions mean, we append two sections of this sewer 
drawn to scale — Pig. 3 and Pig. 4. We cannot say that 
this sewer was designed on the received hydraulic formula 
for discharge of water from a reservoir, but we believe it to 
have been, and we know that many of the difficulties which 
the early sanitarians had to contend with, grew out of the 
presumed necessity for these enormous dimensions in main 
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sewera. It is clearly seen "by existing sewers draining more 
exiended ai'eas, and at a less inclination, that no such I 
dimensions are necessary. 

The tmth of tlie fundamental equation for the velocity I 




in pipes under pressure, it will be perceived, is based upon 

an equilibrium being established between the accelerating 
force of gravity and the retardation occasioned by the i-e- 
sulting increase of velocity, and only professes to be correct 
after the velocity becomes uniform, which, as we have seen 
in the case of sewers discharging from constantly-increasing 
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sources, with equally liigh heads, can never obtain ; and 
did the storm-waters from tlie upper branches commence 
with a full volume and liead, and continually receiving 
additions in both respects, make a common discharge at 
the outlet, the resulting velocity would in many cases be 
something alarming. But in the case of a sewer draining 
extended built up areas this can never happen. The dis- 
charge from the lower districts, having a shorter distance 
to nm and with au equal head, will discharge a large por- 
tion of its storm-waters in advance of that from above. 

Take a case in actual practice. A sewer drains 869 
acres, 122 of which is rural and without buildings ; the 
remainder is well built up, and some of it densely so. All 
except some 20 or 30 acres is graded and paved. The fall 
of the main at the outlet, and for nearly a mile, is at the 
rate of ^-^. With an inch of rain within the hour by 
Hawksly's formula (p. 61), the dimensions of this 'sewer 
should be equal to that of a circle of six feet diameter, and 
it is so buUt. It lias repeatedly run full, and owing to bad 
curves in the line a mile and a Iialf from the outlet, has 
been gorged to ovei-flowing. The contributions to this sewCT 
extend to the very outlet, where it is densely built up. If 
an inch rain in an hour were calculated over the entire area 
as delivered in two hours, it would give 435 cubic feet per 
second. This divided by the sectional area of the sewer, 
or 28.27 square feet, gives a velocity per second of 15.38 
linear feet, which, according to Du Buat, would suffice to 
move angular rocks ! and yet there is no indication, of any 
such action— in other words, tliere is no such velocity. 

Therefore either one of two things must exist ; either 
the sewers are not called upon to deliver proportionally so 
much of the lainfall in a given time as has been assumed, 
or the discliarge from the lower branches is greatly in ad- 
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vance of that from above — both of which we have reason to j 
believe is the true state of the case. Hence, for the dimen- 
sion of sewers, we cannot assTime a mean velocity for the 
entire length of the sewer,* apriori, based upon the rate 
of fall and diameter, nor upon observations made at the 
outlet. The quantity of water entering at the different 
branches will, from the varying character of the district to 
be drained, be so various in amounts and velocity, that to 
attempt to express these relations in a general equation 
for the entire district, would be subversive of the principle 
of simplicity to which we aim, and prove too complicated 
for any practical purpose. We are debarred, therefore, by 
the above consideration, from attempting to compute the 
sizes of sewers for draining extended areas of stonn-waters, ■ 
by assuming a given uniform velocity of discharge ; and in 
looking for some clue to the proper solution of the question, 
were led to adopt an extremely simple expression, which 
had been extensively used elsewhere with good results. 

In the elaborate report of the late Mr. J, P. Kii'kwood 
on the water-works and sewere of Brooklyn, publislied by 
Van Nostrand in 1867, it is stated that tlie formula used in 
designing the Brooklyn system of sewers was one by Sir 
Joseph Bazelgette, which, arranged logarithmically for use, 
J log. A+N+Q. 



ia as follows : 



10 



'. diameter in inches 



of main, discharging the rain from one inch of rain per hour ; 
A being acres drained, N the length in which the main faUs 
one foot. This formula was used by Sir Joseph Bazelgette 
and Mr. Wra. Haywood in the plans for the intercepting and 
main drainage works of London, but, as we are informed 
by Mr. Haywood, was prepared by Thos. Hawksly, Presi- 

• Wliere thy eKpreaHioii " loogth of the sewer " occurs, it refera, of coaree, 
OYi\y to the lengtli of main which is uniform in section. 
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e Institution of Civil Engineers, an engineer, as 1 
3 it, "of high scientific ability, and, perhaps, prac- 
tically and theoretically, our most eminent hydraulician, 
and one who has had moi-e practice in the construction of 
water-works than any other in our country." 

The formula noticed above is more simple in its use than 
the one which we propose ; but while for the smaller dimen- 
sions of sewers and for limited areas it gives ample capacity, 
it did not prove so satisfactory in the larger ; and, as will 
be seen by the following table, where tlie comparison is 
instituted between it and the formula which we propose, tile 
latter, while giving slightly less results in the smaller area^ 
gives the increased dimensions in the laiger, which expe- 
rience lias pointed out as desirable in this locality. 
Table Showing Comparative Diameters of Circular Sewers im 
W Inches, by Mr. Thos. Hawksly's Formula (p. 6i), and from 
■ Equation {4), to Drain the Rainfall from One Inch of 
Rain in an Hour, on the Undermentioned Areas of Urban 
Territory. 
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Taking the equation (3) the origin of which we have 
pointed out, and changing the exponent flrom 5 to 6, we 

have , 

D = ^ L^^ (4), 

V 1543 // ^ ^' 

an empirical formula by which the dimensions correspond- 
ing to "Proposed," in the above table, an? calcidated, and 
which is the formula we would recommend for use for out- 
falls of sewers, and which will be found, if intelligently 
used, sufficiently accurate for all purposes of aewer dis- 
charges for populous distiicts. 

Previous to illustrating the method of using this formidi 
we would observe, in reference to the extent of areas to be 
drained, that it is not desirable, nor necessary under a 
proper arrangement of outfalls, that a single service* main 
should be called upon to discharge the rainfall from such 
extended city areas as were embraced in the old Fleet Street 
sewer, such for instance as an area of 4400 acres or 7 square 
miles, and the reason for this will be shown in the opera- 
tion of the sewers. On pages 36-7, it will be seen that city 
territory as ordinarily built up and supplied with water at 
the rate of sixty gallons per inhabitant, will yield to the 
sewers about .023 cubic feet per second per acre, during the 
time of maximum flow, but the capacity of the sewers is ' 
designed to cany off .5 cubic feet per second per acre, or 
twenty-three times more than the water-supply, and of the 
bulk of the latter, not more than ^ ia human sewage ; 
hence, in seasons of drought, the proportion of sewage is so 
relatively small compared to the dimensions of the sewer as 
to facilitate the deposition of offensive matter by reason of 
the small scouring power of the current at such seasons ; 



be ^^ 

4 



fifom an intercepting eewer. 



I main receiving hooBO-dniiuage, oa diatinguiBhed 1 
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aud the engineer, by a careful study of the grades, and by 
introducing the principle of interception bo happily illns- 
trated in the new drainage works of London, can usually 
without difficulty so far reatiict the drainage areas as to 
leave not more than 3 square miles, or 3^ at the utmost. 
to he drained by a single main. But in this, aa in many 
other points, the engineer must be governed by the neces- 
sities of the locality under treatment. 

An extended area divides itself into sub-districts, each 
with its main sewer. In determining the areas of these sub- 
districts, regard should be had to the nature of the surface, 
whether likely to be built upon, or to i-emain sub-urban, 
and a corresponding reduction should be made in the latter 
case, of the rainfall likely to reach the sewer within tlie 
prescribed time. But this reduction should be made with 
extreme caution. In this country it is sometimes 80 doubt- 
ful what direction city improvements may take, that sewers 
projected in view of draining city property alone, and pro- 
portioned accordingly, are extended to take in property not 
originally presumed to be buUt upon ; and while it remains 
in such condition, the comparative slowness with which its 
waters i-each the sewers, permits of their efficient drainage 
in storms, notwithstanding tliat such drainage formed no 
part of the original scheme for which the sewer was de- 
signed : but after building and paving this area, the in- 
creased rapidity with which it will discharge its waters 
into the sewers, may residt in gorging them, and possibly 
flooding a portion of the district. 

We will show first the method of application to this for- 
mula of the rains and rates of rainfall. Upon the supposition 
tliat the rainfall of one inch is carried off" in twice the length 
of time of its fall, one-half the number of acres drained 
will represent the quantity (Q) in cubic feet per second, or 
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one-half inch per hour of rain equals .5 of a cubic foot 
per second per acre. For an inch per hour of rain, the ' 
I discharge will be represented in acres by substituting j 

j for Q {in equation 4), g- ; and for two inches of rain per ] 

hour, Q =«-Ho, upon the supposition that for the latter .75 "j 

cubic feet per second per acre must be provided for ; and , 
for intermediate rain&lls, the factor to be substituted would | 

I be proportional, as for 1^ inch rain it would be § = ^t-qs. 

Resuming the consideration of the one inch rain per hour, 
which, as we have shown, we would recommend as meeting I 
all the requii-ements likely to arise in this latitude, we i 
have, by substituting for Q in equation (4) its value in acres, 



or Q = 



then . 



V 6168 B 
length in feet in which the sewer falls one foot, then 



^ = ^; 



6168' 



D representing the diameter of the sewer 

in feet. 

Representing this logarithmieaUy for convenience of cal- 
culation, and we have 

>g.A + loff.N -B.79 



<ff.D = 



■ (5) 



A- = acres to be drained in one hour of one half the 
rain falling in tlie same time, or J inch in depth of rain for 
a rainfall of 1 inch. 

iV = length in feet in which the sewer falls 1 foot 
J) = diameter in feet of the outfall of the sewer. 

Substituting in equation (4) for Q the value ^-o^, or r-^, 

and reducing in the same manner, we will have the equa^- ' 
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tioiis expressive of the diameters to carry off the proper 
proportions of the rainfeU of 1^ inches and of 2 inches 
respectively in an hour. These equations are so far general 
that, having determined the amonnt in cubic feet which it 
is desirable to drain olf per second per acre, they become 
applicable to all areas and rates of inclination for ] 
i-espective rainfalls. 

The .dimensions of the main outfall which receives 1 
drainage of the entire district having been thus determined, 
the dimensions of the first branch-sewer draining a sub- 
district embracing a definite portion of the first is next com- 
puted in tlie same manner, and so on until all the branch 
sewers which make up the discharge of the main, with their 
respective and varying rates of inclination, have had their 
dimensions duly determined. 

The small areas which in each sub-district make up the 
bulk of the drainage, such, for instance, as blocks to the 
extent of one or two acres, which on a computation would 
give a smaller sewer than 12 inches diameter, yet should 
be provided with a 13" pipe, as tlie least size admissible 
for street drainage, but little economy would lesult from 
adopting anything of less dimensions, and the liability to 
obstructions peculiar to such localities is thereby sensibly 
diminished by the use of the larger pipe. 

Except under peculiar circumstances, where tunneling 
becomes necessary, or the line of the sewer, for some proper 
purpose, takes a direction from necessity not in precise 
accord with its natural line of drainage, the grade of the 
sewers will follow in general a line parallel with the street 
grades, or the differences will be slight ; hence, it is not in 
general practicable to fix the fall of the sewers by any pre- 
sumed necessity of rendering them self-cleansing. 

In the matter of self-cleansing sewers, it is not a given 
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fall which will render a sewer self-cleansing, although it is ] 
frequently so assumed, but it ia a certain velocity in the flow ; 
and sewers of diflerent sizes and rates of inclination may 1 
give the same velocity. For example, using the hydraulic [ 
formula of pipes under pressure (Eq. 2), a circular sewer 
of 10 feet diameter, having a fall of 2 feet per mile or ^jf, 
would have a velocity of 3 feet per second. A sewer of 
5 feet diameter with fall of 4' per mile = j^.jij = 3 feet per 
second. A sewer of 2 feet diameter with fall of 10' per mile 
= 5 Jg = 3 feet per second. A sewer of 1 foot diameter with 
faU of 20' per mile = jjj = 3 feet per second. All giving ■ 
the same velocity; but multiplying this velocity by their ] 
respective sections, it will appear that in order to main- 
tain this velocity the 10-foot sewer must discharge 100 I 
times, the 5-foot sewer 25 times, and the 2-foot sewer 4 1 
times the volume of sewage that is required in the 1-foot 



Hence, in ^ving an inclination to sewers with a view 
to rendering them self-cleansing by an increase of velocity, 
regard must he had to the volume of sewage which may 
be calculated upon. In genei-al, the smaller the sewer I 
the higher the velocity should he. A house-drain should 
have not less than 5 feet per second ; pipes from 12 to 24 
inches should have a velocity of at least 3 feet, while 
no sewers should, if possible, have less than 3 feet per 
second. 

If these velocities cannot be had by reason of inadequate j 
fall or volume of sewage, there will be reason to apprehend ' 
that recourse must be had to flushing at times to keep the 
sewer clear of deposit. K attention be paid to restricting 
the dimensions of the sewers to the minimum which the 
locality calls for, and with falls to give that volume the 
requisite velocity, the deposit, under an ordinary water- 
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in ceneral. 



supply such as most of cities furnish, will not, in general, 
accumxilate beyond what the current rainfalls will suiBce 
to sweep off before the capacity of the sewer becomes mate- 
rially diminished ; and in large sewers it should be borne 
in mind that it ia the elope of the water-surface or the 
hydraulic slope, and not the slope of the bottom of the 
sewer, which is efficacious in producing a velocity of dis- 
charge. 

In reference to the velocity of the current in sewers, the 
dimensions of which have been determined by Equation (4), 
we have seen why it cannot be deduced from an estimate 
of the total discharge in the unit of time, divided by the 
sectional area of the sewer; but it is desirable that there 
should be some expression for the velocity with a view to 
the determination of the resistance to be encountered in the 
passage of curves, and to make provision for this additional 
resistance to motion. 

The reduced size of the main sewers as proposed, when 
discharging their maximum (and when, as we have shown, 
it will be difficult to determine tlie velocity of their currents 
a priori) have a velocity so much in excess of their needs 
in respect to preventing the formation of deposits, that the 
diminution of velocity tlirough the intervention of curves on 
the line of main need not be regarded, but our attention is 
called to the circumstances attending the dry summer flow, 
when the volume of water being di8chai;ged has become bo 
reduced as to lessen the current materially, and thus render 
the formation of deposits on the invert of the sewer possible. 
To show how far the reduction of tlie velocity of the current 
in the sewer may favor the promotion of deposits, we ap- 
pend the oft-pnblished statement fi'om Bu Buat, which we 
apprehend should be taken with some allowance — that is 
to say, in the lower velocities. 
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Velocity Necessary to Remove Certain Substances, in Feet ' 
PER Second. 

Rivermad, semi-Suid 0.4 

Clay 0.5 

River sand 1,0 

Fine gravel 1,0 

Shingle, waler-worn pebbles. . ._ 3.0 

Angular sbingle 3.4 

Broken sione 4.0 

And from Robinson on Rivers; 

Coarse sand 0.66 

Fine gravel l .00 

Gravel an inch in diameter. . .' z.oo 

Angular stones of egg size 3,00 

Later experiments have demonstrated that when the ] 
velocity" is as high as 2^ to 3 feet j>er second, no danger need I 
he apprehended of tlie retention in the sewers of any raate-f 
lial likely to reach them. The reduction of velocity in then 
passage of the current around curves in the line of sewers, ' 
should be met by giving an increase in the fall of the invert J 
at such places ; and this, in view of the possibility of a low I 
summer flow at a reduced current, should be introduced \ 
into the grade of all sewers, whatever may be their dimen- 
sions and presumed maximum velocities. 

In our own practice we have made the falls at the curves | 
as great as the circumstances of tlie locality would allow, to J 
the extent of from 3 to 8 inches on a 90 degree curve with I 
a radius of 20 feet, and with good results, and propose a J 
formula which represents this practice as follows : 

It has been shown that the sewage or water-supply does 1 
not occupy more than g^d of the bulk of the storm-waters 
provided for in the capacity of the sewers. If, then, ^th 
of the sectional area of a sewer be estimated as occupied by 
the dry summer flow or sewage discharge, the velocity 
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deduced from this flow on a given inclination, althoiigli not 
strictly accurate, may be safely assumed for all practical 
s the minimum discharge of the sewers. 



In Equation 1 (p. i 



100 



y LP' 



H being the fall on a given line of sewer, 

L the length, and 

S ■— the area of the pipe occupied by the flow, 

P = the length of the wetted perimeter — all dimensions 
in feet. 

If we snbatitute the values in this formula, and for 8 
assume ^th the sectional area of the sewer, and for P the 
wet perimeter for this section, we will have the velocity in 
feet per second of the low summer flow or that of the sewage. 
To obtain the additional head recLnisite for the length of a 
given curve, substitute this value just found for v, in the 
formula 

^=^ w 



wherein h = additional head for the curve, 
Z = length of the cui-ve, 
T = radius of the axis of the curve, 
D = diameter of the circular sewer — all in ft 

Applying this to the example given on page 60 of a 
in practice wliere the sewer is a circle of 6' diameter with a 
faU of Y^s, and which drama 869 acres ; here 



feel^^l 
f a^a^^ 



L ^ 



1 S__ 
1135' P ' 



, and V = 2.26 ft. per second. 



Substituting this value of v in the equation, A = a-fy* 
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wherein 7i = additional fall to be given tlie sewer in the 
length of the curve. 
I = length of the curve = 31, 4. 
T = radius of the axis of the curve = 20, 
_Z> = 6, diameter of the sewer — all in feet. 
h will equal .3 = 3.3 inches. 

This must not be confounded with the head necessary to 
overcome the resistance to friction in the curves of circular 
conduits moning with a full bore, as shown by the various 
writers on hydraulics — Du Buat, Weisbach, Neville, Beard- 
more, Rankin, Navier — all give varying expressions for the 
loss of head on curves in water-pipes ; and Latham, refer- 
ring to Weisbach' s formula from Du Buat, recommends it 
for application to sewers ; but none of these formula would 
give for the above example an additional head of more than 
some fr-acrion of an inch — a quantity totally without value 
for the purpose of sewer discharge. 

The formula (6) which we submit, is entirely empirical, 
and, represents simply our own practice for many years for 
circular sewera of any diameter, and where the radius of 
the curve is 20 feet and upwards, and where the dry sum- 
mer flow can be estimated as less than 2J feet per second. 
"WTien the current of the sewer has at all trni^s a higher 
velocity than this, no special provision is needed to meet 
the retardation oh the curves if the sewer be properly built 
and with sufficient radius, which latter should always be 
as IxLtge as possible, and never less than 20 feet. 

By relocity, mean velocity is to be understood, which, 
according to the writers, is about | of the surface velocity, 
and the bottom velocity is about ^ of the mean. But these 
figures liave but little value when dealing with dischaiges 
through pipes. 

easily carried in the memory, the following will 
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represent about the fe,lls which will preserve circular seweffi 
free from deposit, providing they run half full : 



I 



For 6" diameter a grade of 



48" 



I 



In the junction of branch pipe-sewera a less length 
of radius is attainable, but the junction of aU branches 
should make as small an angle with the main line as the 
nature of the construction will permit. This latter cir- 
cumstance win at times forbid the junction being made 
actually at a tangent, but in sucli cases great care should 
be exercised in the construction. This is illustrated in 
Pigs. 40, 42. In the junctions of brick sewers, the axes 
may always be tangential, but pipe sewer-branchee, unless 
to a short radius, cannot be constructed with a less deflec- 
tion angle at the junction with brick sewers than about 30°. 
See Fig. 37. 

Thus far we have regarded the sewers as circular in 
section, and no practical objection exists to so regarding 
them for the purposes of computation, and, accordingly, 
whatever their shapes or dimensions may be, it is usual 
to classify them by their equivalent areas aa circles ; and 
for sewers carrying at all times a large volume of sewage, 
as in the case of mains for a large drainage district requiring 
say fifteen or twenty square feet of area and upwards, it is 
not necessary ordinarily to adopt the shape of their inverts 
to their small volumes of sewage, although circumstances 
may at times call for it. Tlie advantage of what is ca] 
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the "egg-shaped" aewer in concentrating the smaller vol- 
umes of sewage is shown in Fig. 6, wherein the greater 
depth of channel with the same amonnt of water is shown 
in the two sections. 

For all sizes less than sixty inches in diameter, the egg- 
shaped section with the small end down should be used. . 




For the laiger sizes the section Pig. 7 may be Med. In the 
smaller sizes, including pipe-sewen*, the iwction Fig. 8 i« to 
be preferred, and for the rettaou tttated — ttiat the dry weather 
flow may be so concentrated a« to Imve thf. gniateKt poMifibte 
depth, as Bhown in Fig. 8. In Pig. 7 the area of thl» 
section is to a circular sewer of the ianie diameter as 
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906:786 or 1.37 to 1; tiuoefffle, 
-mhea the areas w eqaal^ the di- 
aiDeters will be nearly as 8 to 9; 
aod tu ap^^T it. find the diam- 
eter of tin; circnlar sewer capable 
of draiidng the district proposed, 
and deduct its ninth part, the re- 
mainder is the horizontal diameter 
of the eqaiyalent ^g-shaped eewer 
of this section ; and add one-eighth 
to the diameter of this section, and 

it win give the ^ameter of the circnlar sewer having the 

fume capacity of discharge.* 

Fig. 8 is the section adapted for pipe-sewers as weH fl 

for the smaller class of brick sewers, having in view i 

Fig, B. 




principles already stated, which should control this e 

In this section, if the diameter of the npper arch be taken 

as nnity, then 



" Mr. Thos. Hawkaley. 



L 
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The diameter of the lower arch will eqnal .6 

The height of the section = 1.6 

The radius of the side arches = 1.5 

If the height of the section be 1, 

The top arch diameter = .66 

The invert arch diameter = .33 

■The side arches radins = 1. 

The following table exhibits the proportions of this & 

tion for various sizes of sewers, and also their several 

capacities in square feet sufficiently accurate for geDeral 

tlBe as sewers : 

Internal Dimensions. 



Hbight in Fhet. 












SouAM Fiaj- 


K..5 


,. 


S 


1.135 


U'-'S 


"•5 


75 


2-531 


H^' 






4-5 


H3.7S 


2-5 • 


2S 


7.031 


^■4-5 


3- I 


5 


10.125 


^K<5 


3-5 ' 


75 


13.781 


^e- 


4. 2 






H<'75 


4.5 2 


25 


22.781- 


HT'S 


5- 2 


5 


28.125 


p*-' 


5-S 2 


75 


34-031 



Area =; product of the mean of the diameters multiplied bjr die height.— • 1 

It will be perceived that this section is not as applicable 
as is the section Fig. 7 to sewers equivalent to a circle of 
five feet diameter or over, on account of its greater height, 
bnt is to be recommended for the smaller dimensions and 
for pipes. 

In some localities, the depth of filling over the crown of 
the arch, which in paved streets ahoiild not be less than 
four feet, may not permit even a full circular sewer, in which 
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I ease a special section may be called for, such as Fig. 9, or 
leven so undesirable a section as that of Fig, 10, wliere all 
consideration of the self- 
cleansing power of the sewer 
must be laid aside, in view 
of circumstances of more 
paramount importance. The 
mains which drain large 
areas of hundreds of acres, 
carry nearly at all times 
large bodies of water, and 
admit of great variatious in 
the dimensions of their sec- 
tion, but preserve a pretty 
I uniform type, such as a full semicircular arch at top, ver- 
[ tical or slightly inclined side walls, and a comparatively 
I flat segmental arched invert. See Fig. 11. 





I 



The matter of the junction of branch currents is one of 
great importance in the successful working of a system of 
sewera. There is no cause so fruitful of disappointment 
as the neglect of this apparently small matter of rendering 
the currents of supply to a sewer an aid to the velocity, 
instead of diminishing the latter by the creation of counter- 
currents or eddies. In the complaints of householders of 
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the flooding of their premises, it is found that the introduc- 
tion of easy bends in lieu of right-angled junctione, and the 
substitution of correct curves for the in-egular polygons 
wliich are too often introduced through ignorance or imper- 
fect supervision, removes the difficulty iu a majority of 
cases, and nothing further is heard of the inadequate di- 
mensions of the sewers. 



Fig, II. 




We have supposed that the surface to be drained is of a I 
generally uniform character and devoid of any exaggerated I 
features, such as would render a special estimate of the 
volume or times of dischai^e of the storm-waters necessary. 
But, should such occur, there will be no difficulty in the 
application of this formula (4) ; for instance, in the case of 
a long main with a very slight fall or inclination, receiving 
branches from steeply-inclined hillsides on both sides, 
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steep slopes oc ooe side and a rompaiative flat on the otber. 
In sach case, each branch near its jtisction with the main 
Bhoold be proportion*:^ bj the formula to the dimensions 
dne the area drained and the slope ; and the main below the 
junction of the respective branches shoold be computed as 
dischar^ng from the entire area above it at the detennined 
rate per hour, and with its own special inclination. The 
difflcnlty ordinarily in apportioning the amount of rain 
reaching the main from its various branches, is met by tliis 
general a^umption of the rainfall on a given area being 
carried off in double the time of its fall, which is usaally 
so much within the time actually consumed by the dis- 
charge as to afford an ample margin for the discrepancies 
inseparable from calculations made with sncli insufficient 
data. But should this not be considered as meeting the 
case, we would proceed as follows : 

Recapitulation.— This equation (4) espressed logarith- 
mically in (5) same page, is the formula to be nsed for the 
diamet^^r in feet of circular sewers for carrying off the rain- 
fall from 1 inch of rain in the hour, upon the supposition 
that it will require two hours for its discharge at the outlet. 
Of course, this time will vary sensibly under the varying con- 
ditions already enumerated as likely to obtain in different 
localities ; but the formula may be taken, /». general, as 
erring on the safe side, and therefore sufficiently accurate 
for popvlxms districts built upon in the modern method 
now prevailing in this country, with wide streets, open 
courtr-yards, gardens, parks, etc., and wherever the build- 
ings do not in. general exceed the rate of 8 or 10 to the acre. 
Wherever more crowded area^ prevail, some modification 
win be called for, not on account of the increased amount 
of human sewage, as previously explained, but from the 
fact that crowding the area with more buildings and naiv 
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rower streets and less unpaved surfaces in consequence, a 
lai^er pi«oportion of the water from the outlying diBtricts 
will enter the sewers in a giocn time, than would otherwise 
be the case. For instance, there are wards in the city of 
New York where, with narrow streets the buildings aiv so 
crowded that nearly the entire surface is covered by roof or 
pavement, and there are such probably in other large cities ; 
and these districts, instead of being long and narrow, with 
the sewer taking the longest direction of the district for its 
length, may be nearly square in outline, and with a cor- 
respondingly quick discharge into the outlet. On such dis- 
tricts, of course, the proportion of rain which reaches the 
sewer in the same time as its fall is proportionally increased, 
but U can never reach the outlet in the time of its fall; 
gathering the rain on the roofs, yards, gardens and streets 
by narrow conduits into the sewers must occupy some time. 
so that it is manifestly inaccurate to estimate the rain aa 
reaching the outlet of the sewers as rapidly as it falls from 
the cloiids ; and under no circumstances, in our judgment, 
can over two-thirds of an inch of rain falling in an hour 
be delivered at the outlet of the sewers in the same time. 

If it be considered expedient in the above-mentioned or 
other analogous eases, to estimate this latter amount as 
reaching the sewer, the formula (4) should be modified by 

snbstitutiag for Q, -^, and equation (6) become 

„ 2 log. A + Uq.N- 3.54 
log. D = -g- . 

The method to be pursued if it be considered proper to 
esfimate'a greater rainfall than that of an inch in the hour, 
is shown on p. 65. 

It will be noted that we do not aim to treat of the mo- 
tion of clean water in pipes or channels in general, such aa 
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obtains ia works of water-supply, nor call in question the 
accuracy of the received hydraulic formula for such ; but 
what precedes has special relation to sewage discharge in 
populous districts alone, and aims to indicate practical 
methods for the computation of the dlmeuBiona of sewers 

■ carrying off storm- waters in accoi-dance with the results of 
extended experience, and where the constant accession to- 
the main sewers during and througliout their course bring 
additional volumes of storm-water with varying velocities 
and corresponding difficulty of calculation to feed the main 
current. If occasion arises for conducting storm, or subsoil 
waters, or sewage in conduits under pressure, or with a 

, known head, and not receimng contributions from, other 
sources in its roide, as in water-works, the rules for hy- 
drauli6 engineering which may be found in any standard 
work on that subject, may be consulted, if greater refine- 
ment of accuracy is required than that fiunished by the 
fundamental equation (2) or Beai'dmore's Tables. 

We have now all the data attainable for the determina- 
tion of the dimensions of sewers in view of their grades, 
curves, junctions and volumes of sewage ; there remains but 
to apply it with intelligence. No instruction from books or 
tables alone will enable the engineer to direct this delicate 
operation. The rules to be followed under certain circum- 
stances may be had, but the ability to judge of these cir- 
cumstances and how far they should modify genei-al rules, 
can only result from observation of existing works and a 
comparison of results attained. 




MATERIALS USED IN THE C0N9TEUCTI0N OP SEW^ERS, AST> 
THEIR APPLICATION. 

IT is to be supposed that the engineer has a practical 
acquaintance of such of the materials applicable to the 
construction of sewers, as are of general nse in other 
branches of construction, and therefore little need be said 
of the preparation of these materials, as they would differ 
in no essential from what would be required in all good 
building operations. 

Brick. — The brick selected for building sewers should 
in all cases be hard, and well burned ; no pale brick from 
the outside of the kiln should be admitted even for backing, 
and if the well burned portions of the kiln admit of selec- 
tion, the best and hardest should be selected for the inverts. 
The brick should be regular in form, without warp, and 
with square edges, should give a clear ringing sound when 
struck, and when broken should exliibit a uniform grain, 
free from air bubbles, cracks, or coarse pebbles, and pre- 
sent a somewhat glassy fracture, rather than an earthy 
one, and should be capable of bearing a compressive strain 
when set on end and subjected to pressure, of at least 1000 
pounds to the square inch before crushing, and should not 
absorb more than ^ of its weight of water. No dependence 
can be placed upon the recorded experiments of resistance 
to tensile strain on brick. They all give very variable 
results, and a comparatively high factor of strength, under 
special conditions of experiment, which practice disproves 
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most cases. The reputation of the maker, and the 
;pection and selection of the brick by experienced men, 
the only guides we can rely upon in this matttr. 
Cement. — In selecting this maferial, while the reputation 
of the manufacturer is not to be disregarded, the beliavior 
of the cement under conditions not very dissimilar from 
those attending its actnal use, can be observed and recorded, 
and, as a general rule, such a system of tests should always 
be atlopted, where any considerable quantity is to be used, 
as will tend to insure tbe best results when placed in the 
work. Of course no one will undertake the direction of 
imiwrtant hydraulic works, without making himself fa- 
miliar with the literature of the subject of cements, whicli 
is too important to be properly treated here, and is ably 
discussed by General GiUmore in his work on limes and 
Cements, to which we would refer the reader. 

For our present purpose it wiU suffice to call attention 
to a few practical su^estions. The use of quicklime 
mortar, or the dilution of cement mortar by the introduction 
of quicklime, cannot be recommended for sewer construc- 
tion, however admissible it may appear to be on the score 
of economy for masonry in general. Hydraulic cement is 
now manufactured in such large quantities, both from the 
argUo-magnesian limestone {which we shall characterize as 
Rosendale cement) and by the process of burning lime and 
clay together at a high heat, forming what is called Port- 
land cement, that the economy resulting from the use of 
C quicklime is very questionable in worJcs of sewerage. 
If the work is necessarily exposed to wet- immediately 
after laying, as ia very usual in the construction of sewer- 
inverte, a quick setting cement is desirable, even though it 
be had by some sacrifice in the strength of the cement. 
The mixture of any material, whether lime or sand, dimin- 
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ishes veiy sensibly the strength of all cements. But it is 
claimed that the Bame amount of dilution induced by the 
use of quicklime, if had by the use of sand, renders the ' 
resultjng cement-mortar more porous ; but this need not be 
apprehended if the constituent materials be properly mixed, 
nor need this extreme dilution be aimed at. The proportion 
of sand in hydraulic mortar formed of Rosendale cement 
shcrald not exceed two volumes of the dry cement, so that 
ea«h particle of the sand may be enveloped by cement. 
Theoretically this may be had by three volumes of sand ; 
"but owing to unavoidable imperfections in the process of 
mixing, two volumes of sand is as much as should be used 
for works under water. With reference to the quality of ' 
the cement, and to show what may be accomplished by a 
rigid system of inspection in improving the strength of 




Bent, we would refer to the results of Mr. Shedd's efforts 
in this direction wlien constructing the system of sewers 
of Providence, R. I.* The method pursued there was for 

the city to purchase the materials required for the construc- 

* From proceedingH of the Am. Son. C. EngineerB, at eeventh annual con- 
renttoo, paper by J. Herbert Sliedd, vol. 4, 18T5. 
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tion of the sewers and not trnet them to the contractor, by 
which means a more thorougli inspection could be liad than 
otiier and more usual arrangements would liave offered. 

Inexpensive testing machines l)Oth for tensile and crush- 
ing strains were provided (see Figures 12 and 13), ao^ 



Fig. 13. 




Fig. 14, 



' sample being taken from each barrel, and numbered to 
coiTespond, was mixed with as little water as practicable, 
and pressed into a circular mould (on 
left of Fig. 14), giving the specimen one 
square inch of section at the shoulder 
or breaking-point. After an exposure 
of half an hour in the air, the speci- 
mens were immersed in clear water for 
24 hours, then broken in the testing 
machine, and tlieir strength recorded. 
Some 22,500 specimens of Rosendale 
cement were thus tested, of which about 
one-tenth were rejected. The result was, that while at the 
commencement of the work it was difficult to obtain cement 
which would stand a tensile strain of 30 pounds to the 
square inch after 24 hours' immersion, the efforts of the 
makers to reduce the amount of rejected cement so improTed 
the quality that it soon rose to 60 pounds tensile strength. 
The American Portland cement, treated in precisely the 
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same manner as the above, will show a tensile strength of i 
considerably over 200 pounds to the square inch, or tliree 
times the strength of Rosendale cement, and its use is to be 
recommended when great tensile strength is required ; and 
it trill admit of a greater dilution with sand — that is to say, 
permit of more sand being used in its mixtare into mortar 
— without bringing its strength below Rosendale cement ; ' 
but for work built in ninning water, and imperfectly 
drained, as before hinted at, a quicker setting cement than 
Portland cement is desirable, and this is furnished by the 
American natural cement known here as Rosendale cement, ■ 
which is manufactured by burning the argilo-magnesiaa 
limestone, which is found in many parts of this country. 
After burning in kilns, the stone is ground fine between 
millstones, precisely as flour is ground. Portland cement 
is ground in the same manner after burning ; indeed, no 
atone which by burning furnishes cement, slacks after 
burning as does quicklime, but requires to be ground. 

By rigidly pursuing the course adopted by Mr. Shedd, 
the cliaracter of the Rosendale cement would soon become 
uniformly improved in all the qualities requisite for sewer 
construction. The cost of testing is stated to vary from 1 
to 3 cents per barrel, of course dependent somewhat upon 
the amounts rejected. 

Tests. — Rosendale cement should be ground so fine that 
at least 90 per cent, of it shall pass through a No. 30 wire 
sieve of 36 wires to the linear inch, and should weigh not 
less than 68 pounds to the struck bushel of loose cement, 
and should contain, when mixed without sand and allowed 
twenty-four hours to set and afterwards immersed for sis 
days in water, 60 pounds tensional strain per square inch 
of section. 

Portland cement should be ground to the same fineness 
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as the above, but should weigh not less than 106 poundato 
the struck bushel of loose cement, and made into paste 
without sand, and after twenty -foui" hours' exposure to air, 
and six days in water, should stand a tensional strain of 
170 pounds to the square inch of section. 

It should be observed in comparing the behavior of 
lese two cements under test, that the preparation was the 
same in each, and resulted in showing the very great snpe- 
riority in the strength of Portland cement ; but in raany 
sewer-constructions it may become desirable or necessary 
that the cement be subjected to the flow of water within an 
hour or even less after being used in the work, in which 
case a Portland cement with the proportion of quicklime 
(which is sometimes used, we think, improperly) and sand 
to bring the cost at nearly the same as that of the Rosen- 
dale, would not have the requisite "eet" or hardness to 
withstand the effect of running water, whereas the Rosen- 
dale cement properly treated could be depended upon in 
such cases. In testing the fitness of the cement for such 
latter use, the needle test * will be sufficient. 

Sand.~The sand used in cement-mortar should be sharp 
and clean, rather coarse than line, and free from clay or 
loam ; and whether pit or sea sand it matters little, provid- 
ing that the above requirements are fnlfilled. If at all 
dirty, the sand should be washed and dried. If Rosendale 
cement be used, two volumes of sand to one of cement, 
botli dry, should be first mixed, and then a sufficient 



• The needle teat consiBta in working np a paste of the <!ement under trial 
with water, bo stiff flat a wire of -^ incli diameter, loaded with J pound, will 
barely make an impreaaion, placing the specimen in water and judging of the 
hydraulic properties of the cement by the time it takes to " eel." Some apeci- 
mens will aet immediately, others will require daja, and even weeka. The 
setting alluded Wi cnnsista in the ability to reaiat a weight of one pound on a 



wire of ^th inch in diameter. 
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qnantity of water added to bring the mixture to tlie con- 
sistency of a tbick paste, and thoroughly turned and mixed 
with hoes and shovels, on a plank bed ; but, if the magni- 
tude of the work justifies it, a mortar-mill may very prop- i 
erly be used. ] 

Concrete. — In preparing concrete, the cement-mortar 
above described should be spread in a thin layer, and five I 
volumes of broken stone, brick, or shells, after being I 
waslied of all clay or dirt, and while wet, should be spread \ 
over the cement and tiu'ued and mixed thoroughly until i 
each tragment of stone is enveloped in a layer of cement. ' 
The concrete should then be deposited immediately in place 
in the work. No particular importance need be attached 
to ramming the concrete, further than insuring that no J 
vacuities are left in it, but that the mass is solid throughout. 
The broken stone or brick should not be larger than will 
pass a 2J inch ring. If tlie stone were clean before being | 
broken by machine, the finer particles resulting from the 
emshing in the machine need not be screened out; but if 
tbe stone were dirty, the broken stone should, after crush- 
ing, be washed or screened. 

Timber. —'^hn timber used in sewerage works is mostly 
for temporary use. If intended to remain in the work, it is 
either under water, and so not liable to rapid decay, or so 
placed that its final decay will not be attended with any 
injury to the permanence of the works. Pine, spruce, hem- 
lock, and the cheaper timbers are suitable for skoring 
trenches and such purposes, and pine, oak or chestnut, or 
other hard wood, is suitable for foundation timbers. In 
either use, sound merchantable material is all that is 
required, applied in a workmanlike manner by skilled 

' mechanics. 

^^_. Clay Pipe. — Although the clays suitable for the purpose 
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of sewer-pipe abound in this country, and of excellent 
quality, the demand, except for inferior uses, as agricul- 
tural drains, has been too limited, until a few years past, 
to induce the necessary capital for their manufecture ; and 
in consequence, we have been largely indebted to the 
Scotch wherever better pipe than ordinary were required. 
Latterly, however, the extension of the pipe-sewer system 
has been ao great that manufactures have sprung up in all 
parts of the country, and vitrified clay pipe are now made 
in no way inferior to the best imported pipe, and much 
cheaper in cost. "We may unconsciously be doing injustice 
to other makers whose productions are equally good, but 
which have not been brouight to our notice ; but the sewer- 
pipe from the Akron Sewer-Pipe Company's works, of Ohio 
clay, and the pipe of the Jersey clay made by G. W. 
Rader of New York, are equal in excellence to any im- 
ported pipe. Both establishments are of the oldest in the 
country. The first is a salt-glazed pipe, and the second is a 
slip-glazed pipe. That the merits of both may be judged 
of fairly, the clays used and the process of manufacture 
wiU be found described more at length in the Appendix, 

Natural clays are rarely found of the precise ingredients 
suitable for manufacturing sewer-pipe. Pure clay is infus- 
ible in any heat, as also is pure silica. These are the chief 
ingredients which are used. The other constituents which 
enter Into the composition of clays are lime, magnesia, 
oxide of iron, potash, and soda. If a clay is rich in alu- 
mina and silica, the former predominating, the alkalies 
absent or in limited quantities, the clay is what is called 
refractory, and is suitable for fire-brick, crucibles, and 
articles intended to be subjected to a high heat, but is 
porous, and requires the addition of some form of the alka- 
lies, which, acting as a flux, serves to semifuse or vitrify the 
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silica, giving it the density required for sewer-pipe. The 
first sewer-pipe made here, and indeed much of the pipe 
even now made, in the effort to confer this hardness deemed 
necessary, becomes too brittlej and lacks the toughness 
which was so apparent in the best Scotch pipe. Tiio body 
of the latter is not a pure tire-clay, but the term is used to 
distinguish it from stone-ware pipe, which has a hai-d vitri- 
fied body, suitable for various domestic pm-poses, but 
considered less suitable for sewer-pipes. The clay beds 
from whence the materials for these pipes is taken, differ 
most essentially in the different localities, and even differ at 
times in the same locality to such an extent that the manu- 
facturer himself is not unfrequently misled in the character 
of his pipe until after they are bximt in the kiln, and even 
then he is unable to form a correct judgment of them by 
the eye alone. 

From the above hints it will be seen that the burnt clay 
pipe may offer every variety in their quality from a brittle 
stone- ware pottery to a fire-clay pipe, and their value for 
sewers is veiy dependent upon the selection and prepara- 
tion of the material, and the proportion of foreign ingre- 
dients admitted into the manufacture, and much discretion 
is to be used in their selection ; and hence, the reputation 
of the maker must be the best guide in the selection of such 
pipe for sewer purposes until trial in actual works shall 
have indicated the character of the pipe. 

The thickness of the pipe is made to vary somewhat with 
the material of which it is composed, the stone-ware being 
slightly tiiinner than the tire-clay. The best pipe are not 
only hard but tough, and should be perfectly hoinogeneons 
in texture, and uniform in thickness, and true in section, 
perfectly straight, without warp, and free from fire^racks, 
and should be glazed xmiformly inside and out, and the 
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preference appears to be for a salt glaze, and when struck 
should give a clear metallic sound. 

Our preference when nsing burned clay pipe is for the 
cylindrical pipe without sockets, and laid with a sleeve of 
the same material as the pipe. This use of a sleeve admits 
of more certainty in the character of the joint, and also 
permits of a defective pipe being removed from the line 
after it is laid without disturbing any of the neighboring 
joints. The strength of the pipe to resist a cross-strain or 
pressure such as it may be subjected to in the trench, may 
be ascertained to a cei-tain extent by trial under a lever- 
press as shown in Fig. 15, and the crushing strain of the 




materials composing the pipe may be ascertained by sub- 
jecting pieces of the pipe ground to uniform section, to a 
crushing strain in a hydraulic press. 

Prom a report made to the Commissioners of Drainage 
of the City of Brooklyn by the author in 1859, we quote as 
follows : 

The strength and durability of these pipe have been 
questioned. Those at first used for drainage were quite 
thin, frequently but one-half inch thick for pipes 12 inches 
in diameter and over, and of a light porous body, similar 
to drain-tiles, and without glaze, called "red earthenware 
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pipes." The thickness alone is not a criterion of the 
strength of the pipe. The London made stone-ware pipe, 
for instance, are yet made comparatively tliin, the quality 
of clay used seeming to involve the necessity for so propor- 
tioning them. They are about 25 per cent, more expensive 
than the earthenware, but when properly burned, form a 
true pottery, or " stone-ware," very hard, vitreous, not yield- 
ing to the knife, taking a good glaze, resisting a uniform 
firessure well, perfectly impermeable and imperishable, but 
liable to fracture by a sudden concussion or cross-strain. 
The Greenwich pottery-ware pipe, manufactured in New 
York, is of this description. Tlie jiipe imported for use 
in this city, from Glasgow, Scotland, and the north of 
England, are entirely diflferent hnm the above, being manu- 
factured, to appearance, of a strong fire-clay, resisting a 
high heat, and admitting of any required thickness and 
consequent strength. This description of pipe is believed 
to "be less brittle and less liable to fracture in the handling, 
and better suited to the puipose of a sewer than pottery- 
ware. It is required to be of greater thickness and to be 
well burnt throughout, and rendered impermeable by the 
glaze which should have become incorporated with the 
material of the pipe, and not liable to separation from it. 
The clay for this description of pipe is found in this coun- 
try, but there has been too little demand for it hitherto to 
encourage its manufacture. 

The following are selected from a number of experiments 
made for testing the strength of materials ; 

A piece of American white marble (Stockbridge), 2 
inches square and | inch thick, crushed to powder by a 
pressure of 45,000 lbs., or a little over 13,000 lbs, to the 
square inch, 

A piece of Chelsea pottery pipe, hard-bumed, 3 inches 
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square and IJ thick, bore tbe whole power of the press, viz.: 
54,200 lbs., or over 12,000 lbs. to the square inch, without 
sensible injury. 

A piece from a pipe of Quinn's manufacture (Williams- 
burgh), 2^ inches square and } incli thick, also bore the 
whole power of the press, 54,200, without yielding. , 

A piece from a pipe manufactured by W. Smith (Green- | 
wich Pottery), If inch square and ^ inch thick, Ixii-e the 
whole pressure of the press witliout injury. 

A piece of Rosendale cement, two years old, a very fine I 
specimen, 2 inches in diameter and § inch thick, was broken 
by a pressure of 10,200 lbs., or 3,270 lbs. to the square inch. 

A piece of hard-burned brick, such as is used in the 
construction of sewers, 3| by 1| and 1| thick, was crashed 
by a pressure of 13,800 lbs., or 3,630 lbs. to the square inch. 

A piece of Grarnkirk (Scotch) pipe, 2| by 2j and 1 inch 
thick, also bore the whole power of the press without injury, 
as did a piece of imported pipe from Hammel's, 110 Pearl 
Street, 2} inch square and | inch thick. 

Some of the specimens, softer burned, were crushed by 
less weights, but all experimented on proved stronger than 
the ordinary' brown stone which Mr. Hatfield had previously 
experimented on with the same press, and although these 
experiments are not absolutely conclusive as to the relative 
strength of the specimens to resist crushing, are yet suffi- 
ciently so as to the strength of the material in general of 
which these pipes are composed. 

To test the pipe still further. If the pipe in the trench 
were equally compressed on all sides, the great strength of 
the material to resist crasliing would prevent any fears of 
their ever giving way ; but this is not the case. From the 
slipping of the earth in the trench, inequality in bearing, 
and concussion from heavy traffic, the pipe is exposed to 
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nnequal pressure, tlie n.' ' and extent of which it is im- 
possible to estimate, lu ^ t the pipe to a proof, severer 
beyond question than any trial to which it is likely to be 
exposed, was the only method in our power for testing its 
strength under the ordinaiy accidents of its service as a 
sewer. Accordingly we have tested the pipe in the follow- 
ing manner ; Fig. 15. 

A pipe three feet long is made to rest upon two bearings 
at the bottom of 8 inches in width each, and receives pres- 
STire on top, at the centre, on a line as it were, 12 inches in 
length. 

A Gamkirk (Scotch) pipe, 17^ inches in diameter, 1^ 
inch thick, bore 5,542 lbs. The Ferguslie and Pierson pipe 
(Scotch), 12 inches and 15 inches in diameter, and IJ and 
1 inch thick, bore respectively 4,000 and 3.800 lbs. The 
Chelsea Pottery pipe, 12 inches in diameter and 1| inch 
thick, bore 4,600 lbs., and the Greenwich Pottery pipe, of 
12 inches in diameter and } inch thick and btit 2 feet in 
length, bore but 1,672 lbs. 

All the pipes wei-e split by these trials into four pieces, 
lengthwise of the pi'pe. These experiments also illustrate 
a previous remark, that the stone pottery-ware, although 
extremely hard, is lacking in the element of toughness, 
and hence is inferior for our purpose to the imported 
pipe, or to pipe made after the same method. Still an- 
other test was needed of the strength of pipe, viz.: to 
resist the internal pressure of water flowing through it. 
The sewers are not designed, as are the pipes of water dis- 
tribution, to carry ofT the water under pressure, but in the 
event of a complete stopple, they would, it is true, be 
subjected to internal pressure. Our experiments to test 
their strength to bear this pressure are not as satisfactory 
as could be wished. In packing the pipe in the press for 
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the purpose of experimenting, many pipes were broken hy 
the unequal bearing and cross-strain induced by the effort 
to effect a tight joint at the ends, which in bm-ning neces- 
sarily had become more or less warped— hence the pipe 
was badly strained before applying the hydraulic pressure. 
"We have proved them with a head of 150 teet, and are 
satisfied that ample strength is afforded by these pipes for 
a far greater head than they can by any possibility be sub- 
jected to in a sewer. 

In order to test the durability of stone in resisting the 
action of frost, it has been the practice to boil the specimen 
in a strong solution of sulphate of soda and then exposing 
it to the action of the air ; repeating this process for several 
days, the crystallization of the salt disintegrates the parti- 
cles of the stone, and produces an appearance on the sur- 
face and the edges precisely similar to the action of the 
frost after an interval of several years. Good brick, some 
marbles, Connecticut river sandstone, granite, and the 
stone-ware pipe experimented on, stood this test perfectly. 
Whilst the Jersey sandstone, the Nova Scotia stone, the 
Caen stone, and others, were seriously affected by H-^ 
the edges and surface destroyed as if from long exposure 
to the weather — and though the pipe will not be exposed 
to frost or the weather, the experiment fiiniishes a fair 
test of the comparative durability of the materials experi- 
mented on. 

Cement Pipe. — All clays shrink more or less in the 
burning, and sometimes, from the varjang character of the 
ingredients, very irregularly ; and in the use of a flat bot- 
tom, which is found very desirable in pipe sewers, it is 
found impossible to so moidd them that the shrinkage shall 
be uniform ; and as uniformity in the bore is of prime im- 
portance in order to a perfect line of pipe, which shall not 
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present obstacles at the joints against which filaments in 
the sewage may collect, and form nuclei for the deposition 
of heavier parts of the sewage, it was deairahle that some 
material should, if possible, be introduced for pipe sewers 
which, while affording all the requisite strength and diu-a- 
bilitjf, should retain the shape which it had received in the 
mould. Hydraulic cement, from its well-known property 
of increasing in hardness from year to yeai', in situations 
where all other materials without exception, save tlie pre- 
cious metals, disintegrated and wasted away, offered itself 
as suitable to the required use, and the difficulty of mould- 
ing a pipe of varying thickness, witli a flat bottom, and 
which would preserve a true bore after burning, was by its 
use done away with, and such pipe, when properly made, of 
good materials, and seasoned before use, have given entire 
satisfaction. 

It has been argued against their use, that one could not 
arrive at a correct opinion as to the quality of the cement 
used in their manufacture, until after the failure or success 
of the pipe itself — when too lat^, possibly. This is true, but 
it is equally true that with the stone-ware pipe, reliance 
must be had upon the judgment and integrity of its mak- 
ers; for a communication now before us from one of the 
first makers of stone-ware pipe in this country states it as 
in his experience, that when he strikes a new stratum of 
clay in his bank he invariably tests it by fire, as previous 
to this practice (some ten years since) he had found that 
clays which, when worked into pipe, and which to the eye 
had every appeai-ance to recommend them, might yet prove 
after burning to be entirely unsuited to their purpose. 

Burnt clay itself is presumed to be almost indestructible 
by the agencies to whicli it may be exposed under ground, 
and so is an ordinaiy quality of cement ; but the latter is 
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believed to improve indefinitely from year to year, while 
we hare most onmistakable evidence that the former is at 
its best when first made. Some burnt clay pipes nndeigo 
a decided change owing to lack of hom<^eneity, occasioned 
possibly by imperfect manipulation or injadicions mixture 
of materials, and ^ve way ander long-continued pressure. 

What would become of our stupendous works of inter- 
nal improvement, if the concrete upon which they depend 
entirely for the stability of their foundations was liable, 
either from age, dampness, or any of the agencies to which 
it may be exposed under ground, to crumble and decay! 
And yet published statements abound from city officialB in 
this connty, who have used cement sewer-pipe, and wllO 
have found them after a short time {witliin a year io me 
instance) crumbling and worthless. 

That this is not what might be esnpectcd of the material 
itself is too well known to admit of question, and therefore 
the defect of the pipe consisted, not in the fact of havil^ 
been made of cement, but in the quality of the cement used 
and the mode of its manufacture. 

It is urged that the acids generated in the sewers hapra ft 
corroding efiect on the cement, while no such effect is ap- 
jjarent on burnt clay. The rapid current of sewage, mixed 
with the sCicious detritus of the streets, has undoubtedly a 
grinding action on the surface exposed to the wear, against 
which no material is proof, let its composition be what it 
may ; but we have seen nothing in practice to cause any 
apprehension as to corroding action of acids in the public 
sewers. No acid is generated by the decomposition of sew- 
age of aufflcient strength to act injuriously on the cement 
The spent products from some manufactories might do so 
to some extent, and we have witnessed its effects in the 
drains from such, but without attention being called espe- 
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cially to the action on cement. This is a private matter, 
however, wliich tliose interested should be compelled to 
provide for, and not be permitted to waste into the public 
Beware. The dilution which such discharges will encounter 
upon entering the street sewers may be expected (save in 
extreme cases) to prevent any undue action upon the cement 
of sewerg, as also upon that in the joints of the brick-work. 

In testing the action of nitric acid on lime and cements, 
it appears that with a solution of water and ^ of a volu;r.e 
of pure nitric acid, in which the limes and cements were 
immersed for ten days, common qiucklime lost from 33 to 
86 per cent, of its weight, while Portland cement lost less 
than 6 per cent., and Roman cement stiU less, only 3J per 
cent; bntnotliing like tlie strength of the above solution, 
ten times further diluted, can be anticipated as wasted into 
the sewers. Tlie formation of such acid, however, in a 
highly diluted form, may be had by the known action of 
ammonia on lime ; thus, 

Experiments* on the composition of London sewage 
ehow its constituents to average as follows: Of 100,000 
pounds by weight of London sewage there were of 
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This analysis was made under the intermittent system 
of water supply, of not to exceed 25 gallons of water per 
inhabitant daily. Our own more generous stipply, extend- 
ing from 50 to 100 gallons daily, would reduce the respec- 
tive ingredients above shown in the same proportion, being 



* Froiu First Report of Rivera Pollution ConunisBioD, London. 



k 




98 MATERIALS USED IN CONSTRUCTION OF SEWEK8. 

gathered, as in the London analysis, at the sewer's outlet; 
BO that of 100,000 pounds of such sewage, not over 2 pounds 
of ainmonia would be had. The ammonia in contact with 
common lime is converted by oxidatioa into nitric or nitroue 
acid, which combines with the lime to form nitrites or ni- 
trates of lime, and tlus being extremely soluble in water, 
is readily washed out of the joints of brick-work, leaving 
nothing but the sand, which in its turn also soon disap- 
pears. One remedy for this would be to use cement of a 
quality to resist this action, and without any admixture of 
quicklime, which is open to its attacks. 

It is not uncommon to find in brick sewers which have 
been built for some time — and indeed the same may be Bsii 
of almost any brick-work removed from sight — that tfap 
mortar is partially or wholly gone in tlie joints ; and this, 
in the case of sewers, is frequently attributed to the action 
of the acids from the sewage, but we are satisfied that such 
failure in the majority of cases has arisen from poor mat^ 
rials or imperfectly supervised workmanship, for we have 
found that after repointing these joints in a proper manner 
no such decay has shown itself; and, in truth, no one who 
has witnessed the ordinary operation of building where 
hydraulic cement is used need go to the realms of chemis- 
try to account for failure of the joints of brick-work. The 
cement-mortar, if properly mixed in the first instance, is too 
often, after partial setting, worked over with water, and in 
various ways the original intent and meaning of the use of 
quick-setting cement entirely lost sight of in its appUcattoa, 
and the resulting mortar is frequently but little better than 
so much sand and water. 

In contrast with the slovenly workmanship of our brick- 
work in the preparation of mortars, we see it stated that In 
some recently cleared-out subterranean water-courses in 
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ome, the brick lining has itself disappeai'ed, leaving a 
honey-comb of projecting mortar ! {Jolmson'e Encycl.) 

In view of the known capabilities of hydraulic cement, 
when properly applied, we were induced to favor its use in 
years past aa iireferable to the burnt clay pipe of American 
manul'acture then in the market, and much cheaper than 
the imported pipe. The great improvement which a large 
demand has brought about in our American stone-ware 
pipe has brought the two descriptions of pipe nearer to an 
ec[uality, only that the cement-pipe still possesses the ad- 
vantage of being made with a flat bottom and of precisely 
uniform bore, which, as we have shown in the first case, 
cannot be had in the burnt clay pipe, and to obtain the 
second, requires more care than it often receives ; and a cer- 
tain homogeneousness between the texture of cement-pipe 
and the cementing material used, favors their water-tight 
union and the permanency of the joints. This necessity for 
the early use of cement pipe in competition with inferior 
stone-ware, has resulted, however, in exhibiting its capa- 
bilities ; and as a single well-attested fact may very prop- 
erly balance a volume of hypotheses, the existence to-day 
of some 168 miles of cement pipe-sewers, some laid nearly 
twenty years since, and in successful operation in the city of 
Brooklyn, would forbid its condemnation, whatever might 
be thought of it as an argument for its extension elsewhere. 

Where any doubt exists as to the quality of the clay, or 
the pipe made from it, we should recommend the use of 
oement-pipe of an established manufactui-e. In Germany 
its use has been quite extensive, and proved aatiafactory 
both as to strength and durability. But the advantage to 
be derived from the use of cement or concrete sewers con- 
sists in the ability to construct them of this material in situ, 
either wholly of concrete, or with a half-inch ring as a centre 
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upon which the concrete is formed. This description of 
sewer, Fig. 33, will be found applicable to many situations, 
such as rock cutting or in hard excavation. The cost in 
such situations will be less than that of a brick- sewer, and 
equally efficient. 

There are many miles of entire concrete sewers in Paris 
built in the trench, and we quote from Mr. S. T. Beckwith^ s 
Report the following Table of their cost and the method of 
their construction : 



Dimensions of Sewer. 


Cubic Feet of 

Concrete per Linear 

Foot 01 Sewer. 


£ntire Cost per 

Linear Foot, 
including Cost of 


Height, feet. 


• 

Width, feet 


Thickness, inches. 


Excavation, Center- 
ing and Masonry. 


9.2 
9- 

7-9 
4.5 

7. 

6.5 
6.25 

5-5 


7-5 
6.5 
5.6 

2-3 

4-25 
3-25 

2-5 

f-5 


10.6 

9-45 

7.87 

10.25 
7.87 
7.87 
7.87 
7.87 


26.15 

22. 

15.6 

9-25 
14.64 

12.46 

12. 

II. 


$592 

5- 

3-53 

2.35 

3-31 
3.18 

3-04 
2.84 



Fig. 16. 




The trench being exca- 
vated, Fig. 16, the concrete 
is laid to form, and the cen- 
tering timber put in giving 
the shape of the sides and 
arch. The concrete is then 
tamped by common labor- 
ers. After the concrete sets 
sufficiently to preserve its 
shape, the centre is struck 
and advanced for a new 
section. The thickness of 
the concrete is about the 
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same as for a brick sewer. We cacuot but tliink that tliis 
method of constructing concrete sewers in the trencli (when 
of large dimensions) oflEers great advantages wlien the local- 
ity will permit. 

In the case of brick sewers, it is well known that great 
difficulty is found in obtaining a complete water-tight stmo- 
ture, and that with whatever seeming care they are con- 
structed, they are not, in the majority of cases, what the 
theory of the "water-carriage" system calls for, viz.: im- 
permeable, and when formed of short lengths of pipe, what- 
ever be the material, the multiplicity of joints offers many 
additional points, wherein leakage may be anticipated ; 
whereas the concrete sewer, or the combined concrete and 
brick sewer, Fig. 33, is without a throuffh joint in its entire 
length, and when built of good materials, and witli ordinary 
care, may be expected to give the best attainable i-esults. 

We would reraai'k here, in concluding what we have to 
say on the use of cement pipe, as well as that of building 
entirely of concrete in situ, that uniformity in the bore of 
pipe-sewers at their junctions, as well as the impermeability 
of the sewers, cannot be too strongly insisted upon. In 
small sewers, all the liquid portions of the sewage is needed 
to aid the volume of the current in dry weather in its self- 
cleansing action. In larger sewers, while the loss of liquid 
by leakage -may not be felt to this degree, it is not unusual 
to find the subsoil drains filled with sewage, and such 
sewage could only liave proceeded from leakage in the 
joints of the brickwork ; and failing such subsoil drains, 
this sewage would accumulate to poison the subsoil, which, 
in localities where the filling of earth is shallow, would 
prove very objectionable. 

We append a table of the test of sewer-pipe of various 
raakera, made in 1876 : also one made in 1878. 



4 

1 

4 




MATERIALS USED IN CONSTRUCTION OF BEWEE8. 



Tests of 12-iNCH Sewer Pipe made in Boston, 1876, by 
W. H. Bradley, Superintendent of Sewers. 

The pipes were three feel long and without sockets, except as noted. 

The cTUshing test was made by bedding the pipes, horizontally, half their 
depth in sand and crushing them by a weight applied uniformly along the 
length, on the lop ; figures are pounds per fool of length (average of 3 pipes). 

The breaking test was made by supporting ends of pipes on two blocks 2 ft, 
6 in. apart and applying weight at centre ; figures are total weight {one lest). 

The abrasion tesi was made by applying a section \ inch square, loaded 
with 20 lbs. to a revolving grindstone 3 ft. in diameter, kept wet and clean ; 
figures are revolutions necessary, isl, 10 remove glazing ; 2d, to grind away 
•f^ of total thickness including glazing (average of two tests). 

Tests were also made in bursting, in freesing, and in capacity for absorbing 
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12-INCH Sewer Pipe made in Boston, i 
W. H. Bradley, Supt. of Sewers. 



"best suited to the accxiracy 
of the work, the centre line 
of the trench is marked 
out for a width in the clear 
of two feet greater 
the outside of the finislied 
work. If the cut he deep, 
some additional width 
should he allowed for the 
side slopes, hut oi-dinarily 
the trench may be cut with- 
out side slopes, the sides 
being protected from giv- 
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CONSTRUCTION OF SEWERS. 
The grades and curves heing estahlished, showing thel 
depths of the invert of the sewer below the street grades, orl 
"below the levels of the curb if the latter be set, and the lines 1 
and points of tangency referred to marks on the curb line^J 
or any method of reference which the intelligence of thol 
engineer may point out as 
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ing way by heavy plank slieeting, which in their turn are 
kept in place by stringers and struts, tlie latter usually of 
rough whole timbers and 
wedged firmly to the 
Fig. IB. stringers to prevent any 
slipping of the earth, and 
at such intervals as the 
nature of the material ex- 
cavated calls for (Fig. 17). 
If the trench is deep, a 
second line of sheeting is 
driven within the first, 
and secui-ed in the same 
manner, and so on until 
the requisite depth is 
attained (Pig. 18). Tills 
sheeting is withdrawn as 
the back filling of the 
trench proceeds, after the 
completion of the aewer ; but in treacherous earth or quick- 
eand, and where the street is narrow and built up, and dis- 
turbance of the foundations of the buildings on either side 
is to be apprehended by the movement at the bottom, it is 
not always safe to remove this sheeting, and it is prudent to 
leave it, although it wiU decay ; but it may be expected to 
take place so gradually and irregtdarly, that the vacuities 
occasioned thereby become filled by the combined action 
of the heavy traffic of the street and the percolation of 
moisture. 

Before proceeding to build the sewer, if of brick, or to 
lay the pipe, if the latter material be used, the grades and 
centres of alignment are transferred to a joist or heavy 
plank which spans the top of the excavation and is securely 
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featened, at say every 50 feet on straight lines, and at shoi-ter 
distances on curves, and from the marks made on these 
joists the foreman plambs the alignment to the invert, and 
transfers the levels by a graduated rod. It is of the first 
consequence that both the alignment and levels should be 
truly laid out— much more so than in ordinary hydraulic 
work — and the work constructed in accordance with these 
accurate measures ; neglect in attending to these essentials 
ia a frequent source of trouble, in facilitating the formation 
of deposits in thfe sewer, 

FOUNDATIONS. 

&regularity in the settlement of sewer-foundations is a 
great source of mischief in their subsequent working, and 
no works require greater care in the preparation of the 
foundations, and it is a miserable economy which admits, 
in this branch of the work, anything inferior in the way 
either of materials or workmanship. 

Where the bottom is tirm and diy, or sufficiently so to 
preserve its shape, nothing further is needed than to exca- 
Fig. 19. Fig. 20. 



* 




Cradle of plank 

vate it to a templet for the exterior curve of the invert, 
as in Pig. 19. Where less firm and coherent, a cradle of 
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plaDk laid lengthwise of the trench wDl facilitate the cor- 
rect formation of the invert, as in Fig, 90. In wet l)otton[i 





of varying character, a bed of concrete as in Fig. 31 will 
suffice. If the bottom is not firm, a grillage of heavy plank 
something wider than the aewer, as in Pig. 23, will be re- 
quired ; these latter to be crossed by another layer at right 



Fig. 23. 



Fig. 2*. 




angles to the first, where there is any question of its stabil- 
ity, as in Fig. 23, or it may require longitudinal sleepersj 
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which a covering of heavy plank is spiked, as in Fig. 24, or ] 
'even two courses of plaiikiiig, according to the importance ] 
of the work. Or if the bottom is quite soft and yielding to 
some depth, and it is not considered expedient on account ] 
of the cost to excavate it to a hard bottom, then piling may 1 
become necessary driven to the hard bottom, or, indeed, if 
the bottom be beyond reach, still a good foundation may 
be had by a proper arrangement of piling ; the frictional 
resistance of the latter and the stiffness imparted to the 
plank door which rests on cross-sleepers on the Iiead of the 
piles, which may be enveloped in concrete, will confer all j 
needed stability. In tliis matter of artificial foundations, 
the engineer will require the exercise of his best judgment. 
For pipe-sewers, the foundations will not require piling ; 
by extending the breadth of the grillage and the depth of 
the concrete, all needed strength may be obtained. In 
wet bottoms where springe appear, various means may 
he resorted to for carrying off the subsoil water ; but, as 
previously remarked, if the subsoil water be merely that 
due to local percolation, and not arising from springs fed 
from more extended areas, no special precautions are con- 
sidered necessary beyond that required to remove the water 
during the construction of the sewer, that it may not inter- 
fere with laying the invert of the sewer, nor expose the 
cement used to the action of running water before it be- 
comes properly indurated. To this end, in very springy 
ground, a smaU well or pit is excavated below the bottom 
of the trench to which the waters will ^\ y\^ 

drain, and the supply-pipe from the steam- [ [_^ C!^L^ I 

i purap will enter this well. In wet bo^ ' ' 

) toma it has been largely the practice in some localities to 
i^ put in an invert block of burnt clay or stone-ware, such as 
^^^^le figure, not so much to serve as a permanent drain 
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(thougli thia effect is claimed for it) as for convenience to 
the constractor in laying a good invert, the bricklayers 
"being disposed to slight the joints of "bricltwork in snch 
situations. 

The use of these blocks, however, we cannot red|jiftmend, 
neither in wet bottoms nor in dry, for the reason that a 
through joint is the result at a, a, a, a, 
Fig. 26, which wUl scarcely, if ever, 
remain tight, but by settlement or 
otherwise, will ultimately permit the 
liquid of the sewage to break away, 
and besides losing thereby the scour- 
iijg power of the liquid in removing 
the heavier portions of the sewage, 
also tend t« poieoii the subsoil. The 
fact that the subsoil di'ains from 
sewers bo built discharge sewage, 
should be a sufficient warning as to the use of these blocks. 
K the precaution be taken to use arch-moulded bricks for 
the inverts, or machine-cut brick, which are inexpensive, 
and in half-brick rings, with a proper oversight of the 
workman and the preparation of the cement, a much safer 
invert can be had than by the use of these blocks. In this 
connection the English practice may be noted, of building ■ 
the invert of solid blocks, as in Fig. 26, the objection to 
which is the same as above stated in the use of open blocks, 
and the advantages of concentric half-brick rings without 
through joints apparent. 

Where springs are encountered, means must be taken 
to leave an open sub-way for a permanent drainage of the 
bottom. For this purpose there are several methods de- 
pendent upon the volume of water to be dealt with, as in 
Pig. 27, where the longitudinal sleepers rest upon a bed of 
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"broken stone, and are floored with licavy plank spiked to 
the sleepers, or as in Fig. 28, where the bottom of the \ 
trench is excavated to a depth sufficient to bed in broken ' 




Broken Stone 



stone a pipe, either of stone-ware or cement, laid with open 
joints ; that is to say, the spigot end of the pipe is inserted 
in its proper hnb, bnt no cementing material is applied in 
order to the ready drainage into it. 



1 ID FOtlSDATlOSS. 

In the construction of the smallest size of brick sewera 
used— that is to any, the equivalent of a circle of 20 or 24 
inches in diameter — tiie thickness is usually a lialf-brick; 
but unle^ such sewere are enveloped in conci-ete, or ttie 
brick moulded ur cut t<> suit the su-oh, they cannot be relied 
upou to retain the sewage, but it «-ill be sure to pass uito 
the subsoD to a greater or less extent. The idea that sut-li 
leaks wiU, on the contrai-y, tend to drain the subsoil, is a 
fallacy in many cases, for the head of the subsoil water ia 
very rarely greater than that in the sewer. Fig. 2Qa is a 
good method of meeting this. Sewers of fi-oni 3 feet in 
diameter and upwards to 5 feet, should, in ordinary depths 
of cutting, be a whole brick in tliickness, laid in half-brick 
rings. The brick, in all cases, should be thoi-oughly wet 
before being laid, and with full joints of fi-eshly-mised 
cement; the joints struck flush on the inside, where they 
sliould never exceed one-quarter of an inch in thickness. 
For Hie' lai^er sizes of sewers, the tliickness will depend 
upon the plan to be carried out, and the circumstances which 
may cuntrol that plan. In the larger sizes of special design, 
the use of rubble stone laid in cement and faced with brick 
for the abutments of the arch, is usually found preferable 
on the scoi-e of economy to a construction wholly of brick. 
See Pig. 11. 

After the completion of the brickwork and before the 
centres are struck, tJie back filling should proceed by care- 
fully tamping the earth on each side as high as the spring 
of the an^h, where it may be left until thii closing of the 
arch, wlien the back tilling should be carefully carried up 
equally on both sides. In laying pipe-sewere (if of stone- 
wai-e <jf large size) it is preferable to use a sleeve mther 
than a bell and spigot, in oi-der that the pipe shall not be 
liipported merely at the ends when in jilace, and thus he 
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sn'bjected to a croes-strain, but shall bear equally throngh- 
out its length, the earth being excavated to make room for 
the bell or sleeve. 

The advautages of using a sleeve-pipe. Fig. 29, rather 
than a bell and spigot, consists in the ability thei-eby con- 




Fig. 29. 



ferred of making a more perfect joint, by first setting the ' 
lower part of the sleeve, which is divided into three s<'g- 
ments, and bedding the ]iipe upon it ; and then bringing 
the adjoining pipe into contact, finish by cementing the 
upper parts of the sleeve into their places. This latter | 
method also permits of taking out a single pipe if dam- ' 
aged, or for the insertion of a brancli, if it becomes neces- 
sary, in a line of pipe-sewer already laid, without distxirb- 
ing the joints of the adjoining pipe on either side, as would , 
be the case were a bell and spigot pipe to be removed. ' In 
laying either description of pipe, the joints should be filled 
to excess with cement, and tlie superfluous cement or bnrr 
formed on the inside carefully removed with a scraper or 
Bwab, In the use of round pipe, it becomes necessary to 
tamp the back-filling under the pipe to give it the needed 
bearing throughout its length. Tlie difficulty in eflecting 
this properly, or the neglect to do so, results frequently in 
the ultimate splitting of the pipe after it has been in use, or 
rather it is only pereeived tlien ; when, upon re-opening the 
trench to make house connections, tlie effect of this neglect 
in giving the pipe a perfect bearing is conspicuous, and is 
frequently obseiTable even with the best description of pipe. 
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This it is which renders the flat-\)ottomed cement-pipe, 
Figs. 30, 31, 32, a desirable substitute, and one which we 
have never known to fail from this cause. By placing a 
bed-plank lengthwise of the trench upon which the flat 
bottom of the cement- pipe rests, a very uniform bearing is 
PI 30, obtained, which is a valuable feature 

towards insuring permanency. It is 
impossible to make a propef connec- 
tion by cutting into a pipe, therefore 
all possible connections likely to be 
called for should be anticipated, and 
a branch pipe inserted during the 
construction of the work and capped 
with an earthen-ware cover laid in 
cement, and the location of all such 
Equal to 15 Circle branclies recordcd, otherwise the un- 

expected necessity arising for a new connection with the 
sewer, in the event of bell and spigot pipe having been used, . 

Fig. 32. 





Fig. 31. 




Equal to <8 Circle 



the joints and bearing of many of the pipes must be broken 
in removing a pipe, with the uncertainty at all events as to 
how far the disturbance may have extended. 
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Fig. 33, combined brick and 
concrete, is indicated as in a 
firm bottom requiring no special 
preparation. 

Again referring to the impor- 
- tance of all junctions with the 
sewer being made at an acute 
angle, etc., opening in the direc- 
tion of the current. Pig. 37 
(strange as it may seem, they are 

not nnfrequently met with in the reverse position), and 
the curves laid with curved and not straight pipe ; we 
would add, that tlie radius of junctions should be of asj 
large radius as the locality will permit, and when of bric^M 
worked with such care 
as to give this length of 
radius its best effect. 
Plates 39, 40, 41 and 42 
will show these junctions 
in a brick sewer of 3 ft., 
and PI. 43 and 43a of bell 
and spigot pipe sewers, 
which explain themselves. 
Pig. 37 shows in plan the 
junction of brick sewers 
of different dimensions, 
and also the pipe junction 
blocks or branches, which 
are built into the brick- 
work as it progresses for house connections, and which are 
capped with an eartlien-ware cover tmtil such time as the 
property owners may see fit to connect their houses with 
the sewer. Pig. 38 is the plan of a street crossing of the 
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Fig. 38. 



mimmtun dimensions, showing the cnired jnnction of 
branch sewers, as also of shoots from the comer street- 
basins and the man-holes at the points of junction. 

If the branches from the ^ight and-left in the above 
ligure are of brick, as also the main sewer, they may be 
struck at a tangent by a shorter radius ; but if wholly oi 
pipe, the angle of junction cannot be worked at less than 
30° as shown. 
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Fig. 4a 
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Section through A.B. 
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Rad. 20 ft. 



Fig. 41. 




Section through A.B. 
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APPENDAGES TO SEWERS, 

Mail-holes. — In the line of the sewers, both main and 
laterals, with a view to a proper inspection of their work- 
ing, and to famish the means for cleansing and flushing out 
obstructions, as also for purposes of ventilation to be noted 
subsequently, it is necessary to construct man-holes at 
intervals of about 100 feet ; the intervals can be greater 
on steep inclines. These man-holes consist of vertical brick 
shafts extending from the bottom of the sewer, where, in the' 
case of small sewers and pipes it is elliptical in plan, being 
3 by 4 feet in diameter, and in large brick sewers built into 
the top arch, and rising to the street-level, where it is cir- 
cular, of about 2 feet in diameter, and capped with a cast- 
iron or granite frame, into which, flush with tlie street-grade, 
a heavy castriron cover drops into a circular groove made 
to receive it. Figs. 44, 45, 46, 47, These man-holes are one 
brick thick, and may have iron rods of one inch in diameter 
built into them t« serve as steps, or dispensing with these 
can be entered Ijj light ladders carried by the workmen. 
A man-hole should in all cases be placed at the junction 
of curves, or at any change of alignment, wliether vertical or 
, horizontal. By passing a light down any man-hole, obser- 
vation from the next man-hole should show the character 
of any obstruction which may intervene. 

And in the event of the formation of deposits which 
resists the scouring effect of the ordinary flow of the sewage, 
a pointed iron rod put together in lengths of about eight 
feet, with rake, shovel, brush, or any desirable tool screwed 
at the end, will suffice to stir up the material, when, by the 
operation of flushing, it will be swept to the outlet.* It 
forms no part of the plan of sewers that this deposit be lifted 
by n^anual labor to the surface, hence the bottom of the 
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man-hole should be coincident in level and grade with that 
of the sewer itself in all cases, and by no means", as has 
been recommended, to form a catch-basin below tlie level 
of the sewer for the retention of the deposit. The latter 
metliod, wherever it has been adopted, has given great 
trouble from the accumulation of sewage in these basins 
giving rise to uuwliolesome exhalations. If the hydrant or 
lire-plug of the water-supply be convenient, nothuig bettfli" 
can be had than to lead the water iiom it by a flexible hose 
furnished with a proper nozzle directly to the deposit ; and 
whoever has witnessed the operation of hydraulic mining in 
California, or the effect of a stream of water from a fire- 
engine, win understand the value of a concentrated jet of 
water in removing anything less compact than cemented 
masonry. 

If there be no hydrant with water-supply convenient, a 
movable tank on wheels conveying the water to the man- 
hole will answer a good purpose, by constructing a tem- 
porary dam of planks to hold back the water until a good 
head is obtained, when the sudden rush of the frater will 
remove most obstructions likely to occur, if the precaution 
has been taken to stir up the deposit by the previous use 
of the jointed rod. Or if it be not convenient or desirable 
to use clean water ; after the aj)plication of the jointed rod, 
and putting in the temporary dam, the collection of waste- 
water and sewage above the dam, suddenly set at liberty, 
will, if repeated at intervals, produce a very effectual flush- 
ing if the line and grades of the sewer are arranged in view 
of operating by means of the water-carriage system ; but it 
will not flush a line of sewer of excessive cross-dimensions, . 
or with abrupt angles, or changes of shape, or if it has been 
BO long neglected that the deposit has become completely 
indurated. The facility of inspection offered by t 
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rence of the maii-bolea at short iDtervals, leaves no excuse 
for the formation of any formidable obstruction. To facili- 
tate the application of a movable plank dam, a 3- inch 
groove may be left in the brickwork of tlie invert of the 
large sewers under the man-hole shaft, but will be unneces- 
sary in the pipe-sewers. 

The expensive system of fixed valves or flushing gates, J 
reudei^ed necessary originally in England by the inadequacy j 
of the water-supply, are not essential to the efficiency of a I 
properly-constructed line of sewers in this country ; and 
the ingenuity of the workmen charged with the flusliing 
operations will always be able to provide a simple-working 
temporary plank dam which can be applied wherever re- 
quired. One of the simplest of the permanent iron-gatea 1 
for flushing is shown in Figs. 48, 49, 50, and, .as will be 
seen, requires a side chamber to be built in the sewer for 
its efficient operation ; Pig. 50 is the sewer and chamber in 
plan ; Pig. 48 is a section of the sewer showing the eleva- 
tion of the gate, which is hung in an iron frame set into the 
brickwork and opens horizontally, ajid is but half the height 
of the sewer ; and Fig. 49 is a longitudinal section and ele- 
vation on the axis of the sewer. 

The cast-iron cover shown in Pig. 47 is perforated with 
boles as shown, each not less than IJ inches in diameter at 
the face, and IJ inclies below or even more, to prevent small 
obstructions lodging in the opening. If the streets are not i 
j)aved, or liable to being covered with sand or gravel, a ' 
Bheetriron pan hung by three wires will catch all sucli ma- 
terial, and permit of its removal at intervals by hand {the 
cut, Pig. 46, does not show clearly the simple attachment 
of this pan). In the English system of ventilation the man- 
hole cover la solid, and a side chamber is built alongside 
of the man-hole shaft with which it connects by a pipe, and 
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fits cover is perforated, permitting the gases from the sewer, 
I either chemically ti-eated or otherwise, to escape therety, 
I and the refuse from the street to be collect*^ in this cham- 
ber. Bnt it is a needless complication, and the same pur- 
I pose can be effected as we propose by means of the bub- 
Ipeaded tray. 
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STREET-BASINS. 



At the comers of the streets, and sometimes on steep' 
inolines intermediately in the line of gutters, basins of brick 
masonry with granite or cast-iron covers are buUt to receive 
the run of the gutters and street drainage and convey it to 
the sewers. There are various shapes and dimensions givMl 
to these, differing but little in principle or action. They 
need not be large if the sti-eets are well swept and a proper 
police of the basins maintained ; but the neglect of this, 
and the accuranlations iu tlie gutters of the detritus of the 
streets which find their way into them during storms, ren- 
ders it necessary that they should be of sufficient capacity 
to avoid being overflowed in I 

a single storm, and a capa- 
city of at least a cubic yard 
of solids becomes desirable 
below the lowest point of 
their trap. Tlie style of con- 
struction shown in Figs, 51, 
52, 53, is as simple and effi- 
cient as any in use, and is 
elliptical in plan, 4J by 3J 
feet, and about 8 feet in 
depth below the level of the 
foot pavement. The foun- 
<lation should be well and 

tightly laid, and, if need be, in concrete; for the retention 
of the liquid is equally important in this case as in the 
sewers, and for convenience in cleaning, the bottom should 
be, if possible, a single stone or flag, as should be the trap 
atone t^ which is built into the side walls. We consider 
this the simplest and most effective method of trapping the 
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discharge pipe, although the method adopted "by Mr. Shedd 
lln Providence of dispensing with the flag-stone t. Figs. 51, 
\Si% and in lieu of it placing a hinged hood over the open- 




1 ing into the shoot to the sewer, either of iron or stone-ware, 
and making a joint of cement aronnd it, whicli can be 
broken and renewed if 
the occasion reqioires, has 
stood tlie test of several 
years experience, and has 
some advantages possi- 
bly. See Figs. 54, 55, 56. 
We consider that dnr- 
ing excessive rains too 
much water may be car- 
ried to the basins, and the 
discharge-pipe from them 
into till' !:-HW('is lifirig: asnally a 13-inch pipe, permits of a 
I body of water being suddenly thrown into the sewer fep 
I'beyond its capacity, and for a short time occasioning 
overflows, which would occasion much less inconvenience 




STEEET-BASINS. 



if allowed to \>e on the streets or in the gutters. The fall 
from the basin to the sewer ia rarely less than 7 feet in say 
95 feet of distance, and in reality a 3-incli pipe would,! 
under the circumstances, discharge into the sewer more;! 
than an inch of rain falling in an hour over 750 feet off 
street ; hence, if this connecting pipe lie made of 6 inchesl 




instead of 12, it would pass two or three times more watsT'l 
than the sewer could carry in the same time. But the best 
method of restricting the amount of water entering the sewer I 
"by means of the street basins to the amount which, for the I 
distance drained, is estimated as within the capacity of the j 
sewers, is as yet undetermined. It is desirable that some I 
means be used to throttle, as it were, the discharge into the I 
sewer, through the street-basin, either by restricting the I 
dimensions at the street-grating or that at the connecting- ; 
pipe. A method of effecting this in connection with a J 
storm-sewer has been adopted in Providence, B. I., which. J 
Mr. Grrey, the city engineer, states as quite efficient. It .1 
consists, Fig. 57, in throttling the opening under the trap J> J 
in the street-basin (which is a cast-iron hood shown in sec- 
tion at Fig. 64, in plan in Fig. 55, and in elevation de- 
tached in Fig. 56) by an adjustable iron bottom, leaving 
an aperture of such dimensions as, with the head of water 
in the street-basin, only so much is discharged : 
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TIDE-VALVES AND TANK-8EWEE9. 



main sewer as it can cany oflf— all above that is conveyed 
by a branch-pipe into the storm-sewer, 

^H TIDE-VALVES AND TANK-SEWERS. 

In a former part of this work, when refemng to the little 
dependence to be placed upon self-acting valves below the 
tide-level, towards preventing the sewage backing into the 
house-drains, reference vraa had more particulai-ly to local- 
ities where a thorough and complete drainage could be had 
to the premises at a higher level, but where the attempt 
had been made to drahi basements or cellars below high 
tide on the presumed ability to shut out back sewage by 
self-acting valves. In localities which do not admit of a 
higher level being assumed, and where the necessities of 
the locality require that the liouee- drain shall be below 
high tide, a certain degree of safety may be had by closing 
the house connection with a flap, either of etone-ware or 
of iron, and retaining the sewage until the lowering of the 
level in the main sewer, either by the fall of the tide or the 
contents having "been lowered by the operation of pumping. 
Implicit dependence, however, most not be placed upon the 
cei-tain working of this flap. A small obstruction may 
interfere to prevent it, but it is usually for a limited length 
of time, and is the only expedient, probably, wluch admits 
of general application in such localities. They are thus 
applicable to house-drains which discharge into tide-locked 
sewers, or into tank sewers, but they need never be used in 
the hope of preventing sewer-5'as from entering the house- 
drains; they will prove wholly inoperative for such purpose, 
though not unfrequently recommended as a suitable means. 
Figs. 58, 59, show two of the simplest forms of flaps, the one 
hung with shackela, the other a plain hinge, the first of cast- 
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iron, the latter of stone-ware, and they should be ground to 
fit as closely as possible. The same principle may be and I 
is extended to large brick sewers, but with greater attention i 




Fig. B8, 

Galvanized Cast In 




being paid to the hanging of the flap, which should not 
be by a shackle but by double links and hinges. 



b 




Fig. 99, 

Stoneware Valve 




2h7iJc Sewers. — These should be provided for all tide- 
locked sewers ; and if the surface-waters can be carried oflF 
by storm-water overflows, to be subsequently noted, they 
form a convenient method of storing the sewage, and con- 
sist simply in an enlargement of the dimensions of the main 
sewer for such distance as shall suffice to hold the honse- 
sewage discharge during the time the gates of the main 
sewer below are closed by the tide. Their diraensione will 
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depend upon a careful computation of the needs of the 
district under consideration, and the sewer above should 
also he provided with an iron flap valve at its junction with 
the tank-sewer. 

The tide-gates for automatic action at the outlets of the 
tide-locked sewers may be made of wood or iron ; if of 
wood, they are usually similar to an ordinary lock-gate on 
a Clonal, made in two leaves, hung to vertical posts on each 
side of the gate-chambers, and meeting on a mitie siU-at 
an angle of about 135°. The chamber in which the gates 
are placed is large enough to admit of two pairs in the 
length of the chamber, to provide for any contingency, and 
admit of occasional repairs to either. Instead of the hori- 
zontal lock-gates, they may be made of two tlaps, one above 
the other in the same frame, the flaps hanging from a hori- 
zontal axis and opening with a vertical movement. In this 



Fig. 60. 




case the gates ahould be of iron, and are much to be pre- 
ferred to the timber gates. Figs. 60, 61 and 62 show the 
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arraagement of these gates. Fig. 61 is the frame set in 
the masonry ; Fig. 63 is the lower gate, the upper, Fig. 63n, 
represented as removed ; Fig. 60. the method of hanging. 
Both Haps are hung from the same bracket by links, and 
tlie upi)er flap, while bearing upon the lower, admits of 
opening independently of it, hj wJoich means the dischaige 
of sewage may commence earlier than it otherwise would. 




i 



Fig. 62. 



These gates may be made either of wrought or cast iron. 
The latter resists better the action of salt water ; the shackles, 
nuts, screws, etc., being of wrought iron, and the eyes of 
the hinges bushed with gun-metal. The "bearing faces of 
the flaps should be planed and ground true ; and it woTild 
be preferable that the bearing surfaces throughout should 
be of gun-metal, and would in the end prove economical. 
The same necessity exists for a double pair of gates in each 
gate-chamber, as in the case of wooden gates, that in the 
event of any accident happening to one and preventing its 
closing properly and excluding the rising tide, the other can 
be relied upon. 

Penstocks are sometimes rendered necessary in connec- 
tion with reservoirs for sewage. These are simply gates 
located as the tide-gates in masonry chambers, but instead 



TIDE-VALVES AND TANK-SEWERS, 



131 



of 'being seK-acting, are operated by power, and consist of I 
a vertical iron frame secured to the maaonry. witbin which ' 
iron gates slide, operated from above by various methods, 
euoh as chains and drums, worm-wheela, screws, or other 
gearing, and with counter-weights. By these means the 
tide can be shut off at pleasure, or currents of sewage di- i 
verted into other or various lines of flowage. Their use is « 
special, and the principle of their construction and action 
is similar to the ordinary stop-cocks, used in water distri- 
bution — one of the simplest forms is shown, Figs. 63, 64, ^ 



Fig. 63. 



ng.64. 



a irAiiiin<nii T| i — b 





r a large circular sewer worked by a worm-wheel with 
counter-weights, Figa. 65, 66, representing the gate for an 
oval sewer with gearing and counterpoise. While for or- 
dinary gravity works the penstock is rarely required, it 
forms an indispensable adjunct to a system of sewerage 
where the sewage is collected into reservoirs for distribution 
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STORM OR OVERFLOW SEWERS. ^^M 

We have assumed that prorision for an inch of rain Id 
one hour is all that need be provided for in this climate ; 
and the motives for confining the dimensions of tlie sewers 
to as small sectional area aa possible consistent with effi- 
ciency, and aside from any consideration of the cost of con- 
struction, has been already pointed out. It is undeniable, 
however, that heavier rains than we have provided for do 
occur, and in some localities these storm overflows may be 
attended with inconvenience which it is desirable to obviate ; 
and to this end, what are called storm or overflow sewers 
are introduced, which may at the same time be used for 
the purpose of receiving ordinary sewage, but more fre- 
quently their use is confined to the diachaige of i 
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' waters alone. There is an ingenious device suggested to , 
effect tbis, whereby the ordinary run ol" sewage sliall drop ' 
through an opening into a lower line of conduit, and the 
storm-watera with a higher velocity is expected to leap over 
the ox>euing and discharge itself elsewhere, Tliia idea Las 
been applied on a line of water supply to separate the tur- 
bid from the clean water, but is scarcely applicable to city- 
sewers, although recommended hy some writors, Fig. 68 
Tepresents it, in which tlie , — 
ordinary flow of sewage is 
expected to drop into the ' 
service main S, which is 
necessarily built at a lower 
level, but the deeper and 
more violent storm-discharge 
■will follow the conduit A to 
its outlet, S representing 
the level of storm-discharge ; 
O, the level of ordinary run of sewage. There may be 
localities where such a device, if attended with some ap- ] 
paratus to graduate the opening, and under intelligent ' 
supervision, would be attended with some advantages, but 
the circumstances which would favor their use will rarely 
be found to obtain in city sewerage works. A better 
arrangement to the same end is shown in Figs. 69, 69b, 
where on a line of sewer likely to be gorged by exces- 
sive rains an opportunity occurs for withdrawing part of 
the flow when running fuU, and carrying it by a shorter 
line to the outlet. This consists in making an opening or 
weir in the side of the sewer, which will permit the with- 
drawal of a portion of its waters and thus prevent its being 
gorged ; or, in other words, it is providing several outlets 
instead of one for the storm-waters of a given sewer. By 
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repeating this at intervals as the locality may favor, tSU 
needed relief may be afforded to the sewer. In the case erf ' 
a line of sewer seeking an outlet by crossing an existing 
sewer at right-angles and on the same level, a modificatioD 




of the.Bame plan, as shown in Fig. 70, wUl answer a good 
purpose. It will be observed that the sewers do not cross 
at right-angles, but the crossing sewer enters by a curve of 
at least 20 feet radius, and the tangent to this curve pro- 
longed indicates the position of the continuation of the 
crossing sewer, which will regain its true direction "by a 
reverse curve. 

INTERCEPTING SEWERS. 

The principle of interception referred to, page 22, is so 
obvious that it requires no discussion. In the main drain- 
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Fig. 70. 
Junction Overflow 




age works of London, the principle has been dev.eloped 
npon such a scale that a study of it will well repay the 
engineer, and no apology is needed for introducing under 
this head the greater part of a most interesting paper read 
before the Institution of Civil Engineers London, by its 
engineer, now Sir Joseph Bazelgette. The reader is referred 
to that paper in the Appendix, as also to the Map ofi the 
London Intercepting Sewer System. 
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MUCH needless discusdon has been had ujion flie 
arrangements essential to a proper ventilatioD of 
sewers, and many expensive expedients have been resorted 
to, to effect wliat will take care of itself under a proper 
system of sewer construction, without other means being 
resorted to than such as are called for in order to secure the 
efficient action of the water carriage system. 

The theory of this system, as already shown, consiate in 
BO restricting the dimensions of the sewers, and having such 
regard to the location and principles of their constraction, 
that the water-supply shall suffice to remove from the sites 
of dwellings all refuse which properly belongs to the sewer- 
discliarge, and conveying it at once to the outlet, or deliver- 
ing it at the outlet at the farthest hut a few hours after its 
formation. If this could be effected in all cases, even within 
six hours after its discharge into the sewer, or even in twelve 
hours, it wUl be apparent that, with the current which a 
liberal water-supply wUl offer, no time would be given for 
dangerous decomposition to take place ; but unfortunately 
this self-cleansing process is not complete at all times. No 
system of sewerage as constructed, is so perfect a machine 
as to operate itself with precision, and yet it ia usually left 
uncared for until some unforeseen obstacle intervenes to its 
prompt action — the obstruction increases, stagnant depodts 
take place, decomposition seta in, dangerous gases are 
evolved, and special ventilation is called for to remove them, 
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"while the authorities are engaged in removing the obstruc- 
tion which, under a proper sopervision, never would have 
taken plac*. But as we have to deal with things as they 
are, we admit that offensive gases are generated in the 
sewers, but we are satisfied that the had sinells are a poM- 
tive benefit, for while the causes for the smells alone never 
can exist to such an extent as to produce mischief, they give 
,a timely warning as to what is going on within, so that the 
really deleterious compound which sometimes accompanies 
these gases, and which is in itself destitute of odor, will 
receive an attention which otherwise it would not have had. 
Sewer-Gas. — In the decomposition of animal and vege- 
.table matters in sewere, together with the gases which, when 
combined in certain proportions, go to make the atmos- 
phere, viz., oxygen and nitrogen, there are other well known 
gases present. There is carbonic acid, the heaviest known 
gas (the cUoke-damp of the mines), marsh-gas (seen in the 
■will-o'-the-wisp), and other compounds of carbon and hydro- 
gen, including what the miners call Jire-damp, also ammo- 
nia, and its compounds with sulphur and carbon, sialphu- 
retted hydrogen i,known by the smell of decayed eggs), and 
carbonic oxide. None of these gases, although some of 
th^m when sufficiently concentrated are deadly poisons, 
notably carbonic acid, sulphuretted hydrogen, and carbonic 
^oxide, yet none of them will produce the effects which we 
are accustomed to believe and indeed know will at times 
"be produced by breathing the emanations from foul sewers 
and drains. In the case of poisoning by any of the above 
named gases the effect is confined to the subject, and he is 
entirely incapable of communicating it to others ; but there 
is something else in sewer-gas, necessary to produce what 
we call fiUh diseases, and these diseases are capable of in- 
definite extension from patient to patient, thus distinguish- 
ing them from any known gas-poisoning. 
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Indeed it is questionable whether this poisonous aul)- 
stance, which it has been proposed to call for lack of a 
better name "organic vapor," be an actual gas, from the 
fact that it deposits itself upon solid bodies, such as the 
walls of a room, or on clothing, although the air of the 
former may have been repeatedly renewed and the latter 
well shalien and ventilated. What it is precisely, chemists 
cannot inform us. No analysis yet devised is subtile 
enough to detect it. It does not in general render its 
presence known by any sensibly unpleasant smell. It 
accompanies the decomposition of animal and vegetable 
matter, and with the known gases above stated, is what 
we call sewer-gas. Tliis gas is not of itself, according to 
Prof. Nichols, either inflammable or explosive ; illuminating 
gas may leak into the sewers in sufficient quantity to be 
explosive ; his analysis, extended for many months in air 
from a tide-locked sewer, failed to show, although carbonic 
acid was largely present, either sulphuretted hydrogen or 
other gas of decomposition, in sufBcient quantities to admit 
of expression in figures ;* and it has become well settled, 



* From Report of Prof, NicholHof Masa. Institute of Technology on Sewer-dt: 
Table. — Examination of Gases from Decomposing Sewage- Matter. 

[Resulls eipressed in percentages.] 
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that the poisonous gases so called, are not the sonrees tS 
danger in sewer-air. 

WTiether the clieralcal or germ theory of the propagatioii 
of disease from sewer-gas be accepted as true, we only 
know that its danger to human life is lessened, if nnt 
entirely removed, by an extreme dilution with fresh air, and 
this dilution is what we understand by ventilation. It 
appears, however, tliat to be efficacious, tliis dilution should 
take place in the birtb-place of the sewer-gas. for tile same 
degree of dilution after tbe sewer-gas has entered a dwell- 
ing is not so satisfactory in its results, and this apparent 
anomaly is explicable if the germ theory of disease be ac- 
cepted as true. In tlie decay of organic infusions, the resnlt- 
ing compounds are presumably- the food by which these low 
organisms, which appear in such multitudes, are nourished 
and developed ; so in the decaying gases in sewers, organic 
vapors are generated by the breaking up of more complex 
molecules, and though in comparatively small quantitiea, 
they may yet be suiTicient to nourish floating organisms, 
and if these floating organisms, or tbe source of disease, 
feed and multiply in the decaying organic vapor of sewers, 
where the surrouudiugs are favorable, the dilution by fresh 
air, or the resulting oxydation, may so impair the condi- 
tions of this food as to prevent their dangerous multiplica- 
tion, and so lessen the number that may be carried into a 
dwelling ; but if once there as living disease-germs, no change 
in their condition is to be anticipated. 

It is supposed that the sewer-air in its effect upon the 
health of human beings, aside from the germs of disease 
wliich may be floating therein, has a chemical action as <rf 
known poisons, whicb, though too weak to kill outright, 
may yet lower the tone of health, and thereby render the 
system favorable to the reception and development of die- 
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ease germs. It would be interesting to go into this matter 
of the germ theorj' of disease, at least so far as to indicate 
the extent and bearing of the facts which are considered to 
sustain it; but it is ibi-eign to the purpose of this work, aud 
the author cannot lay claim to having made any original 
investigations in this direction, bat would refer the reader 
to a paper by Prof. T, A. P. Barnard iu the published 
Heport of the American Public Health Association of New 
York, 1873. 

It is enough for our present purpose to know, that dilu- 
tion by fresh air, if it does not destroy the seeds of disease 
"brought by sewergas, whatever they may be, it has a 
tendency to iutemipt and render harmless their action on 
human organisms, providing tliat the sanitary surround- 
ings are otherwise rendered favorable. The currents of air 
■within the sewers, the control of which constitutes their effi- 
cient ventilation, are effected by the following forces or cir- 
cumstances : 

First.—Heat. — ^This is an impoi-tant element in all venti- 
lation, and owing to the intermittent introduction of hot and 
cold liquids into sewers, and the heat generated by decom- 
position, is extremely variable in its extent and effects, 
daily creating repeated expansions and condensations with 
the changing currents of air due to their action. The differ- 
ence of temperature between the external atmosphere and 
that within the sewers is a force always at work tending to 
effect this ventilation ; and if allowed free action, it will 
accomplish all that is needed. 

The following table, compiled from observations of Mr. 
Wra. Haywood, shows the mean temperature, Pahjenheit, 
in the London sewers. 
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From whicli it will tie obaerved that the temperature caa 
rarely be the Bame in the sewer as in the open air. Even 
in the spring of the year the variation in the temperatnre 
of the open air between day and night will be sufficient to 
produce air-currents, and for the entire year the avetage 
temperatiire of the sewer is above that of the external at- 
mosphere. 

Air increases in volume .00204 for every increase in 
temperature of 1° Fahr., and the openings in the sewer are 
the channels through whicli the warmer air by its increase 
in bulk tends to escape into the colder and heavier sur- 
roundings, or, under certain circumstances, local currents 
may take place in a reverse direction. 

Secoiid. — The ebb and flow of the sewage is constantly 
taking place, caused by the influx and withdi-awal of large 
volumes of waste water within the sewers, and has an effect 
on the air-currents, as tlie rise of the contents witliin tlie 
sewers must expel in some direction whatever air or gases 
previously occupied the space. 

Third. — The position of the outfall of the sewer rela- 
tively to the direction of the prevailing winds, afi'ects the 
currents within the sewer, as does also the level of the dis- 
charge, and whether the outlet is sealed or not by tlie rise 
of the tide, when the outlet is in a tidal basin. In the latter 
case, while tide-locked and during the flood-tide, the sewage 
continually jncreaeiug in quantity within the sewer, the con- 
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taiued gases will of course be expelled, and at ebb tide, as 
the sewer dischai^es, fresh air will be drawn into the sewer. 
Wind entering the mouth of the sewer is not objectionable 
where a natural ventilation such as we shall propose sub- 
sists, but it might interfere materially with any artificial 
metliod of Tentilation. As modifying the forces operating 
within a sewer, notice should be taken of the property 
known as the "law of diffusion," by which gases are dif- 
fused one within the other, having regard to their respective 
densities only so far as it affects the rapidity of this action ; 
tlie rate of diffusion between gases being inversely as the 
square root of their resiDective densities. By this law, light 
gases descend and heavy gases rise. Carbonic acid, the 
heaviest of known gases, is found in its normal proportion, 
as regards the constituents of the atmosphere, at the great- 
est height to which man has ever ascended. 

On gi-ades of steep inclination, and indeed to a certain 
extent on all slopes, the higher temperature of the sewer 
air above that of the external air, may promote the entrance 
of the latter at the lower points of the system and its escape 
at the upper, acting similarly to a chimney or vertical shaft, 
and governed by the same laws of pneumatics. The up- 
ward force or draft in a chimney lies in the difference in 
weight between the column of heated air io the shaft and a 
similar cohimn of the external air. If we ascertain the dif- 
ference in heiglit in feet between two columns of air of equal 
weight in communication with each other, one being heated 
and tlie other at tlie temperature of the atmosphere, the 
air will flow in tlie direction of the heated column with a 
velocity eqiial to that which a heavy body wUl acquire in 
falling freely through this difference in height between the 
two columns. Calling tliis difference (d), and this velocity 
in feet per second is expressed by » = V2d[/. Air incivases 
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■fin bulk jjjth part for each degree of increaBe in tempera- 
Ftnre. If we multiply the exj)ansion caused by 1° of heat 
by the number of degrees the temjjerature is raised (or 
the difference t— t' between the temperature of the two 
I columns), and by the height of the heated column {A) we 
I will have the value of tZ, or the difference of height in feet 
I laetween two columns of air of different densities but of 
I the same weight, or d = ^.00204 (t — t') = height of the 
I column of air which produces motion. Substituting this 
in the equation of velocity, we have velocity in feet per 
second, v = V'2p'A0.0U204(^ — t), and the pressure on a given 
aifa may be found by the propoi-tion it bears to a square 
foot, a cubic foot of air at 60 F. and bar. 30 being taken 
at 539 grains avoirdupois. If the shaft were one square 
foot in area, then the pressure would be (i— f)AO.O00157 
kin pounds. The whole of the above is purely theoretical, 
■and in practice a large allowance taust be made for con- 
traction of the fluid vein and frictional resistance — and this 
contraction cannot, as in the case of liquids, admit of direct 
, observation, 

■ The effort to ventilate sewers, either by special machines 
r-'OT chemical reagents, have been more conspicuous in the 
older cities of Europe, where the existence of narrow streets 
and mixed systems of small and large sewers render the 
imperfections of ventilation more obvious and more difficult 
to remedy. Of the efforts to remove foul gases from the 
sewer by exhaustion, that by means of fans driven by 
steam-power seemed to promise success (to its projectors), 
but on trial it has proved otherwise ; so also has the method 
by means of shafts with furnaces below. The attempt has 
been made to utilize tlie chimneys of manufactories to this 
end, but unsuccessfully ; also to lead all the products of 
combustion in dwellings and factories through the sewers 
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to large chimneys, and thus to draw off all the foul gases 
but all these eftbrts appear to have heen "based upon the 
erroneous supposition that the princii^les of mine ventila^ 
tion could be applicable to sewer ventilation, whereas the 
varying position and extent of openings in the biiinches 
may become so great that neither by the method of forcing 
or exhausting could power be had sufficient to effect ventilar 
tion hi sewers save at a very great erpense of fuel. Special 
pipes have been laid from the sewers up the external walla 
of buildings in hopes of effecting a natural ventilation, and 
a screw-ventilating apparatus has been affixed to pipes so 
placed witli a view to extract mechanically the gases within. 
It has been suggested to use the lamp-posts as ventilators, 
and also the street gas-posts — the combustion of the gas day 
and night, it was claimed, would effect ventilation. The 
ateam-jet has been proposed, fully tested, and abandoned. 
In all these examples, the proposers have lost eight of 
the enormous velocity which becomes necessary in one part 
of a system of sewers, in proximity to the power employed, 
in order that the velocity requisite for efficient ventilation 
Bhould be extended to the outer boundaries. For instance : 
The branches and laterals which supply the raain-sewers 
ramify into a net-work of small drains, ending in the waste- 
pipe from a dwelling. The combined area of these drains 
greatly exceed that of the main sewer into which their dis- 
charges finally empty. Were a ventilating shaft set up on 
the main-sewer at any point, wherein an upward draft was 
created by any method, either that of a furnace or a fan, 
in order to produce an efficient velocity of exhaust within 
it, so that a downward current should obtain in all the 
waste pipes of the dwellings communicating with the sewer, 
would require almost a hurricane within the latter ; and even 
this would prove inoperative at the waste-pipes, were an 
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accidental opening made in any branch, such as ■would 
occur during the progr^^ss of any repairs, or by the remov^ 
of a man-hole cover. And again, if this requisite velocity 
of air-current extended to the house-drains and pipes, all 
the water-traps, as at present arranged, would be in danger 
of becoming at once unsealed, in which case the interrup- 
tion to the action of the draft, by any accidental opening 
being made in the main, might result in the discharge of 
tlie gas within the dwelling by its superior levity. 

The failure of mechanical expedients to remove the gases 
after they were formed, led to the adoption of various 
chemical ingredients for their destruction, or to prevent 
their accumulation in the sewers. Carbide of iron has been 
recommended. Lime has been used and recommended, 
from its purifying effects in the manufacture of Llluminating 
gas. Chlorine-gas has been proposed by placing chloride 
of lime in trays for the evaporation and combination with 
sewer-gas. Sulphurous acid has been tried pretty exten- 
sively, but is now reported against. Charcoal placed in 
trays within the man-holes and renewed from time to time, 
has had quite a run in England, but is no longer recom- 
mended, save by the patentees of the contrivances for its 
use ; and the difficulty in the way of a practical supervision, 
and preservation in working order, of this as well as other 
chemical appliances, has led to their disuse, save under 
exceptionable circumstances, and would prove of little 
practical benefit in our cities. The use of the rain-water 
leaders from the roofs of houses has been long in use, and 
from its convenience and cheapness has been recommended 
as a sufficient means of ventilation ; but in heavy rain- 
storms, when the sewers are gorged, and the increased flow 
within them is backed into the house-drains, and ventila- 
tion is then most needed, it is then that their e 
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Tentilators fell, and unless at such times some other facility | 
is afforded for the escape of the gases elsewhere, there is J 
danger of their being forced into the dwellings. 

The conclusion to which we have arrived is, that while ' 
the furnaces, hlowers, exliaust-fans, steam-jets, and other , 
mechanical appliances, which, in ignorance of the natural 
processes going on within the sewers, have been proposed, 
triedj and abandoned, as also the various chemical pi-ep- 
arations to neuti'alize the poisons of decomposition, or to 
prevent their dangerous increase, have proved equally 
nnaatisfactory, the sewers will ventilate themselves by the 
simple expedient of constructing man-hole shafts on the 
street mains at intervals of not less than every 100 feet, and 
instead of a solid cover at the level of the street, close the 
opening of the man-hole by a cast-iron perforated cover or 
grating, and require tlie openings therein to be freed from 
ice and snow in the winter months, if the openings in the 
covers be made properly, as shown in Pig. 46-7, the refuse 
of the street traffic will not close them at other seasons. 
This and the connection of the waste-pipe from the dwielling 
being made without a trap of any kind, as also the rain- 
water leader from the roof being unti-apped, as sliown in 
Fig. 71, will enable the sewers to breathe and ventilate them- 
selves at all times.* 

An objection has been brought against this method 
which has some weight in the narrow streets and crowded 
tamble-down structures of the older countries ; that is. the 
sewer-gases being discharged by this method into the streets 
and at the house-tops, this proximity renders them liable 
to return through the open windows into the houses. Bear- 

■ It haa Ijeen incidentally noted eleewliere, that the unobstructed current 
of discharge from the waHte-pii)es of the houses becomee an important factor io 
pieeerving the seweia free from deposit. 
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ing in mind what has been said previously, that whatever 
ignorance may exist as to the nature of the means whereby 
diseaae is propagated by the oi^nic vapors of decomposi- 
tion in sewers, the one fact is indisputable, that dihdion hy 
f resit air deprims it of its noxious properties ; and if thp 
current of sewage within, and toward the outfall of the 
sewers, be maintained without interruption, as it may and 
shoald be, time will not be afforded for dangerous decom- 
position being set up in the sewers. 

Fresh sewage is not pleasant to the smell, but we have 
yet to learn that it ever did any hann in the open air ; and 
as to the sewer-gas from openings above the roof being 
likely to poison the air in the upper rooms of dwellings, 
we can only say that, if the upward currents from the 
sewers through the soil-pipe or leaders terminated beloio 
these windows, there might be some ground for the appre- 
hension ; but so far from this being the case, the dischai^e 
would or might be made to take place many feet above their 
level, and with an upward tendency, and a dilution and 
diffusion in proportion to the cube of the distance from the 
point of discharge. And finally, if the sewer-air be not 
allowed free escape into the street and above the roofs of 
the houses, but is shut up witliin the sewers, with a view to 
its being operated upon by mechanical or other expedients, 
it wiU be very likely at times to find its way, under pressure, 
either through leaky joints in the pipes or imperfect traps, 
into the bedrooms, with every convenience there for its 
active dissemination ; and further we believe that, in reality, 
the danger from the gas escaping from the sewers them- 
selves is so smaU compared with that which is generated 
in foul house-pipes, traps and drains, that if the cleans- 
ing and the ventilation of th'e latter be properly attended 
to, by timely flushing, under a judicious system of pm 
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well constructed, the danger fi-om the sewers themselves isl 
too remote to excite any undue apprehensions, although. 1 
the noxious vapors may still he called sewer-gas. If the 1 
little trouble of attending to this is considered as objection- 
able, it should he remembered that the system of sewering J 
and house-di-ainage is a hydi-aulic mackiTie, and like all 1 
other machines, requires at times an intelligent supervision. 

HOUSE-DRAINAGE. 

We come now to the end and purpose of all that lias J 
occupied ns in the preceding pages. The sewage whictLj 
was discliarged from the dwellings, was to be removed with I 
the least possible delay or inconvenience to the occupants ; 
and as we have shown that, hy tlie adoption of the water- 
carriage system, there was less apprehension than by any 
other mode, that, what once left the house could ever return 
to endanger eitiier life or healtli, so whatever tends to ])er- 
feet this system and render its working sure, is an object i 
to be attained. In the water-carriage system of sewers, ] 
that they may he efficient at all times, the smallest possible ] 
cross^dimensions were to be given them, consistent with the ] 
capacity which the sudden demand upon them at interval^, J 
during heavy storms, called for ; and in order that these ' 
minimum dimensions should prove efficacious, it was 
shown that the discharge of rain from the roofs, as also 
from the surface of yards, was counted on by their great 
velocity to induce or keep up, in the sewers, cuiTents towai'd 
their outfall greater than is usually estimated as possible, 
and at the same time contribute an additional volume to 
the sewer, not accounted for, if the flow of the latter were 
supplied from a single source at the head of the system. 

To effect this desirable purpose, it is important that the 
D leaders or conductor from the roofs, which contribute in 
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f storms their waters at a Iiigh velocity, as also the main ^^^| 

drain from the house, should, if possible, all enter the ^^^| 

sewer direct, without any retardation whatever to the ve- ^^^| 

locity of their discharge, by the interposition of valves, ^^H 

siplions, traps, or other artificial obstructions interposed ^^H 

to tlieir free flow. This serves one purpose, and if at ^^H 

any time the sewer wishes to "breathe" into the open air ^^^| 

through the soU-pipe, or rain-water leader, or man-hole ^^H 

' cover, no impediment should be interposed to its action. ^^H 

' This will efiect another purpose, and we regaid tbis free ^^H 

I communication with the sewer as tlie first requisite to a ^^^| 

proper house-drainage, and fortunately also to a proper ^^^| 

ventilation of the houae-di^ains. As previously hinted at ^^H 

under the head of ventilation, to one individual poisoned ^^H 

hy gas generated in the sewers of a pmper water-carriage ^^H 

system, tliere will be scores poisoned by the foul air i'rom ^^H 

, nnventilated house-drains and pipes. ^^H 

I "VVhUe the office of house-drains is to carry off all liquid ^^H 

I refuse, waste water, Etnd fsecal matter, it is not less their ^^H 

I duty to prevent the entrance of gas from the sewers into the ^^H 

houses, and also to provide a ready exit to the open air for ^^| 

all gases generated within the pipes tliemselves. Tliis three- ^^H 

fold function can only be realized by a praper attention to ^^H 

certain well-known principles attending the movement of ^^H 

gases, the practical working of which is readily understood ; ^^H 

and with these principles in view, there need be no difficulty ^^H 

in providing absolute safeguards agaujst the influx of gases ^^H 

formed either within the sewer or the drains of a house. ^^H 

It is scarcely necessary to say that in house-drainage ^^H 

good workmanship is tlie first essential. No cheap plum- ^^| 

hers should be employed. Fifty dollars saved in the plumb- ^^l 

ing of a house may be at the cost of a life. That such lias 

llfieiy^ lesult, pan be pretty clearly demonstrated from the ^^J 
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records of almost any Boaid of Health. The work of tS§ 
plumber is generally oat of sight, and therefore oat of mind. 
If cheaply and hastily done, it is certain after brief service 
to give way at some point hard to find, and most difficult 
to reach, from which the sewage will run to saturate the 
j>artitioaH, floors and ceilings to an incurable extent, con- 
verting into a pest-house the home which otherwise mi^t 
have been healtliy. The proper way to avoid this is to crai- 
Btnict at first in the most substantial manner all the plumb- 

' ing wf)rk of the house. Dminage-pipes should never fee 
buried beneath the floor of the cellar, nor should they be 
boilt in the walls above the cellar, when it is possible to 
carry them up through closets or in wooden casings. Cast- 
iron drain-pipes should always be used within the waDa. 
Between the house and the street sewer, stone-ware pipes 

I may be laid, but these must be well and carefully laid on 
a well-prepared foundation, and under no consideration 
should they be allowed to enter the house. Even if weU 
laid in cement, tiie best stone-ware pipes, full of cemest 

I joints as they must be, though buried beneath a cemented 
floor, are liable to, and frequently do after short use, ^ve 
off an amount of stench that can be easily perceived and is 

■ very offensive in the lower part of the tenement. Lead soil- 
pipes are equally objectionable, being easily perforated by 
the careless driving of a nail or by the teeth of vagrant rata, 
and liable to be broken by their own weight when perpen- 
dicularly erected to anj great height. Many sanitary engi- 
neers give lead pipes preference over iron. This is a great 

. mistake, as practical experience in this country has fully 
demonstrated. It has been found that the objection urged 
against the latter — that they are liable to rust out from the 
inside — is invalid, since they soon become coated with a 
greasy film which entirely prevents corrosion. 
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of the iron pipes must be thoroughly caulked with lead, 
and not, as is frequently done by many of our plumbers, 
with sand and putty. Such joints should never be made. 
The same is true of mortar or cement, which are, if any- 
thing, worse than no joints at all, as contributing to a mis- 1 
taken sense of secm'ity. While cement is a very proper i 
material for the joints of stone-ware pipe, its action under j 
changes of temperature being different from tliat of iron, it 
naay crack and crumble, leaving the joint pai-tially open, 
and to that extent pervious to both gases and liquids. A ' 
proper and safe joint between lead and iron pipes, may be 
made in two ways. The first is by means of a tinned bi'ass 
ferule. The taper end of the ferule is slipped into the end 
of the lead pipe and soldei-ed to it. The otlier end (which 
when the junction is between a small lead pipe and a larger 
one of cast-iron, is pi-ovided with a flange) is dropped into j 
the iron piiie, and secured in place by a lead caulked joint. 
Another method equally good if properly done, is by the 
use of an iron ring. Tliis ring is slipped on the lead pipe, 
and the latter then turned over it. Thus reinforced, it is 
slipped into the hub of the iron pipe and caulked as usual 
with lead. These methods are safe and durable, and will 
outlast the pijje itself 

The most important part of the whole system of the 
drainage of a house is to carry the soil-pipe of a uniform 
size direct fi-om the cellar with an opening above the roof. 
This is not to be omitted under any circumstances in the 
construction of a new building, and will generally be found 
in itself a remedy where difficulty is encountered from the 
escape of sewer-gases in houses already constructed. The 
object of this pipe is to afford a means of conveying the 
vapors from the sewer through the house to the open air 
above, where they are readily dissipated, f iTiio it 
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for distribution throngli tlie different apartments wlienever 
a defective joint or an inefficient traj) may give the oppor- 
tunity for their escape. Into tliis soil-pipe will ran all waBte- 
pipes from closets, basing, sinks and tabs. No cue of these 
waste-pipea must be allowed to empty into another, but 
each should have its separate connection with the soil-pipe. 
Where more convenient, basins or sink wastes may be 
allowed to dischai^ into the lower part of the trap of the 
water-closet, provided proper traps are used at their upper 
ends with vents from the top of these traps to tlie open air, 
:l>ut not otherwise. 

The question of the proper number and location of traps 
is one about which there is much difference of opinion. Too 
many traps are worse than none at all. The placing of a, 
trap at the front wall of a house where the soil-pipe leaves 
the cellar — a practice recommended by most plumbers in 
all cases, no matter wliat the plumbing arrangements above 
may be — is the cause of absolute danger unless the soil- 
pipe be ventilated between such trap and tlie basin, sink, 
or closet connection nearest to it. The reason is evident. 
Suppose Pig. 72 to represent in part the drain-pipes of 
a house, with a trap T, which should always be out- 
side, at the point where the waste-pipe leaves the cellar. 
The pipes are filled with foul gases, emanating fi'om the 
sewage which flows through them of the same character 
as the gases of the sewers. When the water is liberated 
from the closet above, for the first few feet of its descent it 
forms a nearly solid piston which forces a quick escape of 
the contents of the pipe below, which will escape at the 
point where there is the least resistance. This of course will 
be through the small traps and light water-seal under the 
wash-basin and kitchen-sink, these being more easily forced 
than the large body of water in the trap at T; and i 
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coDBequence the sewcr-gaaes are belched into the sleeping 
and living apartments every time the water-closet is used. 
Unless the soil-pipe is continued to the roof — a precaution 
bat seldom taken — a similar effect will be produced by an 
expansion of the air in the pipes from an increased tempera^ 
tore. Some plumbers attempt to avoid this difficulty by 
placing vent-pipes at t!ie top of the small traps, at a (not 
shown). Tills will not always answer, as the vent that can 
be thus given is too small to admit of an escape sufficiently 
rapid to perserve the water-seal, A trap T at the outlet of 
the soil-pijfe would thus demand a ventilating pipe as V, 
and tliis of the size of the soil-pipe and extending above 
the roof. But if, on the contrary, the pressure from the 
sewer should, from causes liable to occur, be great enough 
to force the trap T, unless the soil-pipe S also be extended 
to the roof, any imperfectly sealed trap, or other defect in 
the plumbing, will give a ready access to the house of sewer- 
gas unless the trap ^were also vented at the lower elbow 
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^^B| well as the upper. If tlie house-drain D, however, be- 
^^nmes closed by the accunmlatioii of sewage in the street 
sewers, the extensiun of the soil-pipe to the roof alone can- 
not be relied upon to relieve tlie smaller traps from being 
forced, and tlie necessity for venting all traps into a separate 
ventilating pipe wliich extends to the roof becomes neces- 
sary, aa the only measure of absolute safety. It is shown in 
the case of Fig. 72, that unless by a vent-pipe F carried from 
above the trap T to the external air (and the only availahle 
termination of such a pipe would be at the roof ), there is 
al ways danger of some of the smaller traps being forced ; 
in order to avoid this, and to meet the case just cited 
of the house-drain being sealed at ihe street sewer, 
a ventilation entirely inde])endent of that afforded by the 
soil-pipe becomes necessary, and will be attended t>y le^ 
expense than would the double pijje F, This propc^ed 
arrangement is shown in Fig. 71. wlierein every trap has a 
vent-pipe connecting with an independent ventilating tube 
V, of the same size as the soil-pipe 8, extending from the 
lowest trap to the roof. By adopting the metliod shown 
in Fig. 71, and ordinary care being exercised by the plum- 
ber in tlie si*lection of materials, and good workmanship, 
complete immunity from the iniwads of sewer-gaa 
be liad. 

It has been objected to this method of allowing a 
passage for tlie sewer-air tlu'ough the main soil-pipe of *■ 
house, that dispensing with a water-trap at the lower part 
of the house-drain permits of the leakage of sewer-gas at 
such points as may be defective, which the higher ti?mpera- 
ture of the house facilitates. Tliis is true ; but the same 
imperfect supervision which would permit such inferior 
materials and workmanship in house-plumbing, could not 
be guarded against by the introduction of a water-trap 
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an absolute means of safety against neglect ; for it is well 
known tliat no snch trap can be relied npon as efficient 
under all circnmstancres ; and if the pipes leaked, however 
perfect tLe trap, gas would enter the house. Every year or 
so, the plumbing of a house should be caa-efully inspected, 
and such inspection, ii^tead of being considered as ren- 
dered necessary by possible defects in the plumbing, should 
be regarded as the only means for establishing an intelli- 
gent confidence in the safety of our surroundings ; and the 
custom once established of such inspection, would do much 
towards diminishiDg the amount of cheap work. The stu- 
dent is referred for valuable hints on this subject to "De- 
fects of House Drainage and their Remedies," by Edward 
S. Philbrick, Civil Engineer, Boston. 

The acknowledged imperfections existing \n the ordi- 
nary house-di'aius, and the readiness with which individuals 
are induced to try new expedients to secure immunity from 
the effects of sewer-gas, ■promding they are attended icith 
no increased eapense, has tended to bring forward a good 
many schemes for improvement in house-plumbing, which 
further experience has laid aside as of little value. There 
is one, however, the fallacy of which we feel called upon 
to notice, as its use we think may be attended with danger, 
and the arguments in support of it are so plausibly given, 
as to be calculated to mislead, though we are well assured 
that the proposer of the scheme has no personal interest in 
its general adoption. It will be found in Appleton's New 
York Medical Joimial for April 1879, under "Sewer-Gas 
in Houses," illustrated (one of which illustrations we give 
in Pig. 73), as having been successfully adopted by its 
designer and others who have been led to adopt it. 

The method consists in establishing an upward current 
through the soil-pipe by a ventilating cowl above the roof, 
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and dispensing with all independent ventilation of the trap& 
requires the draft /rom the rooms wherein any waste-pipes 
or closets are placed, through the waste and soil pipes into 
the open air above the roof ; the supply to this draft being 
obtained from an open stand-pipe in the cellar as shown in 
Pig. 73, claiming, as will be seen, that by this method, aU 
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danger from the air in the house-pipes entering the rooma j 
is completely obviated, and the direction of the current ( 
reversed to one from the rooms into the soil-pipe in all 
cases. If this were so, and a strong upward draft through 
the soil-pipe insured at all times, the problem would be 
solved, and notliiug further need be soiight in this direc- 
tion. But no ventalating cowl yet devised will insure such 
action. Nothing leas than an exhaust fan driven by some 
power less variable than tliat derived irom atmospheric 
currents, and tlius whoUy unsuited to private houses, would 
insure such a draft. We do not question that, under cer- 
tain favorable circumstances, this system may in part have 
worked well, but pi-aetically it will be found to be unre- 
liable. To illustrate its uncertainty by a single example : 

Whenever the street sewer, after running with a small 
flow of sewage, is suddenly gorged to nearly overflowing, 
as would result from a heavy rain-storm, a current of 
air is driven into the house-pipes by the pressure in the 
sewers at the same time when, from atmospheric condi- 
tions, a current may have been established from the exter- 
nal air down the soil-pipe — a by no means unlikely contin- 
gency. These combined pressures, if they do not force the 
small traps of the closets, wiU force the ah- from the soil- 
pipes into the house at the time the closets are being used. 
And again, when the street^sewer, after such gorging, rap- 
idly discharges its contents, a reverse downward current is 
induced in the house-drain and soil-pipes, when, if the 
traps are without independent ventilation, they wiU become 
tmsealed, and thus open to the foul emanations from the 
house-pipes until such time as the upward force of the 
ventilating cowl shall have obtained the masteiy of the 
draft. It win be observed that this system holds to the 
"belief, which we have elsewhere expressed, that the foul- 
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Fig. 74. 



I ness adhering to the liouse-pipes is, in general, a more 

' fruitful source of miscliief tban is the sewage running in the 
Btreet-sewers. Nothing will meet the difficulty of preserv- 
ing the house free from these gases, whether from the sewer 
or the drain-pipes, so satisfactorily as the method pre- 

I vioualy pointed out in Pig. 71. 

Traps must always be placed under and as close as poa- 
sible to every sink, basin, tub and ordinary water-closet 
For the water-closet, traps 
should be used having an 
inch and a half seal — that is, 

\ the water in the traps should 
rise an inch and a half above 

the lowest bend in the upper side. Running traps, such as 
Fig. 74, for basins, sinks and tubs are unsafe, and should 
never "be used without a vent-pipe from their highest point 
to the open air or ventilating pipe. Without this they 
are liable to be siphoned out when used unless extraor- 

[dinary care be observed. They are also liable to be un- 
sealed by any disturbance in the soil-pipes toward which 
they empty.* The insecurity of these traps may be easily 
E 
: 



* It houBe-dralDB lun full, tbe^ are liuble to drain tlie Irape ebore tbem, 
nnleBB eflpeniallf ventilated, from the effect of what is called " indnced cur- 
Tlie fuUowiDg oxperitnent will IlloHtrate it, from Ehrbaii)(s' HjdrAulics. 
reservoir A diacbarge its water by a pipe B, the level of tbe water 
being 33 inches above the outlet of B, tbe diameter of the latter pipe being 
1^ incheB and ila lengtb 5 inches ; a tube C being connected with it two-thiids 
of an inch from the reservoir and 
descending into a vesxel of water 
D, the iovel of the water In the 
latter being 22 inches below that 
in the tube B. When the wMer 
from A flowed through B, iw 
efieat after exhausting the air in 
the cm^ed bend, was to emplj 
the water-pan B by means CcT • 
current induced in C by the action 
of the running' water through B. 
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shown. Take an ordinary inch or larger iead pii*, bend ] 
it in the shape of a mnning trap, and enlarge the upper end f 
to represent a small bowl. Fill the trap with water, as ] 
represented at W. Fig. 75. Pour in a tumblerful of water | 
quickly at the top. and when it has run off at the bottom, , 
it wiU be found to have carried with it about one-half the I 
water from the trap, which will tfius be left unsealed. Tiiis 
trap may be made safe by aflSxing a ventilating pipe from ^ 
the upper part of the bend at V to the external air or venti- 
lating tube. A trap that cannot be siphoned may be had J 



I 



M 



for about the same cost as the running trap, which it should 
entirely siipersede for all purposes of house-drainage when 
water only is to be disposed of. (See Fig. 76.) In this the 
column of water is broken, and it is not possible to unseal 
it, but it is somewhat open to the objection of retaining 
fiecal matter, and therefore is used preferably on water 
wastes. All water-traps are more or less unreliable from 
the fact that, under very slight pressure, they permit of the 
absorption of gas below, and long before arriving at the 
point of saturation give otFthe gas from the surface above. 
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Safes (which are shallow metal pans to collect any 
leakage), under basins or closets, if the plumbing is well 
constructed, are useless and liad better be omitted. If the 
work has been done in such a defective manner as to require 
the protection of a safe, accompanying the job will proba- 
bly be found a drain-pipe frora the safe connecting directly 
with the soil-pipe below the basm trap, forming a convenient 
channel to conduct the sewer-gases around the water-seal 
to the bed-chambers. Traps, if constructed in these small 
safe-drains, are of no use; they will be siphoned out or 
their contents will evaporate as often as they are filled. If 
these safes are insisted upon, they should be drained to the 
kitchen sink, thus avoiding all possibility of being made a 
conduit for noxious odors, and at the same time emp^ring 
where their discharge would quickest give warning of a 
defect in the water-pipes above. 

Most writers condemn the practice of putting wash- 
basins in sleeping apartments, or even in dressing-rooma 
joining tlie bed-chamber, it being claimed that the chancea 
of imperfect work are too great, even in the best-constructed 
dwellings, to admit of their being so placed with safety. 
We entirely disagree with these authorities. There is no 
difficulty in so sealing and ventilating drains, basins, and 
even closets, by the adoption of the independent ventilating 
pipe shown in Pig. 71, that there will be not the slightest 
danger of any noxious gases escaping from them. WitU 
ordinary care in arrangement and workmanship, and the 
exercise of a moderately intelligent supervision, all posa- 
bility of danger may be avoided, and tlie necessity tot 
depriving ourselves of any of the "modem convemaioes" 
connected with house-biulding entirely obviated. 

Ordinarily an entire dwelling above the basement is pro- 
tected from the gases from the sewers only by a trap 
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tlie water-cloBet and a trap in the aoil-pipe near its outlet 
into the houBe-drain. Should the water-seal in either of 
these ti-aps become broken by any means (and it is liable 
to from numerous causes) the cuiTent from the sewers will 
be direct into the sleeping rooms, or wherever there may be 
a bowl, basin or sink. The passage of sewer-gas as it bub- 
bles through this trap from the pressure in the sewers may ' 
be frequently heard in all houses drained in this manner, < 
and of the insufficiency of the outlet^trap we have already 
referred. 

In the drainage of a house properly constructed, 
represented in Fig, 71, the pipes i-unning to the top of the ' 
house affoi-d ready eseajie for all sewer-gases, entirely 
relieving from pressure all the traps and the various parts 
of the drainage througliout the building, and furnishes air 
behind sudden discliai^es of water from the closets for the 
prevention of siphonage. Each basin, closet, tub and sink 
has its trap close to the opening, with an independent waste- 
pipe to the main soil-pipe. Thus the flow from no one 
^JUBte-pipe can interfere with the trap of another. 

A matter of the greatest importance is the selection of a 
proper water-closet. It has become the fasliion among all 
sanitary writers to condemn as utterly unfit for use the 
"Bartholomew" or ordinary pan-closet at present so gen- 
erally in vogue. It is ceilainly not the best form of closet 
either for cleanliness or convenience ; but it was far in 
advance of anything preceding it, and is still a very good 
appamtiis if kept in proper repair and condition. It is 
preferable for in-door use to the hopper closet, notwith- 
standing the statements of many theoretical writers to the 
contrary. Thousands, probably hundreds of thousands of 
houses are supplied with closets of this pattern, which have 
been in use for many years, requiring meantime but slight 
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[ repairs, and entirely fiillilliug the purpose for which Qiey 

were intended. Nevertheless, now that closets of a superior 

I pattern can be obtained, the "Bartholomew" is not recom- 

I TQended for use in first-class dwellings ; and even in honees 




where it has been long in use, the substitution of a modem 
closet in its stead will be found of the greatest benefit. For 
tenementrhouse use, hopper closets in an out-door buitding 
are recommended, from their simplicity. Care must be 

' taken in their arrangement, however, to place their supply- 
pipes below the reach of the frost. 

For in-door use, this closet can be made comparatively 
inodorous by ventilating the bowl, just below the seat 
(which should be provided witli a close cover), through a 

' flue to the chimney, and providing appliances for flnshii^ 
it freely and rapidly. All this, however, may make the 

I cost abont equal to that of the more approved closet of 

' modem construction, and entirely overcome the only argu- 
ment in its favor, namely, that of cheapness. 

The objection to the pan closet or Bartholomew hereto- 
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Fig. 78, 



fore spoken of, may be seen by a glance at the Pig. 78. It 
is simply that the large iron receiver It below the bowl, nfter ] 
short use getting fouled, 
becomes the source as 
well as the receptacle of 
offensive gases, wliich, 
every time the pan is 
lowered and the water 
therein aUowed to de- 
scend, are forced into the 
room above, Tliia foul- 
ness, by the adhesion of 
feecal matter, becomes so 
great by long neglect at 
times, as to prevent the 
proper opening of the 
pan P, and recourse is 




, Crockery Bowl. S 
opcD. TliD doited 
position, ta&iil WBl 



T, Trap llUed v 

burning out" for its re- 



had to what the plumbers caU ' 
naoval. It may be said, however, that this objection exists 
to a greater or less extent in all closets that require a trap 
below the upxwr water-seal. This is undoubtedly so ; and 
hence the preference given to a closet that is perfectly sealed 
without a trap, from which every particle of foul air or 
aewer-gas is immediately drawn downward by the descend- 
ing water whenever the closet is used. This receiver _ft in the 
pan-closet is beyond reach— indi^d, its presence is unknown 
to the majority of honaekeeiwrs — and therefore it escapes 
the frequent cleansing which it should receive. In addition 
to this objection, the gearing by which the valve is worked 1 
is complicated and eaeUy disarranged, while the necessary ' 
apertures for its working afford means for the escape of 
noxious gases from the interior of the closet. 

Notwithstanding these apparently vital defects in this 
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form of closet, we have for twenty years past resided in a 
house provided with none other, and while some form of 
zymotic disease presumably derived from sewer-gas has 
appeared in the neighborhood, our premises Itave not been 
invaded. An evidence, so far as it goes, in support of 
the opinion given under the head of Ventilation, that the 
danger to be apprehended from poisoning from sewer-gas, 
derived from the sewer itself, is not very much to be appre- 
hended, and tliat the foulness gathered in the house-drains 
will not be likely to generate the disease germs, whatever 
they may be, but will furnish the pabulum upon which, 
if they are living organisms, they feed and flourish. In 
other words, an inferior pattern of water-closet may be suf- 
ficiently safe against the danger of importing disease from 
■without, or favoring its generation within ; but disease once 
witliiu your house, such form of closet might prove a 
powerful machine for its extension among the inmates. 

The "Jennings closet" has heretofore been considered 
as the best form of closet in use, but a late report from the 
Board of Health of Brooklyn condemns it as possessing but 
few advantages over those of the pan-closet, and considers 
that it has several faults from which the pan-closet is free, 
and recommends the Pearson's Twin Basin closet as prefer- 
able in every way to the Jennings or any closet now in use. 
So rapid do improvements appear in everything connected 
with sanitary appliances, that we believe the objections to 
the "Jennings closet" have been removed since the date 
of that report, and the "Jennings New Trapless Closet," so 
far as we can judge from its theoretical principles, leaves 
little to be desired in point of offering proper security from 
sewer-gas, and in our opinion is no way inferior to the twin 
closet of Pearson. Both are Uapped within themselves, 
and are operated by a plunger with . 
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and the macMneiy, to appearance, less likely to get out | 
of order than that of the pan-closet, and neither of them 
offer any oppoitunity for excrement to lodge above the 
water-seal. Both of these closets are of English manufac- 
ture, but neither of them i)referable to a latt' Boston-made 
closet by J. Zaue & Co., which is also trapjjed within itself, - 
and the overflow regulated by a simple ball-cock and 
operated by solid plunger. So far as witnessing the opera- 
tions of all these closets and examining their principles of 
construction would enable one to judge of their merits, we 
think that the preference is due to the Zane closet ; but in 
this matter, nothing short of a continued use of these uten- 
sils by an intelligent individual who understands the pur- 
pose and aim of the various contiivances used, and tlieh' 
bearing upon the end in view, viz., absolute immunity from 
gases generated in the sewer or the house-pipes being 
allowed access to the rooms of the house, can justify a 
decision that in all points of excellence either one of these 
three is decidedly superior to all others. 

The soil-pipe in all plumbing-work shoidd be of iron 
with caulked lead joints, and no T-branch* should he al- 
lowed in any place, but always a Y-branch, and it is better 
to continue this cast-iron pipe to the street-sewer rather 
.than use any "crockery pipes" about the house-plumbing. 



* Qnantities of T-pipe, Fig. 79. are to bo eaen amoag plnmbera' aupplies, 

iudicating » large use of thia dist^ription of junction, pnrticu- 

rig. 79< jjj[y gf Htone-ware pipe, but their nee ander any circumstancoH 

Slikoly toariso, wliether within the houseoronalineof BBweca, 
ia to be condemned, BB tending to tbe fonna- 
~Tl tion of depoaita through tho eddies produced 

JJ by the meeting of right-nnglwd currents. 

Tliere la always one direction, ami but one, 
a proper acouring action by the current of 



Fig. BO. 



■which will 

the liquid, and tho junction should always be made 
in Pig- 80. 
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This pipe should not be less than 4" diameter. It is need- 
less to state inclinations at which pipes are said to keep 
themselves clean ; no fall without a sufficiency of water will 
do this ; all the fall which can he had, with a uniform rate 
of inclinatiou, without sags or bends, should be given to 
the, 80il-pii»e, and if this fall is too slight, it must be assisted 
by repeated flushings. 

In reference to the above, we quote from Mr. Philbrick 
as follows : " A frequent mistake is made in laying the large 
sized pipes for drains, arising from the notion that small 
pipes are more likely to be choked. The fact is. that all 
increase of size above the requirements of capacity is an 
actual injury, by diminishing the scouring power of the 
current ; so that, if laid with a fall of two or more in a hmi- 
dred feet of length, a four-inch pijie is better than a larger 
one for a house-di-ain used by some fifty persons, because 
with this limited flow the small one would scour better than 
the larger one. If rain-water is admitted from the roof, 
either for convenience or flushing, a larger size is perhaps 
needed, but six inches is ample even then for an ordinary 
house-roof. If the fall is less than two per hundred, flush- 
ing may be needed. As such drains seldom run half-full, 
they cannot be relied upon as self-cleansing, unless laid 
with the rate of slope of say two per hundred for foor-inch 
drains, or one and a half per hundred for six-inch drains. 
For hotels and large establishments containing many re- 
ceptacles for sewage and many branch-drains, a eix-tuch 
pipe would be ample iinless rain-water be admitted from 
extensive roof-surfaces. In this case the size of the drain 
is governed, first, by its rate of fall, which is generally 
limited by local topography ; and second, by the size of 

the roof to be drained Ignoring the volume of 

, sewage as comparatively insignificant, the 
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"becomes a question of hydraulics, and reference must be 
liad to the governing elements and well-known physical 
laws thence computing the required size." 

A grease-trap should interpose between the kitchen sink 
and the house-drain to arrest the grease which, condensing 
in the soil-pipe or house-drain, will i-eadily close it. This 
is a fruitfTil source of trouble, particularly in pipes with 
slight iaUs. It is remedied hy the use of a grease-trap, 
which should be placed below the kitchen sink and con- 
sists of a covered stone-ware basin, circular in plan, about 
16" in diameter and 16" high, with inlet-pipe near the top, 
and the outlet-pipe turned down to within six inches of the 
bottom, forming a water-trap, above whicli the grease floats 
and the waste water drains off from below. The only ob- 
jection to this is the suspicion of sewer-gas returning into 
the house by the inlet^pipe ; but if ordinary care is taken 
to insure the basin being half full of water, whicli directly 
under the kitchen sink cannot be very troublesome to effect, 
will prevent any difficulty from sewer-gas. No other 
than from the sink sliould be allowed to enter the grease- 
trap. 

For the drainage of gardens and yards, a catch-basin or 
auk is used, which is a small water-tight basin, and may 
. "be built of brick, but is better of stone-ware, and covered 
"by a, st»ne curb with a circular opening, into which fits a 
strainer or grating of stone-ware or metal, which may be 
removed for cleaning out the deposit which collects from the 
yard. If the smk be of stone-ware, the siphon-trap forms 
a part of it as shown in Fig. 81, otherwise a siphon-trap is 
liuilt into the brickwork and connected with the house- 
drain by a branch which unites with the roof-leader. AstO' 
whether the main drain passes under the foundation wall, 
or through it, is a matter of no moment ; iu either case the 
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r necessity for preventing any settlement injuring the pipe, 

I as also of properly securing it against derangement of any 

kind, is obvious, and tbe means for effecting it, equally so. 




Fig. 67. 



It is desirable that it should not be buried below the cellai 
floor, but be carried against some of the side walls of the 
house, to which it is not unfrequently attached by iron 
hooks. If the pipe be of lead, which by the way is every 
way inferior to a properly-caulked ii'on pipe, this method 
of attachment is very insecure, and in any event it should 
be laid upon a properly-supported shell' to Insure uniform 
support, and be carried up through the various stories of 
the house in a casing to which ready access may be had. 

The house-drains will connect with brick sewers at about 
the level of the ordijiary flow of the sewage, and with pipe 
sewers at about half their height above the invert or bottom. 

We have confined ourselves to exhibiting principles of 
house-drainage and plumbing rather than the practice ; the 
latter is very varied with probably equal chances of a good 
result, and the reader is referred for copious details to a 
late work on "House Drainage and Water Service^^ 
James C. Bayles of New York. 
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MAIN-DRAINAGE OF LONDON, FROM A PAPER TO THE INSTI- 
TUTION OF CIVIL ENUINEEHS. BY THE CONSTRUCTING ENGI- ■ 
NEER SIR JOSETH BAZELGETTE. 

THE object sought to be attained in the execation of the 
drainage-work, was the interception of the sewage (as 
far as practicable by gravitation), together witli so much of 
the rainfe,!! mixed with it as could be reasonably dealt with, 
BO as to divert it from the river, near London ; the subetita- 
tion of a constant, instead of an intermittent flow in the 
sewers ; the abolition of stagnant and tide-locked sewers, 
with their conseciuent accumulations of deposit ; and the 
provision of deep and improved outfalls for the extension 
of sewerage into districts previously, for want of such out- 
fhJls, imperfectly di-ained. 

According to the system which it was sought to improve, 
the London Main Sewers fell into the valley of the Thames, 
and most of them, passing under the low grounds on the 
margin of the river before they reached it, discharged their 
contents into that river at or about the level, and at the 
time of low water only. As the tide rose it closed the out- 
lets, and ponded back the sewage flowing from the high 
grounds ; this accumulated in the low-lying portions of the 
sewers, where it remained stagnant in many cases for eigh- 
teen out of every twenty-four hours.* During that period 
the heavier ingredients wece deposited, and from day to day 
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I accumulated in the sewers ; besides whicli, in times of heavy 
and long-contiuued i-ains, and more particularly when tlies*f 
I occurred at the time of higli water in tlie river, the closed 
I eewei-s were unable to store the increased volume of sewage, 
which then rose through the house-diaius and flooded the 
I "basements of the houses. 

The effect upon the Thames of thus discharging the 
sewage into it at the time of low water, was most injuriooB, 
because not only was it carried by the rising tide up the 
river, to be bi-ouglit back to London by the following ebb- 
I tide, there to mix with each day's fresh supply,— the pro- 
1 gress of many days' accumulation towards the sea bei^ 
almost impercejitible, — but the volume of the pure water 
in the river, being at that time at its minimum, rendered 
it quite incapable of diluting and disinfecting such vast | 
masses of sewage. ; 

In the system now adopted, it has been sought to remove 
these evils by the construction of new lines of sewers, laid 
at right angles to the existing sewers, and a litUe below their 
levels, so as to intercept theh- contents, and convey them to 
an outfall 14 miles below London Bridge. As large a pro- 
portion of the sewage as practicable is by this means carried 
away by gravitation, and for the remainder a constant dis- 
charge is effected by pumping. At the outlets, the sewage 
is delivered into reservoirs situate on the banks of the 
Thames, and placed at such a level as will enable them to 
discliarge into the river at or about the time of high water. 
By this arrangement, the sewage is not only at once diluted 
by the large volume of water in the Thames at high water, 
but is also carried by the ebb tide to a jiomt in the river 
26 miles below London Bridge, and its return by the follow- 
ing flood-tide, within the metropolitan area, is effectually 
prevented. 
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At the threshold of any inqimy into this subject, the ' 
Ibllowiag important points required to be solved : 

1st At what point and state of the tide van the sewage 
"be discharged into the rirer so as not to return within the 
iBore densely iuliabited portions of the metropolis ) 

2d. What is the minimum fail which should be fpy^ i 
to the intercepting sewers J 

3d. ^Vhat is the quantity of sewage to be intercepted, 
and doeB it i)ags off in a uniform flow at all hoiits of the 
day and night, or in what manner t 

4th. Is the rain^l to be nii:fed with the sewage, in what 
manner and quantities does it flow into the sewers, and is it 
also to be carried off in the intercepting sewers, or how ta it 
to be provided for { 

5th. Having r^3.rd to all these points, how are the rfies of ' 
the intercepting and main-drainage sewers to bt* detcrmimil I 

6th. "What descriptions of jjumpingH^iiginffl and of 
pumps are best suited for lifting the sewage of London 
at the pumping stations S 

The jwsition of the outfalls and "the time of discharge 
into the river were arrived at in the mode describe in tho 
following extract from the Report of tlie late Mr. Uobert 
Stephenson and Sir WUliam Cubitt, whcrL'in they give i 
"brief summary of a series of experimenta made upon this ' 
subject ; 

" On the IBth of July, 1851, a flont waa put Into the centra of tho rlvot 
opposite Barking Creek tno hours alter high water. ThU tlinn WAi ohoMin, 
because it was fonnd that sewage diacliargeil into tlio rivor two Imiirs \tetoiv 
high water arrived at about the aame point abovu Barhiug (.'riick as «ewR)to 
discharged two hoars »fter high water did by the neit flood tide. At hiw water 
the float reached llf milea below that point, and rotnmed with tho next flood 
tide to 1 mile above it, having gone 12} tuitus that flood, It being thL-n the 
period of spring tides. 

" Afl tlie neaps came on, the float Kontinaed to work lower down at aaoli 
succeeding high water, and bj the 34th of Jnly it wna 18 mllua liulow Burkina 
Creek at high water, having gone down the river \i miles during tho falling 
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off of spring tides to neap tldet). As the floods again became sttmiger, it wvM 
u]) the rivur eacU Bucctrtiing tide until tlic 39111 July, wlieu it again camowidiiii 
miles below Biirkiug Creek at high water, bbving worked up the rivet B mitn 
from high water neap lidus \aj high water spring tides, the eiceas of the ebbs 
over the floods being only 5 milea in fourteen daye." 

"Another eiperimeiit was tried ut tiie same place on the 0th of Angnst, 
JMl, It being then lowest neaps, and the float being put down two hoars iftst 
high water. It worked up each succeeding high water till top eprings on ih« 
12lli of August, when it reached 0| miles ubuvii Barking Creek at high water. 
The float then again worked down the river, till the 30th of August, 9] milM 
below Barking Creek, being a distanire of 16 miles during the falling off of 
apring lidun U> neap tides. The excess of eblis over the floods wonld In this 
case have been about T mites in fourteen days. The wind and other cbomb 
woutd vary the result, but It may be roughly uaeamed, that a subnuiw in 
f iipipauion works up the river about 1 mile a day at each hijih water u tb« 
naibl|B ■trengthcn, and down the river 2 miles a iln; as they fall o£" 

The main object was, of course, to determine how near 
to London the sewage could be discharged into the river, 
at or near high water, without finding its way back again 
to the inhabited parts of the town. The experiments proved 
that it was essential to go as far as Barking Creek ; and 
also, as regards the level of the discharge, they demon- 
Btrated tliat it ehould take place at or as near high watCT 
as practicable. » 

Now, although it is desirable to fi.x the place of dis- 
charge as far below the metropolis as possible, it will be 
foimd that a practical limit to this point is imposed on the 
north side of the river, by the advantages gained from a 
discharge by gravitation, and by the necessity of maintain- 
ing a sufficient fall in the sewers ; and on the south side, 
in order to preserve as a safety outlet a discharge into the 
river at low water by gravitation, in case of accident to the 
pumps, as well as during excessive floods. 

As regards the time of discharge, it is demonstrated "by 
the same series of experiments that — 

" The delivery of the sewage at high water into the river at any point is , 
equivalent to its discharge at low water at a point 12 miles lower down the ■ 
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tItbt ; therefore the constniction of 13 uules of eewer ie saved by d 
ihe sewage at high insteaii of low water," 

As to the velocity of flow and the minimum fall, thongll 
it is necessary to economize the fall of the aewera in order to 
save pumping, yet a sufficient velocity of flow to prevent 
deposit must at the same time be maintained, and the qua 
tiou — What is a sufficient flow? must be determined. 

Upon this point Mr. Wicksteed, In his Report upon t 
Drainage of Leicester, states : 

"From eiperimentB made by me with Rreat. care, I find that with abotto 
Telocity of 16 inches per Hecond only (or O.BO mile per hoar) heavy pieces of I 
brick, Htone, etc., will be removed, and that with a velocity of 31J inches (<»■ 1 
L34 mile pec hour), even iron borinj^s and heavy slag will be removed. Th^J 
ibove minimum velocity will therefore be sufficient." 

Mr. Beardmore, in his work on Hydraulics, states (p. fi 
that " a velocity of 150 feet per minute (or If mile per hou; 
tfill genei-ally prevent deposits in pipes and sewers." 

Mr. John Phillips states (see First Report of 8anita 
Commission, 1847, p. 177) : 

" Frum ottaervation and experiment, 1 find that it requires a couBtant M 
velocity of ciirrenl to be running thtongh the sewers equal to abont 2J feet 
per second, or abop.t 1| mile per hoar, to prevent the soil from depositing ' 
within them." 

Professor Robison, in his " Theory of Rivers," states, at 
page 465, that — 

" We U'BTu from observation, that a, velocity of 3 Inches per second at t 
bottom will just begin to work np fine clay fit for pottery, and however fii^ 
and compaut it may be. it will tear up." 

" A velocity of 8 inches will lift fine sand, 6 inches will lift sand a 
aa linseed, 12 inches will sweep along- fine gravel, 'ii inches will roU alon 
rounded pebbles an inch diameter, and it requires 3 feet per second a 
bottom to sweep along ehiverj angular atones of the aze of an 

It is difiicult to lay dovni any general rule upon thi 
point, because the conditions of sewers, as to the quantity 
of deposit passing into them, and tte ordinary volume of 
the sewage flowing through them, vary considerably. But « 




, tlie anthor does not hesitate to rely npon these opinionB, 

I confirmed as they are by his own observationa and experi- 
ence, wliicli lead hiia to rogard a mean velocity of IJ mile 

[ per hour, in a properly protected main sewer, when ronning 
half fall, as sufficient, more especially when the contents 
have previously passed through a pumping station. 

ECaving thus determined the minimum velocity, it be- 
comes necessary to asceitain the qmintity of sewage to he 
carried off, before tlie tall requisite to produce that veloci^ 
can be estimated. This quantity varies but little from the 
water supply with which a given population is provided; 
for that portion which is absorbed and evaporated is com- 
pensated for by the diy weather underground leakage into 
the sewere. The water supply to various parts of London 
in 1856 varied from 20 gallons to 25 gallons per head per 

I diem; but a more liberal supply was contemplated, and 
that supply was likely to be further augmented by an in- 
crease in the population in certain districts not then wholly 
built upon. It was ascertained that a district of average 
density of population, when wholly built upon, contained 
30,000 ]>eople to the square mile, so that in districts con- 
taining that or more than that number of people to tie 
square mUe, the actual numbers were ascertained and pro- 
vided for ; but in districts where the population was below 
that number, provision has been made for an increase of 
population up to 30,000 people to the square mile, except 
over the outlying districts, where provision has been made 
for a population of only 20,000 to the square mile. 

An improved water-supply, equal to 5 cubic feet, or 
31 1 gallons, per bead for such contemplated increased ponn- 
lation has, moreover, been anticipated. 

Experience has shown that sewage is not dischaigetl 
into the sewers at a uniform rate throughout the twenty- 
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four hours, nor even througliout tbe day. The habits of 
the population in rarioos parts of London are indicated by 
the flow of sewage throogb the sewers ; the maximum flow 
in the more fashionable districts of the West end being two 
or three hours later than from the East end. TakiDg, as 
before, a liberal margin beyond the results of actnal meaa- 
urements, proviaon has been made for one-lialf the sewage 
to flow ofl' within six hours of the day ; and thus the maxi- 
mum quantity of sewage likely hereafter to ent^r the sewera 
at various parts of the metropolis, has been arrived at. 

How to dispose of the rainfaU is a question of consider- 
able difficulty, and has given rise to much diversity of 
opinion. This arises from the faf^t that, while it is in itself 
harmless, and even advantageous, to the river, it sometimes 
fells suddenly iu large quantities. These considerations 
have induced theorists to advocate that the rainfall should 
not be allowed to flow off with the sewage, but should be 
dealt with by a separate system of sewers. This tlieory is, 
however, most impracticable. It would involve a double 
set of drains to every house, and the construction and main- 
tenance of a second series of sewers to eveiy street. Applied 
to liondon, it would involve the re-draining of every liouso 
and eveiy street in the metropolis ; and, according to a 
moderate estimate, it would lead to an expenditure of fiijm 
ten to twelve millions of money, while the interterence with 
private property would alone render such a proposition 
intolerable. 

Careful observations of the quantity of rain falling on 
the metropolis within short periods have been made by the 
author for many years. Taking an average of several 
years, it has been ascertained that there are about one hun- 
dred and fifty-five days per annum upon whicli rain falls ; 
of these there are only about twenty-five upon which the 
12 
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quantity amounts to one-quarter of an inch in depth in 
twenty-four liours, or the -jiatb part of an inch per honr if 
spread over an entire day. Of such rainfalls a large pro- 
portion is evaporated or absorbed, and either does not pass 
through the sewers, or does not reach them until long after 
the rain has ceased. Jn the report of Mr. Bidder, Mr. HawfeB- 
ley, and the author, in 1858, on this subject, it ia stated that 
continuous obserrations, and as far as practicable protected 
from disturbing influences, had been taken at the close of 
the previous year, and that these observations, wliich were 
recorded in the Appendix to the above Report, had enabled 
tliem to arrive at some reliable conclusions, and that— 

"The result of tUeee observatione distinctly establishes the fact, thit liu 
quantitj of ram which flowed off by the Bowers was, io ull cases, mucU letii iMt 
the quantity wiilch fell on the (crouud ; aud althouffh tlie variations of atmoa- 
phoric (jhenomeua are &r too groat to allow any philosophical proponioiis la 
be establisbed between the rulafall and the sewer flow, yei we feel wairantad 
in concluding, as a rule of arerageB, that one-quarter of an inch of rainfall wiD 
not contribute more than oDe-eightb of an inch to the sewers, nor a fall of bna- 
tenths of an inch more than one-quarter of an inch. Indeed, ne have recentlj 
ol}s<.'rved minfalls of very sensible amounts failing to contribute any distlD- 
gujsbsble quantity to the sewers." 

But there are, in almost every year, exceptional cases 
of heavy and violent rain-storms, and these have measured 
1 inch and sometimes even 2 inches in an hour. A quan- 
tity equal to the xic*'^ P*^ ^^ ^^ '^'^'^ ^^ ^^''^ ^^ ^° hour, 
or I of an inch in twenty-four houra, running into the 
sewers, would occupy as much space at the maximum pro- 
Bjtective flow of sewage provided for ; so that, If that quan- 
tity of rain were included in the intercepting sewers, thej 
would, during the six hours of maximum flow, be filled 
with an equal volume of sewage, and during the remaining 
eighteen hours additional space would be reserved for a 
larger quantity of rain. Taking this circumstance into con- 
sideration, and allowing for the abstraction due to evapora- 
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tion and a'bsorption, it is probable that if the sewers were 
made capable of caiTTing off a volume equal to a rainfall 
of one^iuarter of an incli per day, during the six hours of 
the maximum flow, there would not be more than twelve 
days in a year on which the sewers would be overchai^ed; 
and tlien only for short periods during such days. But 
■exceptional rain-storms must be provided for, however rare 
their occuirence, or they would deluge the property on 
which they fell. As it would not have been wisa or prac- 
ticable to have increased tlie sizes of the intercepting sewers 
much beyond their present dimensions, in order to carry off 
rare and excessive thunderstorms overflow weirs, to act as 
safety-valves in times of storm, have been constructed at 
the junctions of the intercepting sewers with the main valley 
lines ; on such occasions the surplus waters will be largely 
diluted, and, after the intercepting sewers are filled, vnil 
flow over the weirs and through their original channels into 
the Thames. 

Having thus determined the quantities of sewage and 
rainfall to be carried off, and the rate of declivity of the 
sewer required for the necessary velocity of flow, the sizes 
-of the intercepting sewers were readily determined by the 
formula of Prony, Eytelwein and Du Buat ; and the sizes 
of the drainage sewers by the useful foi-mula of Mr. Hawks- 
ley, which, with some modifications, may be applied to a 
variety of conditions and circumstances. 

With respect to the description of pumping-engines and 
pumps to be employed, various opinions existed as to the 
comparative advantages of Comisli or rotative engines, and 
as to the respective merits of centrifugal and screw-pumps, 
chain-pumps, lifting bucket- wheels, flash-wheels, and of 
every variety of suction or plunger pump and pump-valve 
for raising the metropolitan sewage. In 1859, numerous 
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competing deaigna, involving all these principles, were re- 
ports upon by Messrs. Stephenson, Field, Penn, Hawks- 
ley, Bidder, and tli^ author ; and the pumping-engines and 
pumps subsequently designed for and adopted by the 
Metropolitan Board of Works, are based upon the recom- 
. mendations contained in that report Tlie engines are coe- 
I densing double-acting rotative beam-engines, and the pumps 
are plunger or ram pumps, the sewage being discharged 
from the pumps througli a series of hanging valves. 

A primary object sought to be attained in this scheSK 
was the removal of as much of the sewage as practicable 
by gravitation, so as to reduce the amount of pumping to ft 
minitaum. To effect this, three lines of sewers have been 
constructed on^each side of the river, termed respectively 
the High Level, the Middle Level, and the Low Level. The 
High and the Middle Level Sewers discharge by gravita- 
tion, and the Low Level Sewers discharge only hy the aid 
of pumping. The three lines of sewers north of the Thames 
converge and unite at Abbey Mills, east of London, where 
the contents of the Low Level will be pumped into^he Upper 
Level Sewer, and their aggregate stream will flow throngli 
the Northern Outfall Sewer, which is can-ied on a concrete 
embankment across the marshes to Barking Creek, and 
there discharges into the river by gravitation. 

On the South side, the three intercepting lines unite at 
Deptford Creek, and the contents of the Low Level Sewer 
are there piimped to the Upper Level, and the united 
streams of all three flow in one channel through Woolwich 
to Crossness Point in Erith Marshes. Here the ftill Tohmifr 
of sewage can flow into the Thames at low water, but wiU 
ordinarily be raised by pumping into the reservoir. 

With respect to the form of the sewers, as the intercqit- 
ing sewers carry off only tlie j^th part of an inch 
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in an hoar, and the volume of sewage passing through them 
is at all times considerable, the flow through these sewers 
is more uniform than in drainage sewers constructed to 
cany off lieavy rain-stonns. The form, therefore, generally 
adopted for the intercepting sewers is circular, as combining 
the greatest sb-ength and capacity with the smallest amount 
of brickwork and the least cost. In the minor branches 
for district drainage, the egg shape with the narrow part 
downwards is preferable, because the dry weather flow of 
the sewage being small, the greatest hydraulic mean depth 
and consequently the greatest velocity of flow and scouring 
power is obtained by that section in the bottom at the 
period when it is most required, and the broader section 
at the tipper part affords room for the passage of the storm- 
watera, as also for the workmen engaged in repairing and 
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THE NORTH SIDE OF THE THAMES. 
The High Level Sewer commences by a junction with the 1 
Fleet Sewer, at the foot of Hampstead Hill, and passes along 
Gordon House-lane, and across the Highgate-road. It is I 
carried through Tufnell-park-road, Holloway-road, under I 
the Great Northern Railway, and the New River to High- 
street, Stoke Newington, at Abney Park Cemetery. It then 
passes under tlie Rectory and Amhurst roads to Church- 
street, Hackney ; under the North London Railway, through 
Victoria-park, and under Sir George Duckett's Canal to a 
junction with the Middle Level Sewer. (See Map.) Up to 
this point it is a drainage sewer, that is to say, it is a sub- 
stitute for the open Fleet and Hackney Brook main sewers, 
which have since been filled in and abandoned ; and it has 
"been constructed of such dimensions, as to be capable of 
carrying off the largest and most sudden falls of rain. 
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IB about 7 miles long, draina an area of about 10 si^uflie 
miles, and intercepts the sewage of Hampstead, part of 
Kentish Town, Highgate, Hackney, Clapton, Stoke Newing- 
ton. and Holloway. A portion of the district adjoining the 
Hackney Marehes is ao low, that it was necessary to drain 
it through a branch passing into the Low Level Sewer. The 
form of the High Level Sewer is mostly circular, and ^t, 
varies in size from 4 feet in diameter to 9 feet 6 inches by 
13 feet ; its fiaU is rapid, ranging at the upper end from 1 in 
71 to 1 in 376, and from 4 feet to 5 feet per mUe at the lower 
end. 

It is constructed of stock brickwork, varying in thick- 
ness from 9 inches to 3 feet 3 inches, and the invert is lined 
with Staffordshire blue bricks, in order to withstand the 
scour arising from tlie rapid fall. One tunnel, from Maiden- 
lane towards Hampstead, is about half a mUe long, and 
great care was necessary in tunnelling under the New River, 
its channel being on an embankment where it intersects the 
line of sewer ; also under the Great Northern Railway, at 
a place where its embankment is 30 feet high, the sewer 
being 7 feet 6 inches in diameter, and the brickwork 14 
inches in thickness. 

Much house-property was successfully tunneled under 
at Hackney. One house, adjoining the railway station, was 
underpinned and placed upon iron girders, and the sewer, 
being there 9 feet 3 inches in diameter, was carried through 
the cellar without further injury to the house. The sewer 
is carried close under the bottom of Sir George Duokett's 
Canal, the distance between the soffit of the arch of the 
sewer and the water in the canal being only 24 inches. The 
bottom of the canal and the top of the sewer are here formed 
of iron girders and plates, with a thin coating of puddle, and 
no leakage from the canal has taken place. 
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The Penstock Chain T>pr, which is formed at the jimction 
of tlie High and the Middle lievel Sewera at Old Ford, Bow, 
ia provided with five large iron penstocks worked by- 
machinery, by which the sewage can be diverted at will 
either into the two lower channels formed for tlie di8char;ge 
of the storm-waters into the River Lea, or into the two upper I 
channels constructed over that river, and forming the com- 
mencement of the Northern Outfall Sewer. As a rule the 
lower channels will be closed, and the sewage will flow 
through the two upper channels to Barking Creek ; but in 
times of heavy rain, as soon aa the watei-s have risen to the 
top of the upper channels, the surplus will flow over five I 
weirs, constructed in the chamber, into the lower channels, 
and be discharged by them into the Lea. In case of any 
Budden accident to the intercepting sewers, the whole of 
tke sewage could, by raising the lower penstock, be diverted ' 
in a few minutes into the Lea. 

The penstock and weir chamber in a novel arrangement, 
which has proved to be simple and satisfactory in its opera- 
tion, and it places three-fourths of the Northern sewage 
completely under command. It is built in brickwork, is i 
about 150 feet in length, 40 feet in breadtJi, and, in places, 
30 feet in height. 

The Middle Level Sewer is carried as near to the Tliames 
aa the contour of the ground will permit, with the object of 
intercepting as much sewage as possible by gravitation, and 
of reducing to a minimum the low level area which is de-^ 
pendent upon pumping. The area intercepted by this sewer 
is 17^ square miles in extent, and is densely inhabited. 
The sewer commences near the Harrow Road at Kensal 
Green, passes under the Paddington Canal into the Ux- 
bridge Road at Netting Hill, along Oxford Street, Hart 
Street, Liquorpond Street, and across Clerkenwell Gfreen ; 



liu 



APPENDIX. 



I 



thence 'by way of Old Street Road to Higt Street, Shoreditch, 
along Church Street, Betlmal Green Road, and Green Street, 
under the Regent's Canal, and the North London Railway, 
to a junction with tlie High Level Sewer at the Penstock 
Chamber at Bow. In order to enlarge the area di'ained by 
gravitation, a branch, 4 feet by 3 feet 8 inclies, with a M 
of 4 feet per mile, is carried along Piccadilly, passes through 
Leicester Square and Lincoln's Inn Fields to the main iine 
at King's Road, Gray's Inn Road. The length of the main 
line is about 9^ miles, and of the Piccadilly Branch 2 miles, 
besides which there are minor branches and feeders. The 
fall of the Main Sewer varies from ITJ feet per mile at the 
upper end, by a gradual reduction, to 2 feet per mile at the 
lower end. 

The sizes vary from 4 feet 6 inches by 3 feet, to 10 feet 
6 inches in diameter, and lastly to 9 feet 6 inches by 12 feet 
at the outlet. About 4 miles of the main line, and the whole 
of the Piccadilly Branch, were constructed by tmmeling 
under the streets, at depths varying from 30 feet to 60 feet 
This sewer is formed mostly in the London clay ; to the east 
of Shoreditch it is constructed through gravel, and during 
the execution of the works under the Regent's Canal, the 
water burst into the sewer, fortunately giving sufficient warn- 
ing to prevent any loss of life. The sewer was afterwards 
constructed under the canal, first by enclosing one-half of 
tlie width of the tunnel at a time within a coffer-dam, and 
then by open cutting. 

The Middle Level Sewer is carried over the Metropolitan 
Railway by a wrought-iron aqueduct of 150 feet span, 
weighing 240 tons ; the depth of construction between the 
under side of the aqueduct and the inverts of the double 
Hue of sewers being only 2| inches. As the traffic of the 
railway could not be stopped during the construction of the 
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a4uednct, which is only a few inches above the engine 
cliimueys, the atmctare was buUt upon a stage, at a height 
of 5 feet above its intended ultimate level, and was after- 
wards lowered into place by means of hydiaulic rams. This 
stage was necessarily of great strengtli and was carefully 
constracted ; the sewers being formed by wrought-iron 
j)late8 riveted together. 

The Middle Level Sewer is provided with weirs, or storm- 
overflows, at ita various junctions with all the main valley 
lines. 

The Low Level Sewer, besides intercepting the sewage 
from the low level area, wliich contains 11 square miles, is 
also the main outlet for a district of about 14J square miles, 
forming the western suburb of London, which is so low, 
that ita sewage has to be lifted at Chelsea a height of 
17^ feet, into the upper end of the Low Level Sewer. This 
sewer commences at tlie Grosvenor Canal, Pimlico, and 
passes along Lupus Street and Beseborough Street, to and 
along the river side from Vauxliall Bridge. From West- 
minster Bridge to Blackfriars it is formed as part of the 
Thames Embankment. It is tunneled under the River Lea, 
on its route to the Abbey Mills pumping station, where ita 
contents are raised 36 feet by steam power. It has two 
branches : — one from Homerton, and the other from the Isle 
of Dogs, This island was formerly a dismal marsh, and 
received its name from the circumstance of the king's 
hounds having been kept there, when the Court was at 
Greenwicli. Its is now the site of extensive factories and 
works, and is lai^ely populated by artisans and workmen. 
Its drainage can only be perfected by the aid of pumping, 
The length of the main line is 8J miles, and its brt^nches 
are about 4 miles in length. Its size varies from 6 feet 
9 inches to 10 feet 3 inches in diameter, its inclination ranges 
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fi-oin 2 feet to 3 feet per mile, and it is provided with stuiiu- ' 

overflows into the river. 

The Western Division includes Pulham, Chelsea, Broini>- 
ton, Kensington, Shepherd's Bnsh, Hammersmith, and part 
of Actou. It was originally intended to deodorize, or utilize, 
the sewage of this distiict in its own neighborhood, rather 
than to incur the heavy cost of carrying it to Barking, and 
lifting it twice on its route to that place. But strong objec- 
tions to this having been raised, the latter and more costly 
plan has since been adopted, and now forms part of the 
Low Level system of drainage. 

The Chiswick Line commences at Chiawick Mall, and 
passing neai- to the river and along the Fulham Road, and 
Walham Green, again sldrts the river and extends to the 
pumping station near the Grosvenor Canal, 

Tlie Fulham brancli commences at Fulham Bridge, and 
joins the Chiswick line at the King's Road. 

The size of the main line varies from 4 feet "by 2 feet 
8 inches to 4 feet 6 inclies in diameter, with a fall of 4 feet 
per mile, the depth below the surface being from 14 feet to 
30 feet. The branch varies in size from 3 feet 9 inches "by 
2 feet 6 inclies to 4 feet 6 inches by 3 feet, its fall beii^ 
10^ feet per mile, and its depth about 17 feet. 

The Acton branch ia carried along the Usbridge Boad 
from the Stamford Brook to the Counters Creek Sewer at 
Royal Crescent, Notting Hill, into which it diverts the water 
from the higher ground, and which forms a storm-outlet 
into the Thames, near Cremorne Gardens. Tbe Uxbridge 
Road Sewer varies from 3 feet 9 inches by 2 feet 6 inches to- 
4 feet by 2 feet 8 inches ; it has a feU of 4 feet per mile, and. 
is about 14 feet deep. 

The Cldswick Sewer is SJ miles long, the Fulham Sewer 
1 mile 720 feet, and the Acton branch IJ males. 
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The works were executed mainly through gravel, charged 
with such lai^e volumes of water that it was necessaiy to 
lay stone-ware pipes under the inverta of the sewerB, to j 
lower the water in the ground, and to convey it to numerous I 
and powerful steam-pumps in the line of the worka, before 
the sewers could be constructed. The operation of passing 
under railways and c-anals, difficult in so treacherous a sub- 
soil, was successfully accomplished, and no seriouB acoi- ^ 
dents or failures occui-red. I 

The Northern OutfaU Sewer is a work of peculiar con- I 
stmetion ; as, unlike ordinary sewers, it is raised above the I 
level of the surrounding neighborhood in an embankment, I 
which has the appearance of a railway embankment, and it I 
is carried by aqueducts over rivers, railways, streets and I 
roads. Bails upon which the contractors' steam-enginea I 
and tracks have been constantly travelling, are at the I 
present time laid along tlie top of it. It commences by a | 
junction with the High and Middle Level Sewers, at the 
Penstock Chamber at Bow, and passes immediately under 
the rails of the North London Railway, which are carried 
over it on girders. It then passes under Wick Lane, which 
has been raised 18 feet, and then over the River Lea by a 
wrought-iron aqueduct of 57 ieet span. This aqueduct 
consists of two wrought-iron culverts of the same section as 
the brick sewers, and over these is formed a roadway with 
parapet walls, the whole being supported by three wrought- 
iron plate girders. Ltdeed, all the aqueducts on this line 
of sewer are so constructed as to carry a wide road way 
upon plates and girders on the top of them. Four other 
streams between the River Lea and the Stratford Road are 
crossed over by iron tubes, of spans vaiying from 18 feet 
to 45 feet ; and the sewers pass close under the rails of 
the Eastern Counties Railway, where it is on an embank- 
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ment, the work having "been executed without any inter- 
ference with the traffic on the railway. The Outfall Sewer, 
up to this point, consists of two culverts, each 9 feet by 

9 feet, placed side by side, formed with upright sides, semi- 
circular crowns and segmental inverts. These are built 
upon a solid concrete embankment, carried through the 
peat soil down to the gravel, which is in many places at a 
great depth below the surface. Concrete is also carried up 
with a slope of 1 to 1. so as to form an abutment to the 
sides of the sewers. The whole structure is then covered 
with an earthen embankment, with slopes of Ij to 1, the 
foot of which is fenced in by a quick-set hedge and a ditch, 
and presents the appearance of a simple railway embank- 
ment. It is executed of sufficient strength to carry a rail- 
way or a roadway on the top, and will no doubt, at a 
future time, be used for some such public purpose. The 
outer earthen embankment not being carried below the 
surface, has from time to time subsided into the peat 
marshes through which it is formed, and these settlements 
have been made good in the ordinary manner; but the 
sewer and its concrete embankment have shown no sign of 
settlement or firacture since their completion. At the Strat- 
ford Road, the top of the sewer was depressed and carried 
under the road by four culverts, each 6 feet high and 7 
feet 3 inches wide, covered with cast-iron plates. A large 
amount of property was purchased, and the i-oad raised 

10 feet upon a viaduct to pass over the sewer at an inclina- 
tion of 1 in 50. Prom the Stratford Road the double line 
of sewer is continued over Abbey Mill Lane, by two self- 
supporting wrought-iron tubes, to the Abbey Mills pumping 
station, where the contents of the Low Level Sewer wUl be 
raised 36 feet. From this point three paraDel lines of sewer, 
of the same form and dimensions as tliose before described, 
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aiK continued to the outlet at Barking Creek. Gates and 
overflow weirs are formed in the line of these culverts, 
enabling the sewage to be turned into either or all of them 

' at will, and preventing any one of them being at any time 
overcharged. Just beyond the pumping station tlie three 
lines pass over the Chauuelsea River and Abbey Creek hy i 
cast-iron culverts, supported "by four wrought-ij-on plate I 

I girders of two spans of 40 teet each. They are then car- 

I ried over Marsh Lane, tlie NortU Woolwich and the Bow 
and Barking Railways, by aqueducts somewhat similar to 
those already described. These railways were lowered to 
enable the sewer to pass over them ; for the sewer being 

I reduced to a mininuim uniform fall t)f 2 feet per mile, could 

I not be raised or depressed like a railway to accommodate 
its levels to tliose of previously existing works. Tliis, 
indeed, constituted one of the great difBculties experienced 
in laying out the line of the Outfall Sewer, for the district 
through which it passes was already closely intersected by 
public works. For the same cause, also, the thickness of 
the ironwork between the bottom of the sewer and the under 

' side of the aqueduct was reduced to a minimum, and it does 
not in most cases exceed 5 inches. 

For a distance of about 1^ miles at the lower end of this 
sewer, so gfeat was the depth of the peat in the marshes, 
that it would have been very costly to have excavated the 
whole of the ground down to the gravel, and to have filled 
it in with solid concrete. The plan therefore adopted for 
the foundations of tliis length, was t« excavate cross trenches 
6 feet 6 inches wide, at distances of 21 feet from each other, 
down to the solid ground, and to fill these in with concrete 
piers, upon whicli brick arches of four rings in thickness 

I were turned, and the sewers were built upon these arches. 
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The top of the bank is 40 feet wide, and in some cases 25 
feet above the level of tbe marshes. 

From the croBsing of the Bow aud Barking Railway, the 
I trijile aewer is conati'ucted in brickwork to its outlet at 
Barking Creek ; crossing in its route the five following 
roads, viz. : Balaam Street, Plaistow, Barking Road. Prince 
Regent Lane, Blind Lane, and East Ham Hall Manor Way, 
which were raised for the purpose 6 feet, 8 feet, 13 feet, 
2(.) feet, and 16 feet, respectively. 

The invert of tlie sewer at the outlet is about 18 inches 
laelow high-water mark ; but before entering the river, the 
sewage falls orer an ajjron a depth of 16 feet, and is dis- 
charged by nine culverts, each 6 feet high by 6 feet wi5e, 
laid at the level of low-water spring-tides. The three upper 
sewers are. however, fitted with penstocks before reaching 
the tumbling bay, to afl'ord the means of closing the river 
outlet, and of diverting the sewage into the reservoir, in 
which it will be stored for about eleven hours per tide. 
The reservoir is so situated that the sewers form one side of 
it, and a communication is made between them by sixteen 
openings, through which, when the penstocks are closed, 
the sewage enters the reservoir, and is there stored until 
high water. The sluices at the lower part of the reservoir 
are then opened, and allow the sewage in the reservoir to be 
discharged into the river through the nine 6-feet culverts ; 
and the three penstocks at the river o^^tIet being opened at 
the same time, the sewage is simultaneously discharged 
directly into the river from the outfall sewers without being 
first passed through the reservoir. The upper openings 
from the outfall sewer into the reservoir are also fitted vrith 
sluices, to enable the communication between the sewer 
and the reservoir to be shut off in cases of necessity, and 
the whole of the waters to be discharged over the tumbling 
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"bay. At the river end of the nine culverts a channel is cntl 
in the bed of the river, the floor of which is formed of con-J 
crete^and the sides protected by campeheathing, so that thel 
sewage is discharged into the bed of the river at tUe time I 
of high water, 

Tlie Barking Reservoir is 16| feet in average dejtth, and 1 
is dirided by partition walls into four compartmeuts, cover- , 
mg altogether an effective area of 412,384 superficial feet,! 
or about 9^ acres. The external and partition walls are of I 
brickwork and the entire area is covered by brick arehea, I 
supported on brick piers, the floor bein^ paved througliout I 
with York stone. The reservoir being almost entirely above I 
the general surface of the ground, is covered by an embank- 
ment of eartb rising about 2 feet above the crown of th'i 
arches. The ground over which it is built being unfit to 
sustain the structure, the foundations of the piers and of the ■ 
walls were carried down in concrete to a depth of nearly [ 
20 feet. 

The sewage is ordinarily prevented rising above a cer- 
tain level in the reservoir by means of a weir or overflow in .1 
the partition walls, which are built lioUow, the spaces com- 
municating with the discharging culverts below the outfall I 
sewers. In cases of necessity, however, the reservoirs can I 
be filled above the weir level by closing the penstocks 1 
fitted to the discharging culverts at their entrance into the ' 
tumbling bay before referred to. A culvert communicating 
wdth the river is built at the back of the reservoir, having 
openings into eacli compartment fitted with penstocks, and 
by these means any one of the compartments may be filled I 
with tidal water at the top of the tide, and be flushed out 
by its diacliarge at the period of low water. 

The Abbey Mills Pumping Station will be ttie laigest 1 
establishment of the kind on the Main Drainage Works, 
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pcoviding, as it does, engine power to the extent of 1,140 
H.P., for the purpose of lifting a maximum quantity of 
eewage and rainiall of 15,000 cubic feet per rainute a^eight 
of 36 feet. 

The engine-power ia here divided among eight engines, 
eacli being equivalent to 143 H.P. Each engine is fui-nished 
with two boUers, making sixteen boilei-s in all. The engines 
are contained in one building, cruciform in plan, and are 
arranged in pairs, two engines in each ann of the cross, 
These engines, as in all the other pumping establishments 
on these works, are expansive, condensing, rotative beam 
engines, but are somewhat more powerful than those uaed 
elsewhere, the cylinders being 4 feet 6 inches in diamet^ 
with a length of stroke of 9 feet. The pumps differ also in 
being double-acting, a circumstance which allows of the 
air-pump, etc. , being worked from the main beam, instead 
of from a distinct beam, as at the other stations. Each. 
engine works two pumps, having a diameter of 3 feetlOj 
inches and a length of sti-oke of 4J feet. The boilers are 
each 8 feet in diameter, and 30 feet long, with double 
fumades. 

The engine-house is divided in height into three com- 
partments, the lower one being the pump-well, into which 
the sewage is conveyed from the Low Level Sewer, the inter- 
mediate one forming a reservoir for condensing water, and 
the upper being more correctly the engine-house, in whioli 
are contained the eight engines. The lower part of this 
building is laid about 3 feet above the bottom of a thick 
stratum of clay, overlying a considerable thickness of sand 
with water, through which the foundations are carried, "by 
piling, on to a bed of firm gravel below. The boOer-houBes 
and other portions of the work are founded upon the day 
stratum overlying the sand. As these deep foundations are 
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situated in close proximity to the Northern Outfall Sewer, 
which is contained in an erabankmept above the genpral 
level of the ground, great caution was requisite to prevent 
any settlement in that sewer. The boiler-house and ctml- 
stores are built between the outfall aewer and the engine- 
house, keeping the deep excavations as far distant from the 
sewer aa practicable. The coal-storea are built with tlieir 
floors level with the stoke-holes in the toiler- liouse, and 
tramways laid fi-om one to the other ; one side of the ooal- 
stores forming also the front side of the boiler-house. This 
floor is only slightly below the present surface of the ground, 
which is 6 feet below high water. 

The sewage from the Low Level Sewer, before entering 
the pump-wells, passes through open iron cages, the bars 
of which intercept any substances likely to interfepe witli 
the proper action of the pump-valves ; and the cages, when 
requisite, vriU be lifted above ground, by proper gearing, 
and the intercepted matter discharged into trucks, or otlif>r- 
wise removed. The sewage wiU then pass into the wells, 
and be lifted by the pumps, through hanging valves, into 
a circular culvert of cast iron, and thence forced into any of 
the three culverts forming the Northern Outfall Sewers. 



THE SOUTH SIDE OF THE THAMES. 



The High Level Sewer and its Southern Branch, cori'e- 
gpond with the High and the Middle Level Sewers on the 
North side of the Thames. The Main Line commences at 
Olapham, and the Branch Line at Dulwich, and they to- 
gether drain an area of about 20 square miles, including 
Tooting. Streatham, Clapham, Brixton, Dulwich, Camber- 
well, Peckham, Norwood, Sydenham, and part of Green- 
wich. Both lines ai-e constracted of siifficient capacity to 
off all the flood-waters, so that they may be entirely 
13 
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intercepted from the low and thicMy-inhabited district, 
which is tidelocked and subjected to iloods. Tlie storm- 
waters will be discharged into Deptford Creek, whilst tbe 
sewage and a limited quantity of rain will flow by four iron 
pipes, each 3 feet 6 inches in diameter, laid under its bed 
into the Outfall Sewer. 

The two lines unite in the Now Cross Road, near to the 
New Cross Station on the Brighton Railway, and they are 
constructed side by side along that road to Deptford ; but 
at the New Cross Station, the Branch Line is 10 feet above 
the Main Line, but by felling at a more rapid inclination, 
it arrives at tlie same level as the Main Line at Deptford 
Broadway. The Branch is 4^ miles in length, of which 
1,000 feet were executed in tunnel, at depths varying from' 
30 feet to 50 feet. Its size varies from 7 feet in diameter to 
a form 10 feet 6 inches by 10 feet 6 inches, with a circula? 
crown and segmental sides and inverts, and its fall varies 
from 30 feet per mile at the upper end, to 2J feet per mile 
at the lower end. The soil through which it passes is 
mostly a mixture of sand and clay, containing cockle and 
other shells to a large extent. The old Efl"ra Sewer, which 
fell into the river near VauxhaR Bridge, has been diverted 
through this sewer to a new outlet at Deptford, and the 
old line has been filled in and abandoned. Two subsidiary 
branches have been extended from this sewer at Dulwich 
— the one to Crown HiU, Norwood, and the other to the 
Crystal Palace. 

The Main Line varies in si2e from 4 feet 6 inches by 3 
feet at the upper end, to 10 feet 6 inches by 10 feet 6 inches, 
of the same form as the branch by the side of which it is 
constructed. The double line of sewer occupies the whole 
width of Church-street, Deptford, and tlie inverts being 
below the foundations of the houses on each side of the 
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street, the walls of the honsea were underpinned, and the 
spaces between them and the sewers filled in with concrete. 
The subsoil here consisted of loamy sand and gravel with 
large qaantities of water, and, to add U) the difficulty of the 
work, the old Ravensbourne Sewer, which passed through 
the centre of the street, had to be taken up, and its waters 
■diverted during the progress of these operations. 

The outlets of the two sewers, 10 feet 6 inches by 10 feet 
^ inches, are each fitted with two liiuged flaps, one above 
the other, the lower one being usually fixed close, so as to 
form a dam to drive the waters through the iron pipes into 
the Outfall Sewer, but the upper one hanging free, in order 
to serve as a tide-flap, and allow of the exit of the sewage 
into the Creek, when it rises in the sewer to a sufficient 
altitude. In cases of heavy floods, however, the lower flap 
can be opened, to admit of a free and full discharge from 
the sewers into the Creek. The entraucea to tlie iron pipes 
are in trtJUghs, or sumps, in the lai^e sewers, a short dis- 
tance within or beliind the outlet flaps, and are fitted witli 
penstocks, to shut ofl" tlie sewage from the Outfall Sewer in 
case of need. 

The falls of the Main Line are at the upper end 53 feet, 
26 feet, and 9 feet per mile to the Effra Sewei' at the Brixton 
Road, and thence to the outlet 2J feet per mile. The sewer 
is executed in brickwork, varying in thickness from 9 inches 
to 22J inches, one-half, that forming the invert, being in 
Portland cement, and the remainder in blue lias mortar. 

The Low Level Sewer does not follow the course of the 
Biver, as on the North side, but, commencing at Putney, 
it takes a more direct line, through low ground once form- 
ing the bed of a second cliannel of the Thames, and 
Putney, Battersea, Nine Ehns, Lambeth, Newington, 
"wark, Bermondsey, Rotherhithe, and Deptford, comprising 
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an area of 20 square mileB. The surface of this area is 
mostly below the level of high water, and is in tnauy places 
6 feet or 6 feet below it, having at one time been completely 
covered by the Thames. The sewers throughout the district 
have but little fall, and, except at tlie period of low water, 
were tide-locked and stagnant ; consequently, after long- 
continued rain, they became overcharged, and were unable 
to empty themselves during the short period of low water. 
The waters, therefore, were constantly accumulating, and 
many days fi^uently elajtsed, after the cessation of the 
rain, before tlie sewers* could be entirely relieved, tlie 
sewage in the interim being- forced into the basements and 
eeUai-s of the houses, to the desti'uction of much valuable 
property. The want of flow also caused large accumula- 
tions of deposit in the sewers, the removal of which was 
difficult and costly. Tliese defects, added to the malaria 
arising from the stagnant sewage, contributed to render the 
district unhealthy ; and it was with reference to the condi- 
tion of this district that the late Mr. R. Stephenson and Sir 
W. Cubitt so forcibly described the elTect of artificial drain- 
ing by piiraping, as equivalent to raising the surface a 
height of 20 feet. 

The Low Level Sewer has, in fact, rendered this district 
as dry and as healthy as any portion of the Metropolis. 
Its length ia about 10 miles. Its size varies from a single 
sewer 4 feet in diameter at the upper end; to two culverts, 
each 7 feet high by 7 feet wide, at the lower end, and its fall 
ranges from 4 feet to 2 feet per mile. The lift at the outlet 
of the sewer is 18 feet. This sewer was constructed through 
a stratum of sand and gravel overlying the clay, such as 
is frequently found in the beds of rivers, and copiously 
charged with water. Some very successful instances of 
tunnelling under canals, railways, and house property, 
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^«3iirred in the construction of this work ; and a mode of ] 
PXimping in a qufcksaiid, and rendering it dry and firm | 
■''^lliout drawing off the sand, was adopted. Much difflcnlty I 
^"as experienced in executing a portion of this work close ] 
to and below the foundations of the arches of the Greenwich I 
ftailway, and under Deptford Creek, owing to the larger 1 
Volume of water there met with. This was, however, at 1 
last surmounted, by sinking two iron cylinders, each 10 feet 1 
in diameter, througli the sand, to a depth of about 45 feet, 
the water being kept down by pumping, at the rate of from I 
.6,000 gallons to 7,000 gallons per minute. The sewer was j 
carried under Deptford Creek, and the navigation was kept | 
open, by constructing a coffer-dam into the middle of the J 
Crepk. and by executing oue-half of the work at a time. | 
All these works were completed with but few and nnim- I 
portant casualties. 

The sewers of this district had been constructed, gen- 
erally, vnth a fall fi-oiu west to east, and had been connected 1 
with each otlier in such a manner that, in case of ont; be- | 
coming first overcharged, it might be relieved by its neigh- 
bor, and the sewage be reduced to a uniform level all over 1 
the disti-iet. Taking advantage of this circumstance, an j 
important branch was constructed from the Low Level j 
Sewer at High Street, Deptford, towards the river to I 
James's Church, Bermondsey. This branch, by intersect- I 
ing the Earl, the Duffield, and the Battle Bridge Main 
Sewers, relieves a large and populous district. Its length 
is about 2 miles, its size varies from 5 feet to 6 feet 6 inches- I 
in diameter, and its fall is 4J feet per mUe. Its depth yaries. j 
ftxim 15 feet to 40 feet below the surface. 

The Deptford Pumping Station is situated by the side 1 
of Deptfoi'd Creek, and close to the Greenwich Railway ' 
Station. The sewage is here lifted from the Low Level ^ 
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, a height of 18 feet, into the Outfall Sewer. An iron 
wall and barge bed 600 feet loug has been constmcted 
at the side of the creek, and is provided with a crane and 
tramways for landing coal or other materials. Four expan- 
sive, condensing, rotative beam engines, each of 125 H.P., 
and capable together of lifting 10,000 cubic feet of sewage 
per minute a height of 18 feet, are here constructed. These 
engines are worked by ten Cornish aingled-fined Ixiilera, 
each 30 feet long and 6 feet in diameter. The cylinders are 
48 inches in diameter, with a length of stroke of 9 feet, and 
the pumps, two of which are worked by one engine direct 
from the beam, are single-acting plunger pumps, the diam- 
«ter of the plungers being 7 feet and the length of the stroke 
;J feet. One pump is placed on the beam, midway between 
;he steam cylinder and the centre pillars, and the other 
idway between the centre piUars and the fly-wheel, Tlie 
ir, the feed, and the cold water pumps are actuated by a 
separate beam, attached to the cylinder end of the main 
beam. The pump-valvea are leather-faced hanging valves, 
and the sewage is discharged through them into a wrought- 
iron culvert placed on the level of the Outfall Sewer, and 
connected with it by a brick culvert, which receives also 
the sewage from the High Level Sewer, previously brought 
by gi-avitation under the creek, through four cast-iron pipes 
3 feet 6 inches in diameter. Both streams enter the Out- 
fall Sewer, and are together conveyed to Crossness, where 
they are again lifted. The chimney shaft at this station is 
7^ feet in diameter at the base and 6 feet at the top ; its 
height is 150 feet, and the furnaces draw from the sewera 
and the engine- well to assist in the ventilation of the works, 
The accommodation for coals is ample, the sheds covering 
an area of 18,000 superficial feet. 

Provision is made by gratings for the interception of the 
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larger substances brouglit down by tlie eewera in the same 
manner as at Crossness. 

The Southern Outfall Sewer conveys the sewage which 
flows into it from the High Level Sewer by gravitation 
tiu'ough the four iron culverts laid under Deptford Creeli, 
and that which is pumped into it from the Low Level Sewer 
from Deptford tlii-ough Greenwich and Woolwich to Cross- 
ness Point in the Erith Marshes. It is not, like the Outfall 
Sewer on the North side, constructed above the level of the 
ground, but is entirely under ground for its wliole length 
of 7| miles. It is 11 feet 6 inches in diameter, formed in 
"bricttwork generally 18 inches thick, and lias a iall of 2 feet 
per mile. The bottom of the sewer is 9 feet below the level 
of low water at its outlet into the river, so that it can dis- 
charge into the river at and near to low water by gnivita- 
tion, in case of necessity ; but ordinarily tlie mode of dis- 
charge will be by pumping into the Crossness Reservoir. 
It has been constructed at a depth of about 16 feet below 
the surface, except through Woolwich, where the depth 
ranges from 45 feet to 75 feet. The soil through which it 
passes is mostly gravel and sand, bat the Woolwich ttmnel, 
wliich is the principal feature of the work, is partly in the 
chalk. One mile of this tunnel was executed under the 
town of AVoolwich without any fcasualties or settlements. 

The outfall of the sewage on the South side of the 
Thames is at the Crossness Reservoir and Pumping Station. 
The sewage is discharged into the river at the time of liigh 
water only, but the sewer is at such a level that it can dis- 
charge its full volume by gravitation about the time of low 
water. Its outlet is ordinarily closed by a penstock placed 
across its moutli, and its contents are raised by pumping 
Into the reservoir, which is built at the same level as that ■ 
on the North side ; and like it, it stores the sewage except 
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for the two hours of discharge after high water. The sew- 
' age is thus diverted fi-om its direct course to the river into 
a side channel leading to the pump-well, wliich forms part 
of the foundation for the engine-house ; from this well it is 
lifted by foui'lieam engines, each of 125 H.P., and actnatbg 
direct fium the beam two compound pumps, each having 
I four jjlungers. The engiuea are condensing. rotatiTe team 
engines, the cylinders being 4 feet in diameter, with a Itingtli 
of stroke of 9 leet ; they ai-e situated at the end of the main 
beam, whicli is 40 feet in length, the fly-wheel connecting- 
rod being attached to the further extremity, and the pump- 
rods situated on either side of the beam centre. The air, 
the feed and the cold-water pumps are actuated by a sepa- 
rate or counter-beam fixed at one end to a rocking lever, 
and attached at the other to the main beam. The cylindere 
are supplied from twelve Cornish boilers, each 6 feet iB 
diameter and 30 feet long, liaving an internal furnace and 
flue 3 feet in diameter, and being set so as to have the 
second heat carried with a split draught along the adeB, 
and the third heat under the bottom of the boiler into the 
main flue leading to the chimney. 

The maximum quantity of sewage to be lifted by these 
engines will oi-dinarily be about 10,000 cubic feet per 
minute ; but during the night tliat quantity will be con- 
siderably reduced, while on the other hand it will be nearly 
doubled on occasions of heavy rainfall. The lift also will 
vary from 10 feet to 30 feet, according to the level of water 
in the sewer and in the reservoir into which it is lifted. 
These variable conditions of working led to some difficulty 
in the arrangement of the engines and pumps, which it has 
been endeavored to meet by the an-angement of pump 
plungers before alluded to. The pumps, which are eiugle- 
acting, are placed equidistantly on each side of the beam 
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centre, the pump cases being each 12 feet in diameter, fitted 
"With four plungers 4 feet 6 inclies in diameter. These 
plungers are placed in pairs, each pair being worked frum 
a cross-bead on the main beam, which is in two Hitches with 
this object, and arrangemeuts are made for throwing either 
pair of plungers out of gear. By these means the capacity 
of tlie pumps may be varied in the proportion of 1, 2, or 3, 
as the inner pair, outer pair, or both pairs are thiown into 
gear. The sewage is discharged into a wrought-iron trough, 
through hanging leather-faced valves, whicli are suspended 
trom wrought-iron shackles, and fitted with the wrought- 
iron back and front plates. Each valve ig 12 inches by 18 
inches. It should be mentioned, that substances which 
might prevent the proper action of the valves are intercepted 
before reaching the pumps, by a wrought-iron grating 
placed iu fmnt of the openings to the pump well, the suit- 
stances so intercepted being lifted from the face of the 
grating by an endless cliain, with buckets or scrapers and 
combs attached, working vertically in front of and in close 
contact ■with the grating, the teeth of the comb passing be- 
tween the bars. On the descent of the chain, the buckets 
are overturned and discliaige their contents into a trough, 
from which they will be removed by manual labor. 

The sewage, after being delivered from the pumps into 
the wrought-iron ti-ough, is dischai^d through brick cul- 
verts into the reservoir, or, in case of need, provision is 
made for its discharge through other culverts directly into 
the river. After being stored in the reservoir until the time 
of high water, the sewage is discliarged by a lower set of 
culverts into the river. There are two tiers of eight open- 
ings in each compartment of the reservoir, the upper eight 
for the admission of the sewage from the pumps to the 
reservoir, and the lower eight for its discharge into 
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river, the apertures io all cases being opened and closed bi 
penstocks. 

The reservoir, vrliich is 6J acres in extent, is covered hy^ 
■brick arches supported on brick piers, and is furnished 
with weirs for overtiows, and with a flushing culvert, Its 
Jieight, level, and general construction are similar to that 
at Barking Creek, already described. Over the reservoir 
are built twenty-one cottages for the engineers and other 
persons employed upon the works. 

The ground upon which the whole of these works were 
constructed consists of peat, sand, or soft silty clay, and 
affords no sufficient foundation within 25 feet of the surface. 
To obviate this difficulty and to reduce the expense of the 
foundations as much as possible, the culverts on the various 
levels were built, as far as practicable, in the same trenches, 
one above the other ; the lowest, leading from the Outiall 
Sewer to the pump-wells, support those discharging the 
sewage from the reservoir, which latter in turn support 
those leading from the pumps into the reservoir. The re- 
quirements of the pump- wells necessitated that the walls of 
the engine-liouse should be carried down to the level of the 
gravel independently of the natui-e of the ground ; but such 
was not the case with the boiler-house. The boilers and 
stoke-hole floor are supported on arches, which spring from 
walls brought up from the gravel, and the space below the 
boiler-house floor is made available as a reservoir for con- 
densing water. The water from the hot and cold weUs of 
the engines is conveyed hither, and one compartment is set 
apart as a chamber for cooling the water from the hot well 
previous to its being used again for condensing water. 
With the same object of saving sepamte foundations, coal- 
stores and workshops have been erected, partly on the 
external walls of the reservoir and partly on the culverts 
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*»- front of them, large coal-stores being also provided in 1 
Ift'ont of the boiler-house, and on a level with the stoke- | 
lioles, into which the coals will be brought on ti-amways. 
'-'^ tramway is aleo provided for tlie upper level coal-sheda, 
'•^n the level of the tops of the boilers, whence the coalE^ I 
"^*t11 be shot into tlie stoke-holes below. Tramways are also ( 
l^id from the coal-sheds to the river, and jetties are carried ' 
i<^iit into the river to facilitate the landing of coals and their 
■fceansfer to the stores. A wharf wall has been constructed 
[ along the river frontage of the works for a distance of about 
j 1,200 feet, by which a large portion of the "saltings" has 
been reclaimed. The wall is of brick, carried upon brick 
aTches, which rest upon piers formed of iron caissons filled 
( with concrete, and which are carried down to the gravel, 
i The chimney into which the flues from tlie boilers are J 
conveyed is square ou plan externally, being 8 feet 3 inches I 
internal diameter throughout, and 300 feet in height ; it ia I 
founded upon a wide bed of concrete, brought up from the I 
gravel, which is here 38 feet below the surface. I 

The reservoir, as well as tiie several culverts and the i 
pump wells, are all connected by flues with the furnaces 
of the boilers, for the puiposes of ventilation, in a manner 
similar to that adppted at the Deptford and other pumping 
stations. 

The outlet into the river from the Outfall Sewer, which 
was constructed in connection vrith these works, consists of 
twelve iron pipes, each 4 feet 4 inches in diameter, carried 
under the "saltings" into a paved channel formed in the bed , 
of the river. These pipes are gathered into the single sewer, 
by culverts in brickwork on the land side of the wharf wall, i 
the culverts being gradually reduced in number, and their 
dimensions increased, as they approach the junction with. ] 
the large Outfall Sewer. 
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The tunnels 6ticcesBftilly completed, under circumstances 
of difficulty, and where failure would have been very dis- 
astrous, wei-e numerous. 

The tuuneiing, and the formation of the sewers through 
quicksands charged with large volumes of water, existing 
uuder various poitions of the metropolis, but more particu- 
lai-ly in the low-lying districts on the south side of the 
Thames, were rendered practicable and safe by a mode of 
pumping the water out of the ground without withdrawing 
the sand, which was adopted and perfected during the pro- 
gress of these works. 

During the author's early connection witli the Metro- 
politan Sewers, several disastrous results of pumping in 
quicksands had occurred, in consequence of the withdrawal 
of the sand from under the foundations of the adjoining 
houses. This caused unequal settlements and fissures in 
the walls, so that the buildings had eventually to be pulled 
down and rebuilt. 

The sewers in the streets in the neighborhood of Great 
George Street, Westminster, being in peat and sandy soils 
charged with water, were not formed without considerable 
risk. 

The cases are too numerous to be here mentioned, "but a 
few of the more prominent may be alluded to. The line 
of tunnel from Kennington Cliurch to the Old Kent Koad. 
a distance of about 1,000 feet, is close under the basements 
of a large number of houses, the top of the tunnel being only 
from 10 feet to 12 feet below the surface, and the diameter 
being about 10 feet. The water was pumped out of the 
sand, for this length of tunnel, at the rate of about 8,000 
gallons per minute. The same sewer was carried, through * 
similar soil, under the Grand Surrey Canal, and within 
8 feet of the water in it ; and again under the same canal in 



the Deptford Lower Road, where tlie distance between tlie 
top of the tunnel and the water iu the canal was only 6 feet 
4 inches, the wliole of the soil being gravel and sand, with 
1 foot of puddle in the bottom of the canal. 

The Regent's Canal in the Caledonian Road was also 
tnnneUed under, the distance between the top of the tunnel . 
and the water in the canal being only 2 feet, so that the 
miners could hear the barges as they passed over their heads 
sciape against the ground ; this was, however, executed in 
clay. Another tunnel has been formed 33 feet under the 
rails of the West London Railway, and under the Kensing- 
ton Canal. Sewers were constructed under the London and 
Brighton, the North Kent, and several other railways, w^tll- 
ont any interruption U) the continuous traffic on them. 

The method adopted for pumping out the water, without 
drawing off the sand, and for building the brickwoi-k in 
ground so charged with water, was first to sink, in some 
convenient position, near the intended works, a brick well 
to a deptli of 6 feet or 6 feet below tlie lowest part of the 
excavation. In some cases, where the depth was great, an 
iron cylinder was sunk below the brickwork, and the bottom 
and sides of the well were lined with shingle, which filtered 
the water passing into it, and exposed a large surface of this 
filtering medium. Earthenware pipes were carried from 
this well and laid below the invert of the intended sewer, 
small pits being formed at the mouths of these pipes, to 
protect them from the deposit. By these means, the water 
has been successfully withdrawn from the worst quicksands, 
and they have been rendered firm and dry for buUding on. 
Iron plates have, in olden times, been laid underneath the 
brickwork of the invert of the sewers, to support them in 
such treacherous ground, but concrete forms both a cheaper 
and a better foundation, and unless the ground is bo dry and 
solid that it can be excavated to the exact form of the sewer 
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to be placed on it, there is no portion of the worl? more 
important than the effectual backing of the invert and the 
haunches with concret*?. 

The bricks used iu tlie works are laid in blue lias lime 
mortar, mixed in the proportion of 2 of sand to 1 of lime 
Jot one-lialf or two-thirds of the upper circumference of the 
sewers, and the remainder lias l)een laid in Portland cement, 
mixed witli an equal proportion of sand. A veiy consider- 
able length of sewer has been laid entirely in cement. A 
double test of the quality of the cement has been used, 
which has been found most effective, and has tended greatly 
to improve the manufacture of that material, so important 
in building operations. The specihoations provide, that the 
whole of tlie cement shall be Portland cement df the very 
hesl quality, ground extremely fine, weighing not less tliati 
110 lbs. to the bushel, and capable of maintaining a break- 
ing weight of 500 lbs., on 1^ square inch, seven days after 
being made in an iron mould, and immersed in water during 
the interval of seven days. 

Tlie total cost of the Main Drainage Works were about 
£4,100,000. 

There are about 1,300 miles of sewers in London, and S3 
miles of main intercepting sewers. The total pumping 
power employed is 2,380 nominal H.P.; and if at full work 
night and day, 44,000 tons of coal per annum would be 
consumed, but the average consumption is estimated at 
30,000 tons. 

The sewage on the North side of tlie Thames at present 
amounts to 11^ million cubic feet per day, and on the Sooth 
side to 5| million ciibic feet per day ; in addition to 28^ 
million cubic feet of lainfaU per diem on the North side, and 
17J million cubic feet per diem on the South side, or a total 
of 63 million cubic feet per diem, which is equal to a lake 
of 482 acres, 3 feet deep. 




THE following notice to Bidders, and Specification for 
Building Sewers, is the result of many years experi- 
ence in Brooklyn, and has from time to time received sncli 
modification as practice pointed out as desirable, and is 
submitted as embodying all the requirements essential to 
the construction of City Sewers: 

Bidders will state a price per lineal foot for each 
section of the Brick Sewer, and each section of the Pipe 
Sewer separately, which price is to include all the ex- 
cavation, whetlier hard-pan, quicksand, cavee, boulders, 
or otherwise ; also all plank used for sheet piling, or any 
timber used for supporting the banks or eidfes of the exca- 
vation ; also all the repairs to tlie water-pipes or gas-pipes ; 
also the filling in and ramming the earth around and over 
the Sewer and appui-tenancee, the removal and disposal 
of aU rock, rubbish, or surplus earth dug out of the 
trenches, and taking up and removing the paving-stones 
and the earth and sand from the trenches to such part of 
the street or vicinity as may be directed by the Engineer ; 
also all the relaying of flagging, cni'b, gutter and paving- 
stones, and all regrading rendered necessary by the con- 
struction of the work ; also the preparation of the bottom 
■ where rock has been blasted out ; also the cleaning out of 
the Sewer and Street Basins, and the removal of all rubbish 
immediately after the completions of each section ; includ- 
ing also all loss or damage arising out of the nature of the 
■work aforesaid, or from the action of the elements, or from 



208 APPENDIX. 

any unforeseen obetruetion or difficulties whicli 
encoiinh^i-ed in the prosecution of tlio same ; also the fui 
iug of all necessary mateiials and labor, aud the perform- 
ance of the whole of the work mentioned in the specification 
and including all expenses incurred by or in consequence 
of the suspension or discontinuance of said work as before 
specified, or of a faithful compliance witli each and every 
of tlie requirements of the agreement, and for well and 
faithfully completing tlie same and the whole thereof, in the 
manner therein specified. 

Also the price for each Street Basin, with connecting 
shoot complete. 

Also the price for each Manhole, complete. 



SPECIFICATION. 



Mode of Bxcavation.— The ground shall be excavs 
in open trenches to the necessary width and de]}th. 

These trenches shall be opened one foot wider on each 
side than the exterior diameter of the Sewer intended to be 
built ; the bottom of the trench being excavated to the exact 
form and size of the lower half of the Sewer which will be 
laid in it. 

The work shall be backed in carefully, rammed and 
packed under and around the Sewer, with proper tools, by 
trusty persons approved by the Engineer. 

Materials to be used in the Constntction of Briek 
Masonry. — In the construction of the brick masonry, none 
but the best quality of whole North River bricks, burnt 
hard entirely through, shall be used, which are to be 
thoroughly wet immediately before being laid. Every brick 
is required to have fuU cement joints under bottom, sides, 
and ends, which for each brick is to be formed at one opera- 
tion, and in no case is it to be made by working in the 
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cement after the brick is laid ; eveiy course of brick to be 
laid with a line. Tlie bricks to be culled as they are brought 
upon the ground, and all bricks of an improper quality, 
and all bats, immediately removed from the same, 

Cement Mortar.— Tlie ce;r-ent mortal- is to be composed 
of the best quality of fresh hydraulic cement, mixed in the 
proportion of one bairel of cement to two barrels of clean, 
shaip sand, free from loam. 

The material shall be carefully mixed as wanted, fresh 
for the work in hand, and no moi-tar used which shall be 
found to' be weak or imperfect, from whatever cause. 

Part of Street Work to be Built in. — The work under 
this agreement to be prosecuted at and from as many differ- 
ent points, in such part or parts of the Avenue or Street 
on the line of the work, as the Engineer may, from time to 
time, during the progress of the work, determine. 

Description of Main Sewer. — The Main Sewers to con- 
form in aliape and dimensions to the cross-sections marked 
on the plan now on file in the office of the Engineer. 

All sections of tlie Main Sewer to be of brick, of the 
thickness shown on plan. The bricks of tbe inverted arch 
to bo carefully and neatly laid, in full beds of cement, to 
the required curve, and so as to connect properly with the 
upper arch. 

The upper arch in all the sections to be of brick, of the 
thickness shown on plan. The crown of the arches to be 
properly keyed with stretchers, the joints to be well filled 
with cement mortar. The whole of the brick masonry of 
the Sewer to be laid in cement mortar, made as before 
described. The extrados of the upper arch in all the sec- 
tions to be neatly plastered with cement mortar. 

' Stone Masonry. — The atone masonry of the haunch 
backing shall be built of sound and dnrable stones, of shape 
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and form to make neat and substantial work of tliis class, 
laid in hydraulic cement mortar, of the quality already 
described, erery joiut and space being well iiUed with mor- 
tar. No stone to be less than one square foot in area on 
the bed, nor less than four inches thick, except the spalls 
and smaU atones necessary in buUding this class of work. 

Any boulder or water-worn stone that may be used skaU 
be sliaped by the hammer to a good even bed, and so 
broken that no part shall present the original or bank 
surface. 

House Connections. — ^Vitrified drain pipes, of six inches 
interior diameter, are to be worked in the walls of the Main 
Sewer, and all the branches or lateral Sewers connecting 
with the same, at an average distance apart of ten feet on 
all the lot fronts. These pipes are to be so set that the 
inner end mil be flush with the inside of the Sewer at such 
height as the Engineer shall direct. Each pipe is to be 
closed by inserting an earthen cover therein at the hub end, 
similar to the pattern at the Engineer's office. 

Foundation. — When, in the opinion of the Engineer, it 
may be necessary to place a foundation of grillage beneath 
the entire masonry, such foundation shall be made by the 
Contractor. 

It win be formed of spruce plauk. of a good quality, of 
such thickness and be laid in such manner as the Engineer 
sliall from time to time, during the progress of the work, 
determine. The price to be allowed for the grillage will b*- 
Tliirty Dollars per thousand feet, board measure, which 
price will include all the charges for extra digging for s^d 
grillage, and the cost of putting it in place. 

Lateral Sewers.— The lateral Sewers to be^n at the 
interior face of the Main Sewers heretofore described, and 
ran through the streets laid down on said Sub-Bivision — , 
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Map " — ," and together with the pipe Sewers and all coii- 
nections, street basins and connecting shoots, manholes and 
other appurtenances, and all work of every kind and nature 
whatever to be done under this contract to complete the 
drainage of tlie said Sub-Division — , of Map " — ," District 
Number — { — ), shall be done according to the exhibits on 
the said Map " — ," Sub-Division — , and the plane, models, 
and descriptions or specifications on lile in the office, and in 
accordance with all the directions of the Engineer. J 

Stoneware Pipe.—¥oT the 18-inch sewers, the pipea, 
junctions, reducers, curves, and all other pieces shall be 
of stonewai'e, sound and well burnt throughout their thick- 
ness ; impermeable to moisture, and of smooth interior 
glazed surface ; the joiuings sound and true, and the whole 
free from cracks, flaws, blisters, and all other imperfections ; 
circular in the bore ; of true form in their lengths, whetlier 
straight or curved, internally of tlie full specified diameter, 
and of uniform thickness, except at junctions or on special 
pieces, where the thickness may be increased to meet the 
requirements of the case. The pipe used to be equal in all 
respects to the sapaple in the Engineer's office. All pipes 
to be 1 j inches thick. The sleeves to be 5 inches wide, and 
IJ inches tliick, and all sleeves to have an interior diametei' 
of at least one inch greater than the exterior diameter of 
their respective pipes. The sleeve to be sound and well 
burnt, and of true ligure, but need not be glazed. Tlie 
junction branches and all other forms to conform correctly 
to the pattern, drawings, and directions furnished by the 



Cement Pipe. — ^The 15-inch cement pipe sewer shall be 
egg-shaped, and of capacity equal to a circle of 16 inches 
diameter in the clear. The hub to be not less than 3 inches 
deep. The thickness to correspond with the sample of e^- 
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shaped pii)e to be seen at the Engineer' s office. The 12-inch 
pipe shall be circular internally, of true form, and of the 
full specified diameter, the thickness to be not less than 1^ 
inches, and the hub to be not less than 2 inches in depth. 
The outside shall be made flat on the bottom. 

ManJioles, — Manholes shall be constructed of such size 
and at such places as the Engineer may direct. They shall 
be built to conform to the plans of the same in the oflBice of 
the said Engineer. In all cases an 8-inch arch, resting on a 
sand-joint of three-quarters of an inch in thickness, shall be 
turned over the pipes entering manholes; but the pipe 
entering a manhole shall not be set or laid until the founda- 
tion of the manhole is built and ready to receive it. All the 
walls to be built of brick, eight inches thick, and are to be 
worked up to within ten inches of the arch of the street, 
where the opening is to be two feet in diameter in the clear. 
A cast-iron manhole head and cover will be famished, and 
is to be fitted to each of the above described manholes by 
the contractor. In all cases, the top surface of said man- 
hole cover to be so set that it shall conform to the grade;, 
of the street when the street is repaved. The outside of all 
the manholes to be neatly plastered with cement mortar. 

Basins. — Street Basins and connecting shoots more or 
less to be built where shown on the plan of the work, or at 
such points as the Engineer shall, during the progress of the 
work, determine and direct. 

The Basin to be on the circular comer or side of the 
street, and to be constructed as shown on the plans on file 
at the office of the Engineer ; each portion of the basin to be 
of the size and materials designated on said plans. Tlie 
whole to be laid in cement mortar of the quality heretofore 
described. In case the nature of the ground be such that, 
in the opinion of the Engineer, timber ought to be substi- 
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tuted fbr the concrete foundation, as shown on the said 
plans, the timber shall be furnished and the foundation 
built of proper thickness and size, and the Contractor shall 
be allowed for all timber used in said foundations, Twenl^- 
live Dollars per thousand feet, board measure. The iron 
pans for basins will be furnished by the City. 

Maine or Connecticut granite only shall be used for the 
Street Basiu heads, and to be of the form and dimensions 
sliown on plans in the Engineer's office. 

8/ioots. — The shoots to connect the Street Basins with the 
Main Sewer shall be circular cement pipe of twelve inches 
in diameter, and to be in quality and dimensions the same 
as heretofore described, and to enter the Sewer at an angle, 
as shown on the plan, and to be well and truly laid and 
jointed as directed by the Engineer. The openings in the- 
Sewer for the pipe to connect wiUi to be workmanlike, and 
to be made and finished as the work progresses. 

Right to Connect Lateral Sewers. — The right is reserved 
to connect any lateral Sewer or Sewers with the Sewer herein 
^escribed, or to grant permits to any person or persona to. 
make honse connections therewitli, at any time before it ia 
finally completed ; and said Contractor shall not interfere 
with or place obstructions in the way of such persons as 
may be employed in building such new Sewer or Sewers, or 
in making such connections ; no extra allowance will be 
made to said Contractor on account thereof. 

Old Seicers.— In case the line of this Sewer shall inter- 
sect with any Ctdverts now biiilt, so much of said Culverts 
now built as in the opinion of the Engineer may be neces- 
sary, shall be taken up and rebuilt on a proper curve to 

connect mth said Sewer ; and the sum of Dollars 

per running foot will be allowed for the part so rebuilt. 
No cutting of any Drain or Culverts which crosses the liu' 
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of the work, ■will be pennitted in any case, except bj and 
under the directions of the Engineer. 

Removal of RubhisTi. — During the progress of the work, 
and as fast as the same is completed, the Contractor ehall 
immediately cart away all surplus earth, rubbish, and other 
mat*?rials from the Avenues or Streets. 

Crosswalks. — The Crosswalks, wherever the same are 
disturbed, shall be taken up and relaid, on a bed of clean 
sharp sand, eighteen inches thick. 

Any of these stones broken by the negligence of the 
Contractor, shall be replaced by good, sound stone, uot less 
than four feet long, two feet wide, and eight inches thick 
throughout, the sides and ends to be truly squared so as 
to form close and even joints, smooth on the surface, and 
laid close. 

Flagging. — Any of the Flagging broken during the 
' progress of the work, to be replaced by good North River 
Flagging, equal to that now laid on the same sidewalks. 

Iiiter sections to he Repazed. — Tlie Streets to be regradod 
and repaved, or remacadamized, as the case may be, to the 
extent whinh the aforesaid work may render necessary. 
All the cross gutters which may become unnecessary in 
consequence of the construction of any street basin, under 
this agreement, are to be taken up to a width of twenty (20) 
feet from curb to curb ; then to be regiaded in conformity 
with the grade of the street, and repaved in the manner 
before described, and so as to meet the requirements of the 
street basin aforesaid. In case it shall be found necessary 
to take up and reset any of the curb or gutter stones, or 
crosswalks at said intersections, so as to make the same 
confoiTU to the proper grade, the same shall be considered 
as part of the work to be done under this contract, and no 
extra charge made for the same. 
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ObstTUcting Streets. — The Contractor will be required 
to observe all the ordinances of the Common Council in 
relation to obBtmcting the streets, keeping open passage- 
ways, and protecting the same where they are exposed, and J 
would be dangerous to the public travel. 

KejUling. — In refilling, the earth or sand to be weU and ' 
fe-ithfally rammed as the work jirogresses, with paveiB' 
rammers, and in no case shall the number of men back- 
filling be more than twice the number of those I'amming. 

Length of Trench to he Opened. — In no case, from tlie 
commencement to the termination of the work afoi-esaid, 
■without previous written jjermission from the Engineer, 
shall more than two hundred feet of trench be opened In 
. advaUce of the complete building of the Sewer ; and on the 
completion of each section of two hundred feet of Sewer, tbe 
regrading and repaving or remacadamizing, as the case may 
"be, over the same shall be completed, and surplus eartli, 
sand and rubbish on tliat section, immediately removed. 
The Sewer Basins and Shoots to be thoroughly cleaned out 
and left clean, before completion of the work embraced in 
this agreement. ^ 

Suspension of Masonry. — All work in masonry to cease 
poaitively on the first day of December in each year, unlesa 
the said Engineer shall otiierwise direct, by a written notice, 
and not to be resumed until such time next thereafter as ^ 
shall be designated by the aforesaid Engineer, and the con- 
Btruction of Pipe Sewers shall be suspended whenever 
directed by the said Engineer. 

Upon the suspension of any work, as before mentioned, 
tbe trenches to be refilled and repaved, or reraacadamized, as 
the case maybe ; and all materials, surplus earth, sand, rock, 
and rubbish removed from the street within thi-ee days there- 
after, or they will be removed at the Contractor's expense. 



316 APPENDIX. 

Rock Blasting.— W\ieM rock is blasted out, it shall be 
taken out one foot below the grade of bottom of trench, and 
the trench shall then be filled with sand or gravel, to the 
level of grade, and tlioronghly rammed and made solid. 
In all cases of rock blasting, the blast to be carefully 
covered with heavy timber, according to the ordinances of 
the Common Council relative to rock blasting, which ordi- 
nances shall be stiictly observed ; the material so excavated 
to be immediately removed from the street. 

AVliere a line of main water-pipes intersects the line of 
the trench, any rock necessary to be excavated for a width 
of five feet in the clear on each side of the main pipe, is in 
all cases to be removed without blasting. 

Connection with Drains. — The work aforesaid will not 
be considered as completed in accordance with this agree- 
ment, and therefore will not be received, in case any 
connections or drains are made and joined therewith^ 
without pel-mission in writing being obtained prior to 
the commencement of the construction of such connection 
or drains. 

Rail Tracks. — In the progress of the work, the Con- 
tractor will be required to preserve from obstructions all 
rail tracks which may be affected by tlie prosecution of the 
work herein described ; and also to afford the necessary 
facilities to the company or companies owning said tracka, 
or to their agents, in tlieir preservation of the same from 
injury, without extra charge therefor. 

Dismissal of Incompetent Persons, — If any person em- 
ployed by the Contractor on the works should appear to 
the Engineer to be incompetent or disorderly, he shall be 
dischai^ed immediately on the requisition of the Engineer; 
and such person shall not again be employed upon them 
without permission. 
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The Contractor shall not commence the works until due I 
notice in wi-iting has been given liini. I 

Convenieitce of Traffic, etc.—T)ie materials excavated 
shall be laid compactly on the side of the trench, and kept 
trimmed up, so as to be of as little inconvenience as possible 
to the public travel or the adjoining tenants. In case the i 
street is not wide enough to throw the earth without stop- j 
ping the passage-way on sidewalk, the Contractor shall, at ] 
his own expense, erect a board fence and keep a passage- 
way of two teet six inclies open on said sidewalk. I 

Pumping, etc. — The Contractor shall, at his own ex- ] 
pense, pump out, or otherwise remove, any water which I 
may exist in the trenches, and shall form all dams or other 
works necessary for keeping the excavation clear of water 
during the progress of tlie works. In cases of running sand, 
or other bad or treacherous ground, the work shall be pro- 
ceeded with day and night, without intermission, if the 
Engineer shall so direct. 

Shoring of Excavations.— T^e sides of the excavation 
shall be supported with suitable plank and shoring, when- 
ever necessary, but no allowance will be made therefor ; 
in all cases the sheet piling to be drawn up as the work 
progresses, unless otherwise ordered by the written order 
of the Engineer, in wliich case the plank and shoring, so 
ordered to be left in the trench, will be measured and 
allowed for at the rate of Thirty Dollars per thousand feet, 
"board measure. i 

Foundation- for Pipes. — All irregularities in the trenches 
shall be filled up with gravel, firmly rammed in ; but where 
the ground would not present a sufficiently firm foundation 
for the Pipes or Brick Sewers, the Contractor shall excavate 
to such increased depth as may be necessary, and shall 
make good to tlie required form and level mth concrete, or 
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such other course shall be taken for securing a good foun- 
datioQ as the Engiueer shall see lit to direct under the cir- 



Mode of Laying Pipes. — The Pipes and Brick Sewers 
shall be laid truly in line and gradient throughout, accord- 
ing to the plans or directions furnished &om time to time ; 
and all curves, tapering pipes, junctions, syphons, and other 
pieces required, shall be properly excavated for aud laid as 
directed. The end of all junctions laid for auy future house- 
di-ain or other connection shall be closed up with a stone- 
ware cap, to prevent the entrance of any dirt or materials. 
No extra allowance for putting in junction and capping. 

Cleaning Pipes.— The interior of the pij)e shall be care- 
fully freed from all dirt and supei'fluoua cement, as the 
work proceeds; for which purpose, a disc-plate mold, or 
other implement sufficiently long to pass two joints from 
the end of the pipe last laid, shall be continuously worked 
through. 

Filling. — The earth on each side, and twelve inches ov&r 
the Pipe, shall be carefully laid in, so as not to disturb 
them, tamped and solidly rammed down with proper ram- 
mers suited for the works. The trench shall then be filled in 
with layei-a of earth twelve inches deep at a time, each layer 
being well rammed over the whole surface with pavers' 
rammers. The first layer shall be placed over the pipes 
with a shovel, and not thrown from barrows. 

MaTce Oood all Connections. — The Contractor shall pro- 
vide for the flow of sewers, drains, or water-courses, inter- 
rupted during the progress of the works, and shall restore 
or make good all connections, as may be directed, and shall 
immediately cart away or remove oflensive matter, ■with 
such precautions as may be directed by tlie Engineer. 

Superfluous EartTi. — As the trenches are filled in, aud 
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work completed, he shall cart away all Boperflnous earth 
or boTilders and other materials from the sjiot, and leave 
all roads aud places free, clear, and in good order, or tliey 
will be removed at the Contractor's expense, whenever the 
said Engineer shall so direct ; but said Engineer shall aUow 
twelve hours for said removal after ^vritten notification 
thereof has been given, 

Repairing of Streets. — In case the Conti-actcr should 
neglect or refuse to do any repairing, the Engineer shall also 
have the right to cause such repairing to be done at the 
Contractoi-'s expense, after having given notice similar to 
that above specified, ^y clear and in good order, is meant 
the sweeping and cleaning of the street. 

Omission in Specijlcation. — Should any work be acci- 
dentally omitted herein, which may be fairly implied as 
included in the contract, of which the Engineer shall judge, 
the same shall be executed at the expense of the Contractor. 

Responsibility of Contractor. — The Contractor sliall 
have charge of, and be responsible for, the entire line of 
works until their completion and acceptance, and any un- 
faithful or imperfect work that may be discovered before 
the final acceptance of the work shall be corrected immedi- 
ately on the requirement of the Engineer ; notwithstanding 
that it may have been overlooked and estimated. The in- 
spection of the work shall not relieve the Contractor from 
any of his obligations to perform Bound and reliable work 
as herein described. 

Contractor to Keep Works in Good Order. — ^The Con- 
tractor shall be liable for keeping in repair and good order 
the whole of the work executed by him, for nine months 
after date of completion. 

Wherever the word""Enf^neer" is mentioned, it refers 
to the Engineer of the Sewer Commissioners or their author- 
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ized agenta ; and all esfilaiiationB or* directions necessary 
to the carrying out and completing satiafactorily tlie differ- 
ent descriptions of work contemplated and provided for 
under this contract, will be given \>y said Engineer. 

The said Contiactor hereby fnrther agrees to sustain, by 
timbers and sufficient chains, all the water-pipes which 
may be affected in any manner by the work under this 
agreement, in their places without injury ; and also to do 
every thing necessary to protect, support and sustain the 
gas-pipes, lamp-posts, sei-vice-pipes, and other gas-fixtures, 
laid in or across said streets, which may be liable to iryuiy 
from digging the trenches for the work hereinbefore men- 
tioned, and to have a sufficient quantity of timber and plank 
constantly on the ground, and to use tlie same as required, 
for bracing and sheeting the sides of the excavation ; also 
to erect, and keep erect, a fence or railing across the ends 
and sides of the excavation, and place sufficient lights on or 
near the work, and keep them burning from twilight in the 
evening until sunrise, and shall employ a watcliman as an 
additional security whenever the same may be needed. 

Vary Work. — Tlie work shall be carried on in such 
portions as the Engineer shall direct, and he shall have 
power also to vary, extend, or diminish the quantity of 
work, during its progress, without vitiating the contract; 
but no parts of the works shall be altered by the Contractor, 
from that shown on the drawings or described in the Speci- 
fications, without the express sanction of the Engineer in 
writing. 

Material, Implements, Labor, etc. — All materials to be 
provided by the Contractor shall be of the best description, 
the pipes to conform in every particiilar to the Specification ; 
and he shall fttmish all efficient labor and implements neces- 
sary for the full and complete performance of his contract. 
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If any materials or implements should be brought to the 
ground which the Engineer may deem to be of improper 
description, or improper to be used in the work, the same 
shall be removed forthwith. 

Shoring. — ^The Contractor shall, at his own expense, 
shore up, protect, restore, and make good, as may be neces- 
sary, all buildings^ walls, fences, or other properties which 
may be disturbed or injured during the progress of the 
works ; and the said Contractor will be held responsible for 
all damage which may happen to neighboring properties, 
or in any other way, from neglect of this precaution. 
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DESCRIPTION OF CLAYS USED BY THE AKRON SEWER PIPE 

COMPANY, AKRON, OHIO.* 

THE clays from which the Akron Sewer Pipe Company 
manufiacture their pipe, appears to be a special deposit 
found only in this immediate vicinity, viz., within the cor- 
porate limits of Akron. This deposit has a face of some 
500 feet, with a depth of 15 to 20 feet, comprising several 
distinct strata, which, when combined in proper pro- 
portions, tempered and ground under heavy iron wheels to 
the proper consistency, is then put under a very great 
pressure forced through dies, which form the pipe ; is then 
placed on the driers, smoothed 6ff inside and out, cut and 
straightened and otherwise finished, when it is placed in 
the kilns and subjected to a very high degree of heat, suflB- 
cient to vitrify it, and when done salt is thrown into and 
all through the kiln, which forms a flux with the surface of 
the pipe, giving it the glossy appearance, thereby rendering 
it perfectly impervious and indestructible to the action of 
water, earth, sewage-gases, or any known destroyer. These 
clays are on the suiface with not more than from one to two 
feet of stripping or surface soil ; then comes a very superior 
stratum of red brick clay, followed with a stratum of quite 
hard silicated rock ; that in turn followed by a heavy stra- 
tum of shaly clay, which is highly impregnated with iron, 
with considerable mica ; quite a quantity of kidney iron-ore 
is found in this stratum. Then follows a much harder shale, 

* Description communicated by the manufacturers. 
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which is a bluish black. Tliis also is imprfeguated with 
iron, and when ground as above is very tough and phistic. 
This stratum is underlaid by a much harder and blacker 
shale, and has some alumina in it. This last stratum, 
although when ground it is veiy tough and plastic, will not 
stand our fire test, and is therefore worthless ; this exists 
to an untold depth. These different strata will riot alone 
make good pipe, but combined as experience has taught 
us to do, we use the whole from the top red brick stratum 
to the last-named hard shale. We are inclined to think 
that the iron in our clay very miiterially adds to the 
strength of our pipe. 



[.DESCRIPTION OP THE CLAYS USED, AND THE METHOD I 

IN THE MANUFACTURE OF SEWEK.PIPE L\ THE NElQff 
HOOD OP NEW TOHK, BY G, W. EADEB & CO.* 



THE clays used in the manufacture, on the Atl 
border, are procured from the vicinity of Woodbridge 
and the Raritan River in New Jersey j and from geological 
surveys, are found to cover a strip of country about ten 
miles wide and fifty miles long extending fi-om Staten Island 
Sound down to the Delaware River at Trenton, and thence 
probably into Pennsylvania and Maryland, although the 
mining of the article Ijaa been confined principally to the 
above district in New Jersey. 

The deposits constitute some of the best material for the 
purpose to be found anywhere in the world, their forma- 
tion being caused by the same natural processes, and from 
the same class of granitic rocks as the clays of Europe used 
for the same purpose. 

The chemical composition of the clays generally nsed for 
stoneware is, alumina, silica, lime, magnesia, oxide of iron, 
potash, soda, water ; and according as these are combined 
is the result arrived at. The hydrous-silicate of alumina 
(pure clay) is absolutely infusible in the greatest heat to 
which we can subject it, and silica or silicic acid is equally 
infusible. All fire-clays and those nsed in pottery combine 
these two elements in various degrees. Silica from 45 to 75 , 



per cent, alumina from 19 to 40 per c«nt, water 10 to 15 per 
cent, the otliei' constituents enter about J to 3 per cent each, j 
though Bometimea to a greater extent. If a clay be rich in ' 
alumina and silica, the alumina rather pi-edominating, the , 
alkalies being mostly absent, or present singly or in very 
limited quantities, the clay is very refl-actory; and is used 
for such wares i^tire-brick, crucibles, etc.) as are required to 
withstand immense heat, but will not answer so well for 
stoneware goods, because theu- product is apt to be too 
porous or loose, except in the case of crucibles — other 
materials mixed with the clay tightens the body. A stone- ' 
ware body, which is that required in a sewer-pipe, must be 
close, cohesive, hard, and strong to sustain the pressure to 
which it will be subjected ; and to produce this result tlie 
alkalies, soda, potash, lime, iron, etc., must be present in 
tile clay. Tlie action of these is to semi-fuse or vitrify 
the mass by combining with the sUica and acting in the 
nature of a flux. 

The preparation of clay for sewer-pipe is not so par- 
ticular an operation aa to purification, as for that used for 
fine wares, because those ingredients which tend to dis- 
coloration, etc., are of no consequence in the pipe. The 
principal care ia to get a clay or combine such clays as 
■will produce the required body, and to exclude any metallic 
Bubstauees as will melt and run in the pipe, and any par- 
ticles of limestone, as tliey will fly in the burning, and 
"break the shell of the pipe. A thorough mixture is neces- 
sary to render the mass homogeneous, and this is one of tlie 
most essential points in the manufacture ; and as all clays 
shrink in the burning more or less, clay which has been 
burnt, or damaged pipe, is ground up and incorporated 
with it. This stnff, called "grog," having been through 
the fire has shrunk all it will, and being added in proper 
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proportion forms tlie skeleton or frame of the pipe against 
wliicli the fresh clay shrinks. 

Ki^eping all the foregoing in view, it is necessary to teat 
every lot of clay before using it, to find its elements, and to 
tell how to manipulate and combine it with others. It is 
almost impossible to tind a clay ready formed by nature, 
which in itself is just right for the purpose it is required 
to serve. 

The material is ground in a pug-mill till thoroughly and 
hutnogeneously mised, and then passed to the press, whence 
the pipes issue through the dies under heavy pressure. 
They are then finished as to external appearance, etc., and 
allowed to stand a week or two as may be necessaiy till 
all excessive moisture is diied out of them, and then passed 
to the slip-tubs, where they receive theii- first coat of glaze. 
This glaze, commonly called slip, is a fusible clay obtained 
from Albany, N. Y., containing a large proportion of silica 
and tlie alkalies (and may be combined with other ingre- 
dients as may be advantageous), which, wlien subjected to 
a certain heat, forms the alkaline silicates which fuse with 
the silica on the surface of the pipe and vitrify. After the 
pipes are dipped in this slip, which dries on the pipe 
almost instantly, they are placed in the kilns and first sub- 
jected to a slow fire ; after burning thus about 48 liotirs till 
the water held in combination is evaporated and the pipes 
are raised t<:> a red heat, the fires are strengthened till the 
oven becomes heated tt> from 100° to 120° Wedgwood, equal 
to 14.077° to 16.677° Fahrenheit, which is one of the greatest 
heats required in any kind of pottery. Wlien the pipes 
have nearly reached their highest temperature, common salt 
( e'lloride of sodium) is thrown in ; the salt is volatilized 
and decomposed in the presence of moisture ; hydrochloric 
acid is disengaged, and the pijies become covered with 



APPENDIX. 227 

silicate of soda, which, combining with the silicate of alu- 
mina (the clay) forms a very fusible double alkaline sili- 
cate or glaze on the surface of the pipe. This operation 
being finished, the kiln is then closed tight to prevent too 
rapid cooling, and at the end of four or five days the pipes 
are taken out finished. 

It is evident that the glaze will not take till the body 
of the pipe has been brought to the point of incipient fusion 
and the fusible condition of the glaze corresponds as near 
as possible with this point, so that the eflBiorescence of the 
silicates near the surface of the pipe allows the glaze to be 
fuse d and partially absorbed in the surface. When in 
addition to this glaze salt is applied in the kiln, a thick or 
double glaze is formed. The point of fusion, as above, 
generally requires a very high heat, and produces a hard 
surface. 

The principal utility of the glaze is to render the pipe 
non-absorbent and impervious, and to give it a smooth 
slippery surface as it were, so that the sewage will slide off 
with as little resistance as possible, thus preventing any 
deposit or choking up. It also protects the material of the 
pipe from the action of acids and makes it literally in- 
destructible, which is proved to be the case by this kind 
of ware being much employed in chemical manipulations. 
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Values of g by Formula p. 54, from Francis' Hydraulic Experi- 
ments FOR THE Specified Latitudes and Heights above 
THE Sea. 



Height 
above the 


Latitudes. 


Sea 
IN Feki-. 


30° 


35° 


40° 


45° 


50° 


55° 


60" 



IOC 

200 
300 
400 
500 
600 
700 

800 

900 
1000 

IIOO 


32.1239 
32.1236 
32.1233 
32.1129 
•32.1226 
32.1226 
32.1220 
32.1217 
32.1214 
32.1211 
32.1208 
32.1205 


32.1383 
32.1380 

32.1377 

32.1374 
32.1371 

32.1368 

32.1364 
32. 1361 

32.1358 
32.1355 
32.1352 

■32.1349 


32.1537 

32.1534 

32.1531 
32.1528 

32.1524 
32.1521 
32.1518 

32.1515 
32.1512 

32.1509 
32.1506 

32.1503 


32.1695 
32.1692 
32. 1689 
32.1686 
32.1683 
32.1686 
32.1677 
32.1674 
32.1671 
32.1668 
32.1665 
32.1662 


32.1854 
32.1851 

32.1848 

32.1845 

32.1842 

32.1839 

32.1835 
32.1832 

32.1829 

32.1826 

32.1823 

32.1820 


32.2008 
32.2005 
32.2002 
32. 1998 

32.1993 
32.1992 

32.1989 

32. 1986 

32.1983 
32. 1980 
32.1977 
32.1974 


32.2152 
32.2149 
32.2146 
32.2143 
32.2140 
32.2137 
32.2134 
32.2131 
32.2128 
32.2125 
32.2121 
32.2118 



Loss OF Head by Friction of Pipe per iooo Feet on the Under- 
mentioned Sizes, and for the Given Velocities, by Darcy's 
Formula for Pipe, p. 57. 



Velocity in 

Feet per 

Second. 


6 Inch 


8 Inch 


12 Inch 


16 Inch 


20 Inch 


Diameter. 


Diameter. 


Diameter. 


Diameter. 


Diameter. 


.5 


.180 


.130 


.083 


.062 


.048 


I. 


.721 


.522 


.335 


.246 


.195 


1.5 


1.623 


1. 171 


.754 


.554 


.438 


2. 


2.885 


2.087 


1.340 


.985 


.779 


2.5 


4.509 


3.261 


2.093 


1.540 


1. 217 


3. 


6.493 


4695 


3.014 


2.217 


1-753 


3.5 


8.837 


6.391 


4.603 


3.018 


2.386 


4. 


11.542 


8.347 


5.360 


3.942 


3. 1 16 


4.5 


14.608 


10.565 


6.782 


4.989 


3.944 


5. 


18.835 


13.043 


8.373 


6.160 


4.869 


5.5 


21.822 


15.780 


10.122 


7.453 


5.892 


6. 


25.970 


18.782 


12.058 


8.870 


7.012 


Velocity in 

Feet per 

Second. 


24 Inch 


30 Inch 


36 Inch 
Diameter. 


40 Inch 


48 Inch 


Diameter. 


Diameter. 


Diameter. 


Diameter. 


.5 


.040 


.032 


.026 


.024 


.019 


I. 


.161 


.128 


.106 


.095 


.079 


1.5 


.362 


.287 


.238 


.214 


.177 


2. 


.644 


.511 


.423 


.380 


.315 


2.5 


1.006 


.798 


.662 


.594 


.493 


3. 


1.449 


1. 151 


.953 


.855 


.7ro 


3.5 


1.972 


1.565 


1.297 


1.164 


.966 


4. 


2.576 


2.044 


1.694 


1. 521 


1.262 
1.598 <J 


4.5 


3.260 


2.588 


2.144 


1.925 


5. 


4.026 


3.195 


2.648 


2.376 


1.972 4 
2.387 ^ 


5.5 


4.871 


• 3.865 


3.204 


2.875 


6. 


5.797 


4.600 


3.813 


3.422 


2. 840 



>f ^ 
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